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	#1 Missing configuration of SMF+PGW-C identity in ePDG Emergency Configuration Data
When UE establishes emergency PDN connection over EPC/ePDG,  if interworking with 5GS is supported, the combined SMF+PGW-C shall be selected, however the configuration of SMF+PGW-C identity is missing from Emergency Configuration Data in ePDG. 
#2 Editorial update in clause 4.11.0a.4
During SA2#142E, big effort has been maded in mega CR to align the usage of “SMF+PGW-C”, however, “PDN GW-C/SMF” is still used.
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	Consequences if not approved:
	Handover from EPC/ePDG to 5GS for emergency service is not possible

	
	

	Clauses affected:
	4.11.0a.4, 4.11.4.3.3a

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ...

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	The change in clause 4.11.4.3.3a applies also to Rel-15

	
	

	This CR's revision history:
	



Page 1


****************** START CHANGE ***************
[bookmark: _Toc20204061][bookmark: _Toc27894749][bookmark: _Toc36191816][bookmark: _Toc45192905][bookmark: _Toc47592537][bookmark: _Toc51834618][bookmark: _Toc59100444]4.11.0a.4	PGW Selection
When the UE requests to establish a non-emergency PDN connection to an APN, the MME may use the UE's support for 5GC NAS indication included in the UE Network Capability and/or UE's subscription from HSS that includes UE's mobility restriction parameters related to 5GS and/or indication of support for interworking with 5GS for this APN to determine if SMF+PGW-C or a standalone PGW-C should be selected. If both PGW-C and SMF+PGW-C is available, then MME may select SMF+PGW-C when UE's subscription from HSS indicate support for interworking with 5GS for the APN.
NOTE:	If restriction for Core Network Type indicates that the UE can access to 5GC, it implies that the UE has 5G subscription data.
When the UE performs emergency attach or requests to establish an emergency PDN connection, the MME may use the UE's support for 5GC NAS indication included in the UE Network Capability and/or local configuration to determine if an emergency SMF+PGW-C or a standalone emergency PGW-C should be selected. An emergency SMF+PGW-C needs to be configured in Emergency Configuration Data in the MME if it is to be selected.
[bookmark: MCCTEMPBM_00000014][bookmark: MCCTEMPBM_00000015]To enable a differentiation of the emergency gateway based on UE´s support of 5GC NAS, the Emergency Configuration Data in the MME defined in TS 23.401 [26] is extended with the IE listed in Table 4.11.0a.4-1.
Table 4.11.0a.4-1: MME Emergency Configuration Data Extensions
	Field
	Description

	Emergency SMF+PGW-C PDN GW-C/SMF identity
	The statically configured identity of a combined SMF+PGW-C PDN GW-C/SMF used for emergency APN. The SMF+PGW-C PDN GW-C/SMF identity may be either an FQDN or an IP address. (NOTE)

	NOTE:	The FQDN always resolves to one SMF+PGW-CPDN GW.



****************** NEXT CHANGES ***************
[bookmark: _Toc36191861][bookmark: _Toc45192950][bookmark: _Toc47592582][bookmark: _Toc51834668][bookmark: _Toc59100494]4.11.4.3.3a	Initial Attach for emergency session (GTP on S2b)
The procedure in TS 23.402 [26] clause 7.2.5 applies with the following modification or modification:
-	Step 3 (Create Session Request): ePDG determines if interworking with 5GC is supported based on UE's 5G NAS capability and local configuration. In SMF+PGW-C, only one S-NSSAI is configured for the emergency APN. An emergency SMF+PGW-C identity should be configured as part of the Emergency Configuration Data specified in clause 13.5 of TS 23.402 [26].
-	Step 6 (Create Session Response), compared to step D.1 of clause 4.11.4.3.3, SMF+PGW-C does not include S-NSSAI in PCO for emergency PDN connection.

****************** END CHANGES ***************

