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Abstract: This contribution proposes evaluation and conclusion for KI#6.
1.
Discussion
Sol#8 proposes PCF based service authorization and policy/parameter provisioning to UE for UE-to-UE Relay operation and Service Authorization information related to UE-to-UE Relay operation sent by AMF to NG-RAN. Sol#8 is consistent with current PCF based service authorization and policy/parameter provisioning to UE for 5G ProSe service and 5G ProSe UE-to-Relay service. For the Service Authorization information related to UE-to-UE Relay operation to NG-RAN, coordination with RAN WGs is needed, the detailed service authorization information sent from AMF to NG-RAN can be determined during normative phase.
2.
Proposal
It is proposed to capture the following changes into TS 23.700-85.
* * * * First change * * * *

7
Overall Evaluation

Editor's note:
This clause will provide evaluation of different solutions.
7.X Key Issue #6: Support of PC5 Service Authorization and Policy/Parameter Provisioning
-
Sol#8 proposes PCF based service authorization and policy/parameter provisioning to UE for UE-to-UE Relay operation and Service Authorization information related to UE-to-UE Relay operation sent by AMF to NG-RAN. Sol#8 is consistent with current PCF based service authorization and policy/parameter provisioning to UE for 5G ProSe service and 5G ProSe UE-to-Relay service. For the Service Authorization information related to UE-to-UE Relay operation to NG-RAN, coordination with RAN WGs is needed, the detailed service authorization information sent from AMF to NG-RAN can be determined during normative phase.
8
Conclusions

Editor's note:
This clause will list conclusions that have been agreed during the course of the study item activities.
8.X Key Issue #6: Support of PC5 Service Authorization and Policy/Parameter Provisioning
Solution #8 is selected as the baseline for normative work to support service authorization and policy/parameter provisioning to UE and NG-RAN for UE-to-UE Relay operation. 
NOTE: Coordination with RAN WGs is needed, the detailed service authorization information sent from AMF to NG-RAN can be determined during normative phase.
* * * * End of changes * * * *
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