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* * * * First change * * * *
6.1.3.23a	Support of Time Sensitive Communication and Time Synchronization
Enablers for Time Sensitive Communication and Time Synchronization are defined in TS 23.501 [2] clause 5.27.
In the case of integration with IEEE TSN network, the TSN AF interacts with the PCF as described in clause 6.1.3.23.
When the PCF has the 5GS Bridge information for the PDU Session received from SMF and has a subscription for the 5GS Bridge information Notification from the TSCTSF or the PCF determines that the PDU Session is potentially impacted by (g)PTP based time synchronization service based on a local policy, if integration with IEEE TSN does not apply, the PCF provides the following parameters to the TSCTSF:
-	5GS user-plane Node information:
-	5GS Bridge ID;
-	UE-DS-TT Residence time;
-	port number of the DS-TT;
-	MAC address of the Ethernet port of DS-TT (i.e. DS-TT port MAC address) (for Ethernet type PDU Session), or IP address of the UE (for IP type PDU Session, additionally DNN and S-NSSAI of IP type PDU Session in the case of private IPv4 address being used for the PDU Session);
-	Port Management Information Container and the related port number;
-	User plane node Management Information Container.
Upon reception of the above information, if the TSCTSF does not have a corresponding AF session, the TSCTSF shall create an AF session with the PCF.
The TSCTSF may receive a request from an AF that a data session to a UE is to be set up for Time Sensitive Communication with a specific QoS and parameters that describe the traffic characteristics. If so, the TSCTSF provides the Flow Descriptions, the TSC Assistance Container (as described in clause 5.27.2.3 of TS 23.501 [2]), and the related QoS information to the PCF by setting up an AF session with required QoS as described in clause 6.1.3.22. In addition, the TSCTSF may provide the following parameters to the PCF:
-	Port Management Information Container and related Port number as applicable.
-	User plane node Management Information Container.
The TSCTSF may use the PTP Port state of NW-TT and DS-TT in the Port/User plane node Management Information Container to determine the Port Pairs that will be used for (g)PTP delivery. Based on this the TSCTSF may request appropriate QoS treatment for the (g)PTP flows from PCF.
If the AF supports adapting stream scheduling based on RAN feedback, the AF may includes its capability for periodicity adaptation or periodicity range and capability for BAT adaptation or BAT window in TSC Assistance Container (as described in clause 5.27.2.3 of TS 23.501 [2]). The PCF transfers the TSCAC to the SMF and the PCF may get the proposed periodicity and the Burst Arrive Time offset from the SMF as described in clause 5.27.2.x of TS 23.501 [2]. The PCF sends the proposed periodicity and the Burst Arrive Time offset received from the SMF to the AF and the AF should adjust the burst sending time according to the proposed periodicity and the Burst Arrive Time offset as described in clause 5.27.2.x of TS 23.501 [2] and may send the request again with the adjusted periodicity and Burst Arrive Time if available.
* * * * End of changes * * * *


