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Figure 6.2.x-1: Common EAS/DNAI selection by AF
1.	AF sends Nnef_CandidateDNAI_Get Request to NEF, including the identification of the UE set, optionally including the available DNAI list where EAS instances are deployed.
2.	NEF invokes Nbsf_Management_Discovery message to discover PCF.
Step 3-7 are performed for each UE of the UE set.
3.	NEF sends Npcf_Information_Get Request message to the PCF to query the candidate DNAI(s). The message may also include the available DNAI list where EAS are deployed if provided in AF request. 
For trusted AF, step 1 is skipped and AF sends Npcf_Information_Get Request message to PCF directly.
4.	PCF invokes Npcf_SMPolicyControl_UpdateNotify Request service to query the candidate DNAI(s), including information received in step 3.
5.	SMF selects the candidate DNAI(s). The SMF may consider the UE location and available DNAI list provided by AF to select the closest available DNAI(s) as candidate DNAI(s). The SMF may also provide the DNAI(s) in a prioritized order.
6.	SMF sends candidate DNAI(s) of the UE to PCF.
7.	PCF sends candidate DNAI(s) of the UE to NEF.
For trusted AF, PCF sends Npcf_Information_Get Response message to the AF directly, and step 8 is skipped.
8.	NEF sends candidate DNAI(s) of the UE set based on candidate DNAI(s) of each UE and sends it to AF.
9.	After receiving the candidate DNAI(s) of the UE set or each UE in the UE set, the AF selects a proper DNAI as the common DNAI according to the candidate DNAI(s). If common EAS is required for the UE set, AF selects common EAS based on the common DNAI.

* * * * End of changes * * * *
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