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1	Overall description
In context of progressing the SA2 study on architecture enhancement for XR and media services (FS_XRM), SA2 introduced additionally to the concept of a PDU Set, that was discussed with SA4 in S2-2201803/S2-2203658 (S4-220505), a new concept called ‘Data burst’ that is defined in the TR 23.700-60.
Below both concepts, i.e. PDU Set and Data burst are quoted from the TR 23.700-60:
Data Burst: A set of multiple PDUs generated and sent by the application in a short period of time.
NOTE 3:	A Data Burst can be composed by one or multiple PDU Sets.
PDU Set: A PDU Set is composed of one or more PDUs carrying the payload of one unit of information generated at the application level (e.g. a frame or video slice for XRM Services, as used in TR 26.926 [27]). In some implementations all PDUs in a PDU Set are needed by the application layer to use the corresponding unit of information. In other implementations, the application layer can still recover parts all or of the information unit, when some PDUs are missing.
Given that Data burst is assumed to be known and to be specific to the application layer, SA2 would like to ask SA4 following questions:
Q1: Is there a use case in context of XR services where Data burst would be beneficial additionally to PDU Set concept?
Q2: Giving, that the Application Layer can decide on the usage of PDU Sets, does the Data burst concept provide additional information that is not accommodated by a PDU Set?
Q3: Can the ‘short period of time’ be quantified?
2	Actions
To SA WG4
ACTION: 	SA2 kindly ask SA4 to answer the question and provide feedback as needed.

3	Dates of next TSG SA WG2 meetings
TSG-SA2# 154-Ad hoc Meeting 16-20 January 2023	Electronic meeting
TSG-SA2 Meeting #155	20-24 February 2023	Athens, Greece


