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	Reason for change:
	The FS_VMR study has concluded for normative work as documented in TR 23.700-05. This CR introduces the text corresponding to the conclusions of KI#4 which deals with roaming support of MBSR.

	
	

	Summary of change:
	Roaming support description is added. 

	
	

	Consequences if not approved:
	Roaming support is not available. 
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***** First change *****
[bookmark: _Toc51769567][bookmark: _Toc114665604]5.x.4	Roaming support for MBSR
If the MBSR (IAB-UE) performs Initial Registration procedure, is accepted by the network to act as MBSR based on subscription information, and the information on how to obtain configuration information is available at MBSR, the MBSR operates as a MBSR. If the MBSR has no configuration information in the serving PLMN and is not allowed to operate in the serving PLMN, it records the serving PLMN as not supporting operation as MBSR. 
The AMF of the MBSR may indicate to the MBSR that it is not allowed to act as MBSR during Registration procedure, the MBSR should store the corresponding TAIs of Registration Area and avoid attempts to access these PLMNs/TAIs as MBSR. The AMF may choose to inform MBSR that it is not allowed to act as MBSR as part of Deregistration procedure for example when subscription has expired.
NOTE 1: The mechanism applies to both roaming and non-roaming MBSR operations.
***** End of changes *****

