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[bookmark: _Toc114572442]5.X	Path switching between two UE-to-Network Relays
If the NG-RAN configured criteria are met, the 5G ProSe Remote UE performs the path switching between two UE-to-Network Relays based on the URSP rules of the 5G ProSe Remote UE traffic handling described in clause 6.5.4, 5G ProSe Policy in clause 5.1.4, or information from application layer (if available) with following considerations:
-	The 5G ProSe Remote UE shall first select the target path which has same type with the original path (i.e., 5G ProSe Layer-2 UE-to-Network Relay, 5G ProSe Layer-3 UE-to-Network Relay with N3IWF, and 5G ProSe Layer-3 UE-to-Network Relay without N3IWF).
[bookmark: _GoBack]-	If there is no same type target path, then this 5G ProSe Remote UE re-evaluates the URSP or keeps evaluating the next RSD of the selected URSP for the target path selection.
NOTE 1:	The NG-RAN configured criteria for path switch between two indirect network communication paths is defined in TS 38.331 [16].
NOTE 2:	If there is the information from the application layer (e.g. provided by an application server), the 5G ProSe Remote UE may use this information to discover the target 5G ProSe UE-to-Network Relay UE. If there are multiple discovered 5G ProSe UE-to-Network Relay UEs, the 5G ProSe Remote UE selects the target 5G ProSe UE-to-Network Relay based on the priority, if any, in the information from the application layer.
The principles from the 5G ProSe Policy in clause 5.1.4 and URSP rules of the 5G ProSe Remote UE traffic handling described in clause 6.5.4 take the higher priority than the information from the application layer.
The path switching procedures between two indirect network communication paths are as described in clause 6.5.X.
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