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	23.501 CRs
	
	
	
	Docs: 11
	

	9.2.2
	S2-2306415
	CR
	Approval
	23.501 CR4576 (Rel-18, 'F'): 5G MM Core Network Capability Handling of Discontinuous Coverage for Satellite Access
	China Mobile
	Rel-18
	5GSAT_Ph2
	Merge to  baseline for capability indication
	

	9.2.2
	S2-2306417
	CR
	Approval
	23.501 CR4578 (Rel-18, 'F'): Handling for UE initial Satellite Coverage Availability Information
	China Mobile
	Rel-18
	5GSAT_Ph2
	Handle
	

	9.2.2
	S2-2306416
	CR
	Approval
	23.501 CR4577 (Rel-18, 'F'): ENs resolution about the support of discontinuous network coverage for satellite access
	China Mobile, CATT
	Rel-18
	5GSAT_Ph2
	Merge to baseline global EN solving
	

	9.2.2
	S2-2306360
	CR
	Approval
	23.501 CR4566 (Rel-19, 'B'): 23501_CR_Update to support overload control when UEs leaving coverage.
	China Telecom
	Rel-19
	5GSAT_Ph2
	Handle –   baseline for overload control to be decided between 7154 & 6360
	

	9.2.2
	S2-2306564
	CR
	Approval
	23.501 CR4602 (Rel-18, 'C'): Closing ENs for the procedures for discontinuous coverage reporting
	[Qualcomm Incorporated], Xiaomi
	Rel-18
	5GSAT_Ph2
	Revision of S2-2204208.

Merge to baseline global EN solving
	

	9.2.2
	S2-2306568
	CR
	Approval
	23.501 CR4603 (Rel-18, 'B'): Updates to mobility management and power saving for discontinous coverage
	Ericsson
	Rel-18
	5GSAT_Ph2
	Handle –   baseline global EN solving to be decided between 7146 , 7411, 6568
	

	9.2.2
	S2-2306772
	CR
	Approval
	23.501 CR4617 (Rel-18, 'B'): Resolve ENs for Discontinuous Coverage
	LG Electronics
	Rel-18
	5GSAT_Ph2
	Merge to baseline global EN solving
	

	9.2.2
	S2-2307146
	CR
	Approval
	23.501 CR4658 (Rel-18, 'B'): Completion of Support discontinuous coverage
	Huawei, HiSilicon
	Rel-18
	5GSAT_Ph2
	Handle –   baseline global EN solving to be decided between 7146 , 7411, 6568
	

	9.2.2
	S2-2307154
	CR
	Approval
	23.501 CR4661 (Rel-18, 'F'): Update overload control and resolve EN
	CATT
	Rel-18
	5GSAT_Ph2
	Handle –   baseline for overload control to be decided between 7154 & 6360
	

	9.2.2
	S2-2307390
	CR
	Approval
	23.501 CR4685 (Rel-18, 'B'): Discontinuous coverage reporting
	Samsung
	Rel-18
	5GSAT_Ph2
	Handle –   baseline for capability indication to be decided between 7390 & (part of) 7411
	

	9.2.2
	S2-2307411
	CR
	Approval
	23.501 CR4240R1 (Rel-18, 'C'): Closing ENs for the procedures for discontinuous coverage reporting
	Qualcomm Incorporated
	Rel-18
	5GSAT_Ph2
	Revision of S2-2304208.

Handle –   baseline global EN solving to be decided between 7146 , 7411, 6568
Handle –   baseline for capability indication to be decided between 7390 & (part of) 7411
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	Docs: 5
	

	9.2.2
	S2-2306563
	CR
	Approval
	23.401 CR3721R5 (Rel-18, 'B'): Support of mobility management and power saving with discontinuous coverage
	[Huawei], [HiSilicon], [Thales], [Novamint], Xiaomi
	Rel-18
	5GSAT_Ph2
	Revision of S2-2304434.

Merge into baseline
	

	9.2.2
	S2-2306567
	CR
	Approval
	23.401 CR3733 (Rel-18, 'B'): Mobility management and power saving with discontinuous coverage
	Ericsson
	Rel-18
	5GSAT_Ph2
	Handle –   baseline to be decided between  6567, 7148, 7409


	

	9.2.2
	S2-2307148
	CR
	Approval
	23.401 CR3721R7 (Rel-18, 'B'): Support of mobility management and power saving with discontinuous coverage
	Huawei, HiSilicon, [Thales], [Novamint]
	Rel-18
	5GSAT_Ph2
	Revision of S2-2304434.

Handle –   baseline to be decided between  6567, 7148, 7409


	

	9.2.2
	S2-2307396
	CR
	Approval
	23.401 CR3732R1 (Rel-18, 'B'): Wait timer for Discontinuous coverage
	Samsung
	Rel-18
	5GSAT_Ph2
	Revision of S2-2305295.

Merge into baseline
	

	9.2.2
	S2-2307409
	CR
	Approval
	23.401 CR3734 (Rel-18, 'B'): Support of discontinuous satellite coverage
	Qualcomm Incorporated
	Rel-18
	5GSAT_Ph2
	Handle –   baseline to be decided between  6567, 7148, 7409
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	Docs: 5
	

	9.2.2
	S2-2306565
	CR
	Approval
	23.502 CR4179 (Rel-18, 'B'): Procedures for support of satellite discontinuous coverage
	Xiaomi
	Rel-18
	5GSAT_Ph2
	Merge into baseline
	

	9.2.2
	S2-2307147
	CR
	Approval
	23.502 CR3823R5 (Rel-18, 'B'): Procedures for support of discontinuous coverage
	Huawei, HiSilicon, [Thales], [Intel], [Xiaomi]
	Rel-18
	5GSAT_Ph2
	Revision of S2-2304433.

Handle –   baseline to be decided between 7147 & 7414
	

	9.2.2
	S2-2307213
	CR
	Approval
	23.502 CR4229 (Rel-18, 'B'): Add the discontinuous coverage support indication to the registration procedure
	CATT
	Rel-18
	5GSAT_Ph2
	Merge into baseline
	

	9.2.2
	S2-2307395
	CR
	Approval
	23.502 CR4141R1 (Rel-18, 'B'): Wait range during discontinuous coverage.
	Samsung
	Rel-18
	5GSAT_Ph2
	Revision of S2-2305298.

Merge into baseline

	

	9.2.2
	S2-2307414
	CR
	Approval
	23.502 CR4159R1 (Rel-18, 'B'): Support of discontinuous satellite coverage
	Qualcomm Incorporated
	Rel-18
	5GSAT_Ph2
	Revision of S2-2305382.

Handle –   baseline to be decided between 7147 & 7414
	


