

	
SA WG2 Meeting #S2-161 	S2-2402155
26 February- 01 March 2024, Athens, GR		(revision of)
	CR-Form-v12.2

	CHANGE REQUEST

	

	
	23.586
	CR
	0121
	rev
	-
	Current version:
	18.2.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	X
	Radio Access Network
	
	Core Network
	



	

	Title:	
	Updates to server UE discovery

	
	

	Source to WG:
	vivo

	Source to TSG:
	SA2

	
	

	Work item code:
	Ranging_SL
	
	Date:
	[bookmark: _GoBack]2024-02-15

	
	
	
	
	

	Category:
	F
	
	Release:
	Rel-18

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier 													release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
…
Rel-16	(Release 16)
Rel-17	(Release 17)
Rel-18	(Release 18)
Rel-19	(Release 19)

	
	

	Reason for change:
	In clause 5.2.3, there is one pre-condition of Target UE performing SL Positioning Server UE Discovery & Selection as below:
-	UE's information including whether UE is in coverage or not, UE's location, etc.
Last meeting, SA2 sent LS to RAN2 for partial coverage clarification, so whether the coverage indication can be determined until the reply LS from RAN2. But for the UE’s location here, it is not cleae how it works when performing the Server UE Discovery & Selection. It can be understood that the UE location is useful for Located UE involved, however when the Located UE is needed, the location of located UE is exchanged using the subsequent SLPP message, while in this stage, the SL server UE has already been selected. 

Thus, it is proposed to remove the UE's location consideration for SL Positioning Server UE Discovery & Selection.
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	Remove the UE's location consideration for SL Positioning Server UE Discovery & Selection
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* * * * First change * * * *
[bookmark: _Toc133441658][bookmark: _Toc134242622][bookmark: _Toc136480516][bookmark: _Toc136480629][bookmark: _Toc153803279]5.2.3	SL Positioning Server UE Discovery & Selection
SL Positioning Server UE Discovery & Selection is performed by the Target UE, when it meets one or more of the following criteria:
-	The Target UE and the discovered SL Reference UEs are currently not served by a network supporting Ranging/SL Positioning (e.g. because they are out-of-coverage or the serving network does not support Ranging/SL Positioning). The Ranging/SL Positioning Support is configured in the AMF according to network capabilities. If AMF receives Ranging/SL Positioning Capability from UE, AMF may include Ranging/SL Positioning Support indicator in the Registration Accept message to indicate that the serving network supports Ranging/SL Positioning. SL Reference UE and Target UE may indicate whether its serving network supports Ranging/SL Positioning or not to each other. The indication of serving network not supporting Ranging/SL Positioning can be reused to notify each other when UE has no NAS connection available.
Editor's note:	Need to determine if such indication is provided during discovery or capability exchange, and whether or not it requires RAN WG2 involvement.
-	The Target UE is not capable of performing SL Positioning Server UE functionalities or related positioning methods.
-	The SL Reference UEs are not capable of performing SL Positioning Server UE functionalities or related positioning methods.
-	UE's information including whether UE is in coverage or not, UE's location, etc.
The discovery of SL Positioning Server UE follows the same principles as specified in clause 5.2.1. The UE can indicate its role “SL Positioning Server UE” in its list of supported roles during discovery, if it is authorized to be a SL Positioning Server UE in a given PLMN as per the Authorization and Provisioning for Ranging/SL positioning service as specified in clause 5.1.
The Target UE shall discover and select a SL Positioning Server UEs that are in the same or different serving PLMN of the Target UE and the SL Reference UE(s).
* * * * End of changes * * * *

