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IPR call reminder:

	"I draw your attention to your obligations under the 3GPP Partner Organizations' IPR policies. Every Individual Member organization is obliged to declare to the Partner Organization or Organizations of which it is a member any IPR owned by the Individual Member or any other organization which is or is likely to become essential to the work of 3GPP.

Delegates are asked to take note that they are thereby invited:

· to investigate whether their organization or any other organization owns IPRs which are, or are likely to become Essential in respect of the work of 3GPP.

· to notify their respective Organizational Partners of all potential IPRs, e.g., for ETSI, by means of the IPR Information Statement and the Licensing declaration forms".


Antitrust policy Reminder:
	"I also draw your attention to the fact that 3GPP activities are subject to all applicable antitrust and competition laws and that compliance with said laws is therefore required of any participant of this TSG/WG meeting including the Chairman and Vice Chairman. In case of question I recommend that you contact your legal counsel.

The leadership shall conduct the present meeting with impartiality and in the interests of 3GPP.

Furthermore, I would like to remind you that timely submission of work items in advance of TSG/WG meetings is important to allow for full and fair consideration of such matters."
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	Revision of S2-2313121 from S2#160AH-e
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	CR
	Approval
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	Ericsson
	Rel-18
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	Revision of S2-2313122 from S2#160AH-e

	

	5.1
	S2-2402906
	CR
	Approval
	23.401 CR3740R6 (Rel-18, 'F'): Clarification on the handling of Operator defined QCIs at inter-PLMN Handover
	Nokia, Nokia Shanghai Bell, UScellular, Vodafone
	Rel-18
	SAES-St2, TEI18
	Revision of S2-2313753 from S2-160.  Confirm CR Revision - CR states 7!.  Confirm Spec version used - CR states 18.3.0!
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	-
	-
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	QoS and PCC Maintenance
	-
	-
	Dario
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	-
	-
	Dario
	Docs:=0
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	-
	-
	-
	IMS and IMS-Related Maintenance
	-
	-
	Dario
	Docs:=0
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	Dario
	Docs:=0

	-
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	-
	-
	-
	General aspects, concepts and reference models
	-
	-
	Dario
	Docs:=0

	-

	6.2
	-
	-
	-
	Common Access Control, RM and CM functions and procedure flows
	-
	-
	Dario
	Docs:=1

	-

	6.2
	S2-2402327
	CR
	Approval
	23.502 CR4755 (Rel-18, 'F'): Determination of how to release the PDU Session when S-NSSAI is not supported
	Ericsson
	Rel-18
	TEI18, 5GS_Ph1
	

	

	6.3
	-
	-
	-
	Session management and continuity functions and flows
	-
	-
	Dario
	Docs:=2

	-

	6.3
	S2-2402360
	CR
	Approval
	23.502 CR4756 (Rel-19, 'F'): Clarification on PDU Session Request when NAS message does not contain a DNN.
	Orange
	Rel-19
	TEI19, 5GS_Ph1
	

	

	6.3
	S2-2402871
	CR
	Approval
	23.502 CR4767 (Rel-18, 'F'): EPC interworking for PDU Sessions with SSC mode 2 or SSC mode 3
	Ericsson, Verizon
	Rel-18
	5GS_Ph1, TEI18
	

	

	6.4
	-
	-
	-
	Security related functions and flows
	-
	-
	Dario
	Docs:=0

	-

	6.5
	-
	-
	-
	QoS concept and functionality
	-
	-
	Dario
	Docs:=1

	-

	6.5
	S2-2402494
	CR
	Approval
	23.502 CR4759 (Rel-18, 'F'): Clarifications for PFD management service operations
	Huawei, HiSilicon
	Rel-18
	5GS_Ph1, TEI18
	

	

	6.6
	-
	-
	-
	Policy and charging control
	-
	-
	Dario
	Docs:=1

	-

	6.6
	S2-2402421
	CR
	Approval
	23.503 CR1223R3 (Rel-18, 'F'): RAT Type Change in the same Access Type
	Nokia, Nokia Shanghai Bell
	Rel-18
	5GS_Ph1, TEI17, TEI18
	Revision of S2-2313756 from S2#160AH-e

	

	6.7
	-
	-
	-
	3GPP access specific functionality and flows
	-
	-
	Dario
	Docs:=0

	-

	6.8
	-
	-
	-
	Specific services support
	-
	-
	Dario
	Docs:=0

	-

	6.9
	-
	-
	-
	Interworking and Migration
	-
	-
	Dario
	Docs:=0

	-

	6.10
	-
	-
	-
	Non-3GPP access specific functionality and flows
	-
	-
	Dario
	Docs:=0

	-

	6.11
	-
	-
	-
	Framework functions
	-
	-
	Dario
	Docs:=0

	-

	7
	-
	-
	-
	Rel-16 Maintenance for 5G (excluding 5GS_Ph1)
	-
	-
	Dario
	Docs:=0

	-

	7.1
	-
	-
	-
	Architecture enhancements for 3GPP support of advanced V2X services (eV2XARC)
	-
	-
	Dario
	Docs:=0

	-

	7.2
	-
	-
	-
	Wireless and Wireline Convergence for the 5G system architecture (5WWC)
	-
	-
	Dario
	Docs:=0

	-

	7.3
	-
	-
	-
	Access Traffic Steering, Switch and Splitting support in the 5G system architecture (ATSSS)
	-
	-
	Dario
	Docs:=0

	-

	7.4
	-
	-
	-
	Cellular IoT support and evolution for the 5G System (5G_CIoT)
	-
	-
	Dario
	Docs:=0

	-

	7.5
	-
	-
	-
	Enablers for Network Automation for 5G (eNA)
	-
	-
	Dario
	Docs:=1

	-

	7.5
	S2-2402497
	CR
	Approval
	23.502 CR4760 (Rel-18, 'F'): Corrections for QFI allocation event in Nsmf_EventExposure Service
	Huawei, HiSilicon
	Rel-18
	eNA, TEI18
	

	

	7.6
	-
	-
	-
	Enhancement to the 5GC Location Services (5G_eLCS)
	-
	-
	Dario
	Docs:=6

	-

	7.6
	S2-2402139
	CR
	Approval
	23.273 CR0507 (Rel-16, 'F'): Adding GPSI to 5GC-MT-LR Procedure without UDM Query procedure
	Ericsson
	Rel-16
	5G_eLCS
	

	

	7.6
	S2-2402140
	CR
	Approval
	23.502 CR4745 (Rel-16, 'F'): Adding GPSI to 5GC-MT-LR Procedure without UDM Query procedure
	Ericsson
	Rel-16
	5G_eLCS
	

	

	7.6
	S2-2402141
	CR
	Approval
	23.273 CR0508 (Rel-17, 'A'): Adding GPSI to 5GC-MT-LR Procedure without UDM Query procedure
	Ericsson
	Rel-17
	5G_eLCS
	

	

	7.6
	S2-2402142
	CR
	Approval
	23.502 CR4746 (Rel-17, 'A'): Adding GPSI to 5GC-MT-LR Procedure without UDM Query procedure
	Ericsson
	Rel-17
	5G_eLCS
	

	

	7.6
	S2-2402143
	CR
	Approval
	23.273 CR0509 (Rel-18, 'A'): Adding GPSI to 5GC-MT-LR Procedure without UDM Query procedure
	Ericsson
	Rel-18
	5G_eLCS
	

	

	7.6
	S2-2402144
	CR
	Approval
	23.502 CR4747 (Rel-18, 'A'): Adding GPSI to 5GC-MT-LR Procedure without UDM Query procedure
	Ericsson
	Rel-18
	5G_eLCS
	

	

	7.7
	-
	-
	-
	5GS Enhanced support of Vertical and LAN Services (Vertical_LAN)
	-
	-
	Dario
	Docs:=0

	-

	7.8
	-
	-
	-
	Enhancements to the Service-Based 5G System Architecture (5G_eSBA)
	-
	-
	Dario
	Docs:=0

	-

	7.9
	-
	-
	-
	Architecture enhancements for the support of Integrated access and backhaul (IABARC)
	-
	-
	Dario
	Docs:=0

	-

	7.10
	-
	-
	-
	Enhancement of URLLC supporting in 5GC (5G_URLLC)
	-
	-
	Dario
	Docs:=0

	-

	7.11
	-
	-
	-
	Enhancement of Network Slicing (eNS)
	-
	-
	Dario
	Docs:=0

	-

	7.12
	-
	-
	-
	Optimisations on UE radio capability signalling (RACS)
	-
	-
	Dario
	Docs:=0

	-

	7.13
	-
	-
	-
	Enhanced IMS to 5GC Integration (eIMS5G_SBA)
	-
	-
	Dario
	Docs:=0

	-

	7.14
	-
	-
	-
	User Data Interworking and Coexistence (UDICoM)
	-
	-
	Dario
	Docs:=0

	-

	7.15
	-
	-
	-
	Enhancing Topology of SMF and UPF in 5G Networks (ETSUN)
	-
	-
	Dario
	Docs:=0

	-

	7.16
	-
	-
	-
	5GS Transfer of Policies for Background Data Transfer (xBDT)
	-
	-
	Dario
	Docs:=0

	-

	7.17
	-
	-
	-
	Single radio voice continuity from 5GS to 3G (5G_SRVCC)
	-
	-
	Dario
	Docs:=0

	-

	9.12.2
	-
	-
	-
	XR (Extended Reality) and media services (XRM)
	-
	-
	Dario
	Docs:=32

	-

	9.12.2
	S2-2401854
	LS In
	Information
	LS from RAN WG3: LS on defining new GTP-U Extension Header for PDU Set related information
	RAN WG3 (R3-237845)
	Rel-18
	NR_XR_enh-Core
	Revision of Postponed S2-2400059 from S2#160AHE

	

	9.12.2
	S2-2401946
	CR
	Approval
	23.501 CR5309 (Rel-18, 'F'): Clarifications of PDU Set QoS parameters
	China Mobile
	Rel-18
	XRM
	

	

	9.12.2
	S2-2401975
	CR
	Approval
	23.502 CR4642R5 (Rel-18, 'F'): Update on Support of UL PDU Set based QoS Handling
	Huawei, HiSilicon, [Ericsson, Nokia]
	Rel-18
	XRM
	Revision of S2-2401413 from S2#160AH-e

	

	9.12.2
	S2-2401976
	CR
	Approval
	23.501 CR5295R2 (Rel-18, 'F'): Clarifications on applicability of Protocol Description in PDR for EoDB identification in DL
	[Nokia, Nokia Shanghai Bell], Huawei, HiSilicon
	Rel-18
	XRM
	Revision of S2-2401419 from S2#160AH-e

	

	9.12.2
	S2-2401977
	CR
	Approval
	23.503 CR1266 (Rel-18, 'F'): Update on support of ECN marking for L4S
	Huawei, HiSilicon
	Rel-18
	XRM
	

	

	9.12.2
	S2-2402029
	CR
	Approval
	23.501 CR5313 (Rel-18, 'F'): Correct the misalignment for congestion exposure and L4S
	vivo
	Rel-18
	XRM
	

	

	9.12.2
	S2-2402030
	CR
	Approval
	23.502 CR4293R3 (Rel-18, 'F'): Update for QoS monitoring and network exposure
	vivo, Tencent, Tencent Cloud, China Mobile
	Rel-18
	XRM
	Revision of S2-2312097 from S2#160AH-e

	

	9.12.2
	S2-2402031
	CR
	Approval
	23.503 CR1267 (Rel-18, 'F'): Correct the misalignment for ECN marking for L4S
	vivo
	Rel-18
	XRM
	

	

	9.12.2
	S2-2402032
	CR
	Approval
	23.501 CR5314 (Rel-18, 'F'): Correction on how to apply the DL and UL PDU Set QoS
	vivo
	Rel-18
	XRM
	

	

	9.12.2
	S2-2402033
	CR
	Approval
	23.503 CR1268 (Rel-18, 'F'): Correction on the traffic parameter measurement
	vivo
	Rel-18
	XRM
	

	

	9.12.2
	S2-2402230
	CR
	Approval
	23.503 CR1273 (Rel-16, 'F'): Correction on QoS monitoring reporting of packet delay measurements
	Ericsson
	Rel-16
	XRM
	

	

	9.12.2
	S2-2402231
	CR
	Approval
	23.503 CR1274 (Rel-17, 'A'): Correction on QoS monitoring reporting of packet delay measurements
	Ericsson
	Rel-17
	XRM
	

	

	9.12.2
	S2-2402416
	CR
	Approval
	23.501 CR5328 (Rel-18, 'F'): Correction of ECN Marking for L4S by UPF
	Nokia, Nokia Shangai Bell
	Rel-18
	XRM
	

	

	9.12.2
	S2-2402417
	CR
	Approval
	23.503 CR1276 (Rel-18, 'F'): Support of extra traffic characteristics for alternative QoS profile
	Nokia, Nokia Shangai Bell
	Rel-18
	XRM
	Revised to S2-2402951

	Revised

	9.12.2
	S2-2402951
	CR
	Approval
	23.503 CR1276R1 (Rel-18, 'F'): Support of extra traffic characteristics for alternative QoS profile
	Nokia, Nokia Shangai Bell
	Rel-18
	XRM
	

	

	9.12.2
	S2-2402426
	CR
	Approval
	23.501 CR5331 (Rel-18, 'F'): Clarification on support of PDU Set based QoS
	Nokia, Nokia Shangai Bell
	Rel-18
	XRM
	Revision of posponed S2-2400611, but new CR allocated

	

	9.12.2
	S2-2402427
	CR
	Approval
	23.501 CR5228R2 (Rel-18, 'F'): Protocol Descriptions for UL and DL traffic
	Ericsson, Nokia, Nokia Shanghai Bell
	Rel-18
	XRM
	Revision of S2-2401411 from S2#160AH-e

	

	9.12.2
	S2-2402430
	CR
	Approval
	23.501 CR5245R2 (Rel-18, 'F'): Corrections of XRM related clauses
	[China Mobile,Samsung,Tencent, Tencent Cloud], Nokia, Nokia Shanghai Bell, Ericsson
	Rel-18
	XRM
	Revision of S2-2401656 from S2#160AH-e

	

	9.12.2
	S2-2402455
	CR
	Approval
	23.502 CR4512R3 (Rel-18, 'F'): Clarification on Service Request Procedure for PDU Set based handling
	Google
	Rel-18
	XRM
	Revision of S2-2400722 from S2#160AH-e

	

	9.12.2
	S2-2402457
	CR
	Approval
	23.502 CR4514R3 (Rel-18, 'F'): Clarification on PDU Set based handling during UE states transition
	Google
	Rel-18
	XRM
	Revision of S2-2400726 from S2#160AH-e

	

	9.12.2
	S2-2402459
	CR
	Approval
	23.502 CR4735R1 (Rel-18, 'F'): Clarification on PDU Set based handling in home routed case
	Google
	Rel-18
	XRM
	Revision of S2-2401271 from S2#160AH-e

	

	9.12.2
	S2-2402490
	CR
	Approval
	23.501 CR4812R4 (Rel-18, 'F'): Corrections for traffic characteristics parameters in Alternative QoS Profile
	Huawei, HiSilicon, CATT
	Rel-18
	XRM
	Revision of S2-2400683 from S2#160AH-e

	

	9.12.2
	S2-2402491
	CR
	Approval
	23.503 CR1251R1 (Rel-18, 'F'): Clarifications for multi-modal services
	Huawei, HiSilicon, Nokia, Nokia Shanghai Bell
	Rel-18
	XRM
	Revision of S2-2400684 from S2#160AH-e

	

	9.12.2
	S2-2402492
	CR
	Approval
	23.502 CR4702R1 (Rel-18, 'F'): Clarifications for multi-modal services
	Huawei, HiSilicon, Nokia, Nokia Shanghai Bell
	Rel-18
	XRM
	Revision of S2-2400685 from S2#160AH-e

	

	9.12.2
	S2-2402493
	CR
	Approval
	23.501 CR5255R1 (Rel-18, 'F'): Clarifications for multi-modal services
	Huawei, HiSilicon, Nokia, Nokia Shanghai Bell
	Rel-18
	XRM
	Revision of S2-2400686 from S2#160AH-e

	

	9.12.2
	S2-2402620
	CR
	Approval
	23.501 CR5338 (Rel-18, 'F'): Clarification on expected NG-RAN behaviour when PSIHI is not provided
	Intel
	Rel-18
	XRM
	

	

	9.12.2
	S2-2402621
	CR
	Approval
	23.501 CR5339 (Rel-18, 'F'): Incorrect Protocol Description options including SRTP together with RTP Payload Format
	Intel
	Rel-18
	XRM
	

	

	9.12.2
	S2-2402639
	CR
	Approval
	23.501 CR5224R1 (Rel-18, 'F'): PSER and PSDB supersede the PER and PDB per direction
	CATT
	Rel-18
	XRM
	Revision of S2-2400242 from S2#160AH-e

	

	9.12.2
	S2-2402640
	LS OUT
	Approval
	[DRAFT] LS on Superseding the PDB and or PER with different UL and DL values for a given QoS Flow
	CATT
	Rel-18
	XRM
	Revision of S2-2400243 from S2#160AH-e

	

	9.12.2
	S2-2402641
	CR
	Approval
	23.501 CR5342 (Rel-18, 'F'): DSCP and ECN within the IP Header
	CATT
	Rel-18
	XRM
	

	

	9.12.2
	S2-2402642
	CR
	Approval
	23.503 CR1280 (Rel-18, 'F'): Averaging Window in Alternative QoS Parameter Set
	CATT
	Rel-18
	XRM
	

	

	9.12.2
	S2-2402705
	CR
	Approval
	23.501 CR5343 (Rel-18, 'F'): Max MTU for XR, and, for PDU sessions subject to handover from EPS to 5GC
	Vodafone
	Rel-18
	5GS_Ph1, XRM
	

	

	9.17.2
	-
	-
	-
	Edge Computing Phase 2 (EDGE_Ph2)
	-
	-
	Dario
	Docs:=13

	-

	9.17.2
	S2-2401981
	CR
	Approval
	23.548 CR0205R3 (Rel-18, 'F'): KI#1 Applicability of VPLMN specific offloading information and Offload ID
	Huawei, HiSilicon
	Rel-18
	EDGE_Ph2
	Revision of S2-2400809 from S2#160AH-e

	

	9.17.2
	S2-2401982
	CR
	Approval
	23.548 CR0207R3 (Rel-18, 'F'): Clarifications on the case AF interacts with HPLMN to influence HR-SBO traffic at VPLMN
	[Nokia], Huawei, HiSilicon
	Rel-18
	EDGE_Ph2
	Revision of S2-2401434 from S2#160AH-e

	

	9.17.2
	S2-2401983
	CR
	Approval
	23.548 CR0216 (Rel-18, 'F'): KI#4 Clarifications on common EAS/DNAI procedure
	Huawei, HiSilicon
	Rel-18
	EDGE_Ph2
	

	

	9.17.2
	S2-2401984
	CR
	Approval
	23.501 CR5310 (Rel-18, 'F'): KI#4 Clarifications on common EAS/DNAI procedure
	Huawei, HiSilicon
	Rel-18
	EDGE_Ph2
	

	

	9.17.2
	S2-2402090
	CR
	Approval
	23.502 CR4573R2 (Rel-18, 'F'): VPLMN constraint on DL Session AMBR for Offloading
	Samsung
	Rel-18
	EDGE_Ph2
	Revision of S2-2400262 from S2#160AH-e

	

	9.17.2
	S2-2402091
	CR
	Approval
	23.501 CR5143R2 (Rel-18, 'F'): VPLMN constraint on DL Session AMBR for Offloading
	Samsung
	Rel-18
	EDGE_Ph2
	Revision of S2-2400263 from S2#160AH-e

	

	9.17.2
	S2-2402110
	CR
	Approval
	23.548 CR0212R1 (Rel-18, 'F'): Handling EAS IP address that not authorized in case of Local DNS for HR-SBO
	vivo
	Rel-18
	EDGE_Ph2
	Revision of S2-2400625 from S2#160AH-e

	

	9.17.2
	S2-2402111
	CR
	Approval
	23.501 CR5319 (Rel-18, 'F'): Update Network function update of SMF and UPF selection for HR-SBO
	vivo
	Rel-18
	EDGE_Ph2
	

	

	9.17.2
	S2-2402323
	CR
	Approval
	23.502 CR4677R1 (Rel-18, 'F'): Clarifications on processing AF request for HR-SBO session
	Ericsson, Nokia, Nokia Shanghai Bell
	Rel-18
	EDGE_Ph2
	Revision of S2-2400344 from S2#160AH-e

	

	9.17.2
	S2-2403004
	CR
	Approval
	23.548 CR0218 (Rel-18, 'F'): Corrections to Procedures in 6.7.2.6, 6.7.2.7
	Nokia, Nokia Shanghai Bell
	Rel-18
	EDGE_Ph2
	Check Affected Clauses!

	

	9.17.2
	S2-2403005
	CR
	Approval
	23.502 CR4732R2 (Rel-18, 'F'): Clarifications on the case AF interacts with HPLMN to influence HR-SBO traffic at VPLMN
	Nokia, Nokia Shanghai Bell
	Rel-18
	EDGE_Ph2
	Revision of S2-2401435 from S2-160AH-e

	

	9.17.2
	S2-2403006
	CR
	Approval
	23.548 CR0190R3 (Rel-18, 'F'): Clarifications on Common DNAI/EAS discovery/selection procedure
	Nokia, Nokia Shanghai Bell
	Rel-18
	EDGE_Ph2
	Revision of S2-2401437 from S2-160AH-e

	

	9.17.2
	S2-2403007
	CR
	Approval
	23.548 CR0189R1 (Rel-18, 'F'): Clarifications on EAS address and DNAI mapping information stored in UDR
	Nokia, Nokia Shanghai Bell, Ericsson
	Rel-18
	EDGE_Ph2
	Revision of S2-2312176 from S2-160

	

	9.23.2
	-
	-
	-
	Enablers for Network Automation for 5G - Phase 3 (eNA_Ph3)
	-
	-
	Dario
	Docs:=27

	-

	9.23.2
	S2-2401844
	LS In
	Action
	LS from SA WG5: Reply LS MDAF service discovery by NWDAF
	SA WG5 (S5-235729)
	Rel-17
	eMDAS_Ph2
	Revision of Postponed S2-2400005 from S2#160AHE

	

	9.23.2
	S2-2401848
	LS In
	Action
	LS from SA WG3: LS on Model Sharing With MTLF
	SA WG3 (S3-235110)
	
	eNA_Ph3_SEC
	Revision of Postponed S2-2400029 from S2#160AHE. Response drafted in S2-2402060

	

	9.23.2
	S2-2402060
	LS OUT
	Approval
	[DRAFT] LS Reply on Model Sharing With MTLF
	Huawei, HiSilicon, Vivo
	Rel-18
	eNA_Ph3
	Revision of S2-2400284 from S2#160AH-e. Response to S2-2401848

	

	9.23.2
	S2-2401997
	CR
	Approval
	23.288 CR1053 (Rel-18, 'F'): Alignment of table 5A.2-1 and table 6.2.2.1-2
	ZTE
	Rel-18
	eNA_Ph3
	

	

	9.23.2
	S2-2401998
	CR
	Approval
	23.288 CR1054 (Rel-18, 'F'): Clarification of analytics accuracy information
	ZTE
	Rel-18
	eNA_Ph3
	

	

	9.23.2
	S2-2401999
	CR
	Approval
	23.288 CR1055 (Rel-18, 'F'): Clarification of ML model metric in federated learning process
	ZTE
	Rel-18
	eNA_Ph3
	

	

	9.23.2
	S2-2402000
	CR
	Approval
	23.288 CR1056 (Rel-18, 'F'): Clarification of training data in federated learning process
	ZTE
	Rel-18
	eNA_Ph3
	

	

	9.23.2
	S2-2402001
	CR
	Approval
	23.288 CR1057 (Rel-18, 'F'): Clarification on definition of accuracy
	ZTE
	Rel-18
	eNA_Ph3
	

	

	9.23.2
	S2-2402002
	CR
	Approval
	23.288 CR1058 (Rel-18, 'F'): Miscellaneous modifications
	ZTE
	Rel-18
	eNA_Ph3
	

	

	9.23.2
	S2-2402004
	CR
	Approval
	23.288 CR1059 (Rel-18, 'F'): Corrections related to ML model identifier
	vivo
	Rel-18
	eNA_Ph3
	

	

	9.23.2
	S2-2402055
	CR
	Approval
	23.288 CR1060 (Rel-18, 'F'): Correction on Federated learning
	Huawei, HiSilicon
	Rel-18
	eNA_Ph3
	

	

	9.23.2
	S2-2402092
	CR
	Approval
	23.288 CR1064 (Rel-18, 'F'): Correction on NWDAF discovery and selection
	Huawei, HiSilicon
	Rel-18
	eNA_Ph3
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	P-CR
	Approval
	23.700-77: 23.700-77: Solution to KI#5_ Handling of PS data off exemption for services over IMS DC .
	Samsung
	Rel-19
	FS_NG_RTC_Ph2
	

	

	19.2
	S2-2402844
	P-CR
	Approval
	23.700-77: KI#6: Sol 15 update.
	NTT DOCOMO
	Rel-19
	FS_NG_RTC_Ph2
	

	

	19.2
	S2-2402877
	P-CR
	Approval
	23.700-77: KI#6: Sol 14 update.
	NTT DOCOMO
	Rel-19
	FS_NG_RTC_Ph2
	

	

	19.2
	S2-2402994
	P-CR
	Approval
	23.700-77: 23.700-77: KI#6, New Sol: Standalone DC setup with backward capabilities.
	Samsung
	Rel-19
	FS_NG_RTC_Ph2
	

	

	19.2
	S2-2403015
	P-CR
	Approval
	23.700-77: 23.700-77: KI#8, New Sol: Support of IMS DC based avatar communication .
	Samsung
	Rel-19
	FS_NG_RTC_Ph2
	Revision of S2-2400984 from S2-160AH-e

	

	19.2
	S2-2403021
	P-CR
	Approval
	23.700-77: Update solution#17 for downloading the Avatar id and Avatar metadata .
	Xiaomi
	Rel-19
	FS_NG_RTC_Ph2
	

	

	19.3
	-
	-
	-
	Extended Reality and Media service (XRM) Phase 2 (FS_XRM_Ph2)
	-
	-
	Dario
	Docs:=82

	-

	19.3
	S2-2401935
	P-CR
	Approval
	23.700-70: KI #1, New Sol: Alternative PDU Set QoS to support differentiated QoS handling for PDU Set .
	China Mobile
	Rel-19
	FS_XRM_Ph2
	Revision of S2-2400595 from S2#160AH-e

	

	19.3
	S2-2401936
	P-CR
	Approval
	23.700-70: KI #5, New Sol: Dynamic Change Indication of XR traffic for enhanced QoS Handling.
	China Mobile
	Rel-19
	FS_XRM_Ph2
	Revision of S2-2400596 from S2#160AH-e

	

	19.3
	S2-2401938
	P-CR
	Approval
	23.700-70: KI#1: New solution: Nominal PDU Set Delay Budget.
	Qualcomm Incorporated
	Rel-19
	FS_XRM_Ph2
	Revision of S2-2400848 from S2#160AH-e

	

	19.3
	S2-2401953
	P-CR
	Approval
	23.700-70: Update on Sol #10 PDU Set information identification based on MoQ.
	China Mobile
	Rel-19
	FS_XRM_Ph2
	

	

	19.3
	S2-2401962
	P-CR
	Approval
	23.700-70: New solution for KI#7, support for PDU set in non-3GPP access.
	Lenovo
	Rel-19
	FS_XRM_Ph2
	

	

	19.3
	S2-2401963
	P-CR
	Approval
	23.700-70: New solution for KI#5, Provision of Traffic Characteristics dynamic change information.
	Lenovo
	Rel-19
	FS_XRM_Ph2
	

	

	19.3
	S2-2401964
	P-CR
	Approval
	23.700-70: New solution for KI#8, UL traffic identification for tethered devices behind UE.
	Lenovo
	Rel-19
	FS_XRM_Ph2
	

	

	19.3
	S2-2401965
	P-CR
	Approval
	23.700-70: New solution for KI#1&3, Leverage both PDU Set Importance and FEC ratio for DSCP marking over N3/N9 in the transport network.
	Lenovo
	Rel-19
	FS_XRM_Ph2
	

	

	19.3
	S2-2401972
	P-CR
	Approval
	23.700-70: Solution for KI#2: New solution for supporting PDU set identification when an end-to-end XR session is fully encrypted .
	Lenovo, InterDigital
	Rel-19
	FS_XRM_Ph2
	Revision of S2-2400929 from S2#160AH-e

	

	19.3
	S2-2401973
	P-CR
	Approval
	23.700-70: Solution for KI#5: New solution for supporting dynamic change of traffic characteristics.
	Lenovo
	Rel-19
	FS_XRM_Ph2
	Revision of S2-2400933 from S2#160AH-e

	

	19.3
	S2-2401978
	P-CR
	Approval
	23.700-70: KI#3 - Solution update, Multiple DSCP markings per QoS Flow.
	Huawei, HiSilicon
	Rel-19
	FS_XRM_Ph2
	

	

	19.3
	S2-2401979
	P-CR
	Approval
	23.700-70: KI#5: New Sol: Support of dynamic change in traffic characteristics.
	Huawei, HiSilicon
	Rel-19
	FS_XRM_Ph2
	Revision of S2-2400822 from S2#160AH-e

	

	19.3
	S2-2401980
	P-CR
	Approval
	23.700-70: KI#9: New Sol: Exposure of QoS Notification Control with Alternative QoS Profile via User Plane .
	Huawei, HiSilicon
	Rel-19
	FS_XRM_Ph2
	Revision of S2-2400823 from S2#160AH-e

	

	19.3
	S2-2402020
	P-CR
	Approval
	23.700-70: KI#1: New solution for provisioning NG-RAN with FEC ratio for PDU discarding via user plane.
	Lenovo
	Rel-19
	FS_XRM_Ph2
	Revision of S2-2400634 from S2#160AH-e

	

	19.3
	S2-2402021
	P-CR
	Approval
	23.700-70: KI #1, Sol #2: Update to provide the FEC ratio and/or indication to NG-RAN.
	Lenovo
	Rel-19
	FS_XRM_Ph2
	

	

	19.3
	S2-2402022
	P-CR
	Approval
	23.700-70: KI #1, Sol #7: Update to remove EN and revise the wording.
	Lenovo
	Rel-19
	FS_XRM_Ph2
	

	

	19.3
	S2-2402034
	P-CR
	Approval
	23.700-70: New Sol for KI#1#5: The handling of the Flex FEC .
	Vivo
	Rel-19
	FS_XRM_Ph2
	

	

	19.3
	S2-2402035
	P-CR
	Approval
	23.700-70: KI#4, New Sol: Separate QoS Flows for PDU Set and lonely PDU.
	Vivo
	Rel-19
	FS_XRM_Ph2
	

	

	19.3
	S2-2402036
	P-CR
	Approval
	23.700-70: New Sol for KI#9: DL PDU set delay exposure .
	Vivo
	Rel-19
	FS_XRM_Ph2
	

	

	19.3
	S2-2402037
	P-CR
	Approval
	23.700-70: New Sol for KI#1: The handling of the requested PSDB.
	Vivo
	Rel-19
	FS_XRM_Ph2
	

	

	19.3
	S2-2402038
	P-CR
	Approval
	23.700-70: New Sol for KI#2: Analytics and inference based PDU Set identification for the encrypted traffic.
	Vivo
	Rel-19
	FS_XRM_Ph2
	

	

	19.3
	S2-2402159
	DISCUSSION
	Information
	Discussion on FEC transmission ratio for PDU Set handling enhancement.
	China Telecom
	Rel-19
	
	

	

	19.3
	S2-2402160
	LS OUT
	Approval
	[DRAFT] LS on FEC transmission ratio for PDU Set handling enhancement
	China Telecom Corporation Ltd.
	Rel-19
	
	

	

	19.3
	S2-2402161
	P-CR
	Approval
	23.700-70: KI#3: Update of Solution 13 to remove EN.
	China Telecom
	Rel-19
	FS_XRM_Ph2
	

	

	19.3
	S2-2402189
	P-CR
	Approval
	23.700-70: Update of solution 2.
	Sony
	Rel-19
	FS_XRM_Ph2
	

	

	19.3
	S2-2402232
	P-CR
	Approval
	23.700-70: KI #5, New Sol: Signalling of dynamically updated traffic periodicity.
	Ericsson
	Rel-19
	FS_XRM_Ph2
	

	

	19.3
	S2-2402233
	P-CR
	Approval
	23.700-70: KI#2, New Sol: Solution for e2e encrypted XRM traffic detection and identification.
	Ericsson, Apple
	Rel-19
	FS_XRM_Ph2
	

	

	19.3
	S2-2402234
	P-CR
	Approval
	23.700-70: KI#4, New Sol: Stream multiplexing in a QUIC connection with different 5-tuples.
	Ericsson
	Rel-19
	FS_XRM_Ph2
	

	

	19.3
	S2-2402387
	P-CR
	Approval
	23.700-70: KI#1, New Sol: PDU set handling enhancement to support the scenarios where FEC or error concealment is applied.
	OPPO
	Rel-19
	FS_XRM_Ph2
	Revision of S2-2401153 from S2#160AH-e

	

	19.3
	S2-2402388
	P-CR
	Approval
	23.700-70: KI#8, New Sol: Identify traffic flows from the tethered devices.
	OPPO
	Rel-19
	FS_XRM_Ph2
	

	

	19.3
	S2-2402389
	P-CR
	Approval
	23.700-70: KI#4, Solution#14 update.
	OPPO
	Rel-19
	FS_XRM_Ph2
	

	

	19.3
	S2-2402395
	P-CR
	Approval
	23.700-70: Key Issue #3, Update of Solution #13 to Remove an Editor s Note .
	InterDigital Inc., Futurewei, Intel
	Rel-19
	FS_XRM_Ph2
	

	

	19.3
	S2-2402396
	P-CR
	Approval
	23.700-70: KI#1, New Solution: PDU Set based QoS handling based on FEC Assistance Information.
	InterDigital Inc.
	Rel-19
	FS_XRM_Ph2
	Revision of S2-2400544 from S2#160AH-e

	

	19.3
	S2-2402397
	P-CR
	Approval
	23.700-70: KI#1, New Solution: Per-PDU Set Integrated Handling.
	InterDigital Inc.
	Rel-19
	FS_XRM_Ph2
	Revision of S2-2400546 from S2#160AH-e

	

	19.3
	S2-2402398
	P-CR
	Approval
	23.700-70: K#5, New Solution: QoS Flow Mapping Based on Rendition ID.
	InterDigital Inc.
	Rel-19
	FS_XRM_Ph2
	Revision of S2-2400547 from S2#160AH-e

	

	19.3
	S2-2402419
	P-CR
	Approval
	23.700-70: KI#1 Solution for Alternative QoS support with PDU Set QoS.
	Nokia, Nokia Shanghai Bell
	Rel-19
	FS_XRM_Ph2
	

	

	19.3
	S2-2402420
	P-CR
	Approval
	23.700-70: KI#1 Solution for PDU Set Discard Buffer Management.
	Nokia, Nokia Shanghai Bell
	Rel-19
	FS_XRM_Ph2
	

	

	19.3
	S2-2402463
	P-CR
	Approval
	23.700-70: (KI#3) Solution of Differentiated Handling for Transporting Encrypted XRM traffics.
	Google
	Rel-19
	FS_XRM_Ph2
	Revision of S2-2401348 from S2#160AH-e

	

	19.3
	S2-2402528
	P-CR
	Approval
	23.700-70: KI#2 and KI#4: Update on Solution #9: PDU Set information identification for encrypted traffic.
	Huawei, HiSilicon
	Rel-19
	FS_XRM_Ph2
	

	

	19.3
	S2-2402535
	P-CR
	Approval
	23.700-70: KI#4: New Sol: Support of traffic detection and QoS mapping for RTP multiplexing.
	Huawei, HiSilicon
	Rel-19
	FS_XRM_Ph2
	Revision of S2-2400821 from S2#160AH-e

	

	19.3
	S2-2402536
	P-CR
	Approval
	23.700-70: KI#1: New Sol: Dynamic FEC based PDU Set QoS handling.
	Huawei, HiSilicon
	Rel-19
	FS_XRM_Ph2
	Revision of S2-2400819 from S2#160AH-e

	

	19.3
	S2-2402537
	P-CR
	Approval
	23.700-70: KI#1: New Sol: Error Concealment based PDU Set QoS handling.
	Huawei, HiSilicon
	Rel-19
	FS_XRM_Ph2
	Revision of S2-2400820 from S2#160AH-e

	

	19.3
	S2-2402622
	P-CR
	Approval
	23.700-70: KI#2, New Sol: N6 tunnelling and GTP-U header extension for conveyance of PDU Set-related information.
	Intel
	Rel-19
	FS_XRM_Ph2
	Revision of S2-2400078 from S2#160AH-e

	

	19.3
	S2-2402623
	P-CR
	Approval
	23.700-70: KI#3, Sol#13: Update to remove EN.
	Intel
	Rel-19
	FS_XRM_Ph2
	

	

	19.3
	S2-2402643
	P-CR
	Approval
	23.700-70: Update Architectural Assumptions.
	CATT
	Rel-19
	FS_XRM_Ph2
	Revision of S2-2400244 from S2#160AH-e

	

	19.3
	S2-2402644
	P-CR
	Approval
	23.700-70: Architectural Requirements.
	CATT
	Rel-19
	FS_XRM_Ph2
	Revision of S2-2400245 from S2#160AH-e

	

	19.3
	S2-2402645
	P-CR
	Approval
	23.700-70: KI#9, NewSol: Quick Exposure of Available Data Rate.
	CATT, CMCC, Lenovo
	Rel-19
	FS_XRM_Ph2
	Revision of S2-2400249 from S2#160AH-e

	

	19.3
	S2-2402646
	P-CR
	Approval
	23.700-70: KI#1, NewSol: Alternative QoS Profile with PDU Set QoS Parameters and Notification Control.
	CATT
	Rel-19
	FS_XRM_Ph2
	Revision of S2-2400250 from S2#160AH-e

	

	19.3
	S2-2402647
	P-CR
	Approval
	23.700-70: KI#5, New Sol: PDU Set Bit Rate Adaptation.
	CATT
	Rel-19
	FS_XRM_Ph2
	Revision of S2-2400253 from S2#160AH-e

	

	19.3
	S2-2402648
	P-CR
	Approval
	23.700-70: New Solution for KI#4: One QoS Flow for multiplexed data flows.
	CATT
	Rel-19
	FS_XRM_Ph2
	Revision of S2-2400254 from S2#160AH-e

	

	19.3
	S2-2402649
	P-CR
	Approval
	23.700-70: KI#1, New Sol: New PDU Set QoS Parameters for PDU Set Bit Rate Adaptation.
	CATT
	Rel-19
	FS_XRM_Ph2
	Revision of S2-2400252 from S2#160AH-e

	

	19.3
	S2-2402741
	P-CR
	Approval
	23.700-70: KI#1_New Sol_ AQP with PDU and PDU Set QoS Parameters.
	Xiaomi
	Rel-19
	FS_XRM_Ph2
	

	

	19.3
	S2-2402742
	P-CR
	Approval
	23.700-70: KI#9_New Sol_ Traffic detection based on the PSI for Multiplexed Data Flows.
	Xiaomi
	Rel-19
	FS_XRM_Ph2
	

	

	19.3
	S2-2402743
	P-CR
	Approval
	23.700-70: KI#4_New Sol_ QoS Flow Mapping for Multiplexed Data Flows.
	Xiaomi
	Rel-19
	FS_XRM_Ph2
	Revision of S2-2401210 from S2-160AH-e

	

	19.3
	S2-2402744
	P-CR
	Approval
	23.700-70: KI#9_New Sol_ URSP Enhancement for UE with the tethered Devices.
	Xiaomi
	Rel-19
	FS_XRM_Ph2
	

	

	19.3
	S2-2402745
	P-CR
	Approval
	23.700-70: KI#9_New Sol_ Exposure of QNC and AQP with PDU Set QoS Parameters.
	Xiaomi
	Rel-19
	FS_XRM_Ph2
	

	

	19.3
	S2-2402746
	P-CR
	Approval
	23.700-70: Update of Solution #7 to remove the EN.
	Xiaomi
	Rel-19
	FS_XRM_Ph2
	

	

	19.3
	S2-2402747
	P-CR
	Approval
	23.700-70: Update of Solution #14 to remove the ENs.
	Xiaomi
	Rel-19
	FS_XRM_Ph2
	

	

	19.3
	S2-2402748
	P-CR
	Approval
	23.700-70: Update of Solution #6 for the QNC.
	Xiaomi
	Rel-19
	FS_XRM_Ph2
	

	

	19.3
	S2-2402797
	P-CR
	Approval
	23.700-70: KI#6: Update Solution #17: L4S in non-3GPP access networks.
	Charter Communications, CableLabs, Tencent, Tencent Cloud, Nokia, Nokia Shanghai Bell
	Rel-19
	FS_XRM_Ph2
	

	

	19.3
	S2-2402805
	P-CR
	Approval
	23.700-70: KI#8 Solution for flow detection when UE hosts a NAT.
	Nokia, Nokia Shanghai Bell
	Rel-19
	FS_XRM_Ph2
	

	

	19.3
	S2-2402806
	P-CR
	Approval
	23.700-70: Solution for KI#2: IPSec usage for conveyance of PDU Set-related information for end-to-end encrypted XRM traffic.
	Nokia, Nokia Shanghai Bell
	Rel-19
	FS_XRM_Ph2
	

	

	19.3
	S2-2402807
	P-CR
	Approval
	23.700-70: KI#2 Solution: Use Proxy-UDP for the PDU-Set info identification of the E2E encrypted XRM traffic.
	Nokia, Nokia Shanghai Bell
	Rel-19
	FS_XRM_Ph2
	

	

	19.3
	S2-2402857
	P-CR
	Approval
	23.700-70: New Sol for KI#1: The handling of the QoS flow and UL PDU Set QoS parameters.
	Vivo
	Rel-19
	FS_XRM_Ph2
	

	

	19.3
	S2-2402926
	P-CR
	Approval
	23.700-70: Solution for KI#1: Admission control of QoS flow based on PDU Set QoS parameters.
	Samsung
	Rel-19
	FS_XRM_Ph2
	Revision of S2-2400771 from S2-160AH-e

	

	19.3
	S2-2402927
	P-CR
	Approval
	23.700-70: Solution for KI#8: Enhancement for UE with the tethered devices.
	Samsung
	Rel-19
	FS_XRM_Ph2
	

	

	19.3
	S2-2402928
	P-CR
	Approval
	23.700-70: Solution for KI#9: NW exposure of HO for L4S enabled QoS flow.
	Samsung
	Rel-19
	FS_XRM_Ph2
	

	

	19.3
	S2-2402929
	P-CR
	Approval
	23.700-70: Update for Solution #2: Discarding of redundant PDUs (FEC) and reporting.
	Samsung
	Rel-19
	FS_XRM_Ph2
	

	

	19.3
	S2-2402930
	P-CR
	Approval
	23.700-70: Update for Solution #7: Enhancing alternative QoS profile with UL and/or DL PDU set QoS parameters.
	Samsung
	Rel-19
	FS_XRM_Ph2
	

	

	19.3
	S2-2402931
	P-CR
	Approval
	23.700-70: Update for Solution #17: L4S in non-3GPP access networks.
	Samsung
	Rel-19
	FS_XRM_Ph2
	

	

	19.3
	S2-2402932
	LS OUT
	Approval
	[DRAFT] LS on AL-FEC for XRM services
	Samsung
	Rel-19
	FS_XRM_Ph2
	

	

	19.3
	S2-2402939
	P-CR
	Approval
	23.700-70: KI#4 Support for multiplexed media traffic.
	Nokia, Nokia Shanghai Bell, NTT DOCOMO
	Rel-19
	FS_XRM_Ph2
	Revision of S2-2401194 from S2-160AH-e

	

	19.3
	S2-2402940
	P-CR
	Approval
	23.700-70: KI#5 Solution for QoS Handling when Traffic Characteristics Change Dynamically based on time to next burst.
	Nokia, Nokia Shanghai Bell
	Rel-19
	FS_XRM_Ph2
	Revision of S2-2401171 from S2-160AH-e

	

	19.3
	S2-2402941
	P-CR
	Approval
	23.700-70: KI#6: Update Solution #17: Procedures for L4S in non-3GPP access networks.
	CableLabs, Charter Communications
	Rel-19
	FS_XRM_Ph2
	

	

	19.3
	S2-2402942
	P-CR
	Approval
	23.700-70: KI#7: Update Solution #18: PDU Set QoS handling in non-3GPP access networks.
	CableLabs, Charter Communications
	Rel-19
	FS_XRM_Ph2
	

	

	19.3
	S2-2402966
	P-CR
	Approval
	23.700-70: Key Issue #8, New Solution: Using SDP to Identity Traffic Flows from the Tethered Devices.
	InterDigital Inc.
	Rel-19
	FS_XRM_Ph2
	

	

	19.3
	S2-2402973
	P-CR
	Approval
	23.700-70: TR 23.700-70 KI#2: Solution for Supporting PDU Set information Identification for end-to-end encrypted XRM traffic.
	China Mobile
	Rel-19
	FS_XRM_Ph2
	Revision of S2-2400740 from S2-160AH-e

	

	19.3
	S2-2402974
	P-CR
	Approval
	23.700-70: (KI#2 and KI#4) Solution#11 for multiplexed multiple media types traffic .
	Google
	Rel-19
	FS_XRM_Ph2
	

	

	19.3
	S2-2402979
	P-CR
	Approval
	23.700-70: KI#1: New Sol: RAN feedback signal for discarded PDUs due to FEC.
	Meta USA
	Rel-19
	FS_XRM_Ph2
	

	

	19.3
	S2-2402980
	P-CR
	Approval
	23.700-70: KI#9: New Sol: Data rate limit information to AS/AF.
	Meta USA, SK Telecom
	Rel-19
	FS_XRM_Ph2
	Revision of S2-2401352 from S2-160AH-e

	

	19.3
	S2-2402992
	P-CR
	Approval
	23.700-70: KI#1: New Sol: AS/AF provided PDU sets correlation information.
	Meta USA
	Rel-19
	FS_XRM_Ph2
	Revision of S2-2401347 from S2-160AH-e

	

	19.3
	S2-2402993
	P-CR
	Approval
	23.700-70: Sol#16 update: Removal of Editor's notes.
	Meta USA
	Rel-19
	FS_XRM_Ph2
	

	

	19.9
	-
	-
	-
	Study on Enhancement of support for Edge Computing in 5G Core network — phase 3 (FS_eEDGE_5GC_ph3)
	-
	-
	Dario
	Docs:=31

	-

	19.9
	S2-2401931
	P-CR
	Approval
	23.700-49: New Solution: Edge computing handling by local SMF.
	China Mobile
	Rel-19
	FS_eEDGE_5GC_Ph3
	

	

	19.9
	S2-2401932
	P-CR
	Approval
	23.700-49: New Solution: Edge computing handling by I-SMF.
	China Mobile
	Rel-19
	FS_eEDGE_5GC_Ph3
	

	

	19.9
	S2-2401933
	P-CR
	Approval
	23.700-49: New Solution: L-PSA and EAS (re)selection based on N6 delay measurement.
	China Mobile
	Rel-19
	FS_eEDGE_5GC_Ph3
	

	

	19.9
	S2-2401934
	P-CR
	Approval
	23.700-49: KI #3, New Sol: Support QoS guarantee for the traffic transmission between local and central parts of DN .
	China Mobile
	Rel-19
	FS_eEDGE_5GC_Ph3
	

	

	19.9
	S2-2402044
	P-CR
	Approval
	23.700-49: KI#2, New Solution: Local UPF and EAS (re)selection considering N6 delay and EAS load.
	Huawei, HiSilicon
	Rel-19
	FS_eEDGE_5GC_Ph3
	

	

	19.9
	S2-2402045
	P-CR
	Approval
	23.700-49: KI#3, New Solution: supporting traffic routing between L-DN and C-DN .
	Huawei, HiSilicon
	Rel-19
	FS_eEDGE_5GC_Ph3
	

	

	19.9
	S2-2402178
	P-CR
	Approval
	23.700-49: New Sol for KI#1 PDU Session Establishment with local offloading control.
	Samsung
	Rel-19
	FS_eEDGE_5GC_Ph3
	

	

	19.9
	S2-2402179
	P-CR
	Approval
	23.700-49: New Sol for KI#1: Local management of EC related information.
	Samsung
	Rel-19
	FS_eEDGE_5GC_Ph3
	

	

	19.9
	S2-2402185
	P-CR
	Approval
	23.700-49: New Sol for KI#2: UPF/EAS (re)selection considering N6 delay.
	Samsung
	Rel-19
	FS_eEDGE_5GC_Ph3
	

	

	19.9
	S2-2402206
	P-CR
	Approval
	23.700-49: New solution for KI#2: Selecting an EAS server leveraging analytics.
	Lenovo
	Rel-19
	FS_eEDGE_5GC_Ph3
	

	

	19.9
	S2-2402324
	P-CR
	Approval
	23.700-49: KI#3: New Sol#x: Dynamic Tunnel Establishment between EAS and Remote DN Access Proxy.
	Ericsson
	Rel-19
	FS_eEDGE_5GC_Ph3
	

	

	19.9
	S2-2402433
	P-CR
	Approval
	23.700-49: KI Update for WT2: Support of cloud application traffic routing between the local DN and Central DN or another local DN.
	China Telecom
	Rel-19
	FS_eEDGE_5GC_Ph3
	

	

	19.9
	S2-2402434
	P-CR
	Approval
	23.700-49: New Solution for KI#3: Traffic Routing between local DN and central DN over session breakout model.
	China Telecom
	Rel-19
	FS_eEDGE_5GC_Ph3
	

	

	19.9
	S2-2402446
	P-CR
	Approval
	23.700-49: KI#2 solution Enhancement on EAS Deployment information .
	ZTE
	Rel-19
	FS_eEDGE_5GC_Ph3
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