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When a UE is served by a MWAB-gNB, the existing mobility procedures without enhancements can be reused to handle UE's mobility to and from a MWAB-gNB, irrespective of whether the MWAB is static or the MWAB is moving, which means:
-	In CM-IDLE mode the UE shall perform a Mobility Registration Update if the TAI advertised by a MWAB-gNB cell is a TAI that is not in the UE Registration area.
-	The MWAB-gNB is in charge of triggering handovers for the UEs in CM-CONNECTED mode it serves.
-	any other gNB can trigger any handover to a suitable MWAB-gNBs which has a neighbour relationship established for the MWAB-gNB.
The MWAB-gNB can be provided by the OAM of the Broadcasted PLMN/SNPN a new Cell ID and/or TAC value(s) for its cell(s) to broadcast depending on its location. How this is implemented by the OAM of the Broadcasted PLMN/SNPN is not in scope of this specification. When it is required to change AMF for the UEs served by the MWAB-gNB upon mobility of a MWAB into a region of the Broadcasted PLMN/SNPN, the TAC(s) and Cell ID(s) the MWAB-gNB announces also change.
NOTE:	The change of TAC when AMF needs to change is required to triggers a Mobility Registration Update by the CM-IDLE UE(s) served by the MWAB-gNB. OAM of the Broadcasted PLMN/SNPN is expected to be aware of when change of AMF is required.
Editor's Note:	this clause needs update once RAN3 concludes on mobility aspects for connected mode UEs upon MWAB mobility. 
As a MWAB-UE moves in the Backhaul PLMN/SNPN, its BH PDU session(s) may need to be changed to be handled by different UPF(s) (e.g. to be more topologically optimal with the current MWAB-UE location). If so, the MWAB-gNB updates the TNL association of the existing NG, Xn Interfaces to use the new TNL information associated with the new BH PDU session(s).
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