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5.5
Serving-CSCF/MGCF to serving-CSCF/MGCF procedures

This section presents the detailed application level flows to define the procedures for Serving-CSCF to Serving-CSCF. 

This section contains four session flow procedures, showing variations on the signalling path between the Serving-CSCF that handles session origination, and the Serving-CSCF that handles session termination. This signalling path depends on: 

- whether the originator and destination are served by the same network operator, 

- whether the network operators have chosen to hide their internal configuration.

The Serving-CSCF handling session origination performs an analysis of the destination address, and determines whether it is a subscriber of the same network operator or a different operator. 

If the analysis of the destination address determined that it belongs to a subscriber of a different operator, the request is forwarded (optionally through an I-CSCF(THIG) within the originating operator’s network) to a well-known entry point in the destination operator’s network, the I-CSCF. The I-CSCF queries the HSS for current location information. The I-CSCF then forwards the request to the S-CSCF. If the analysis of the destination address determines that it belongs to a subscriber of the same operator, the S-CSCF passes the request to a local I-CSCF, who queries the HSS for current location information. The I-CSCF then forwards the request to the S-CSCF. 
In this section, the INVITE request contains an SDP offer including one or more media flows, but it is also possible that the INVITE request does not contain an SDP offer or the SDP does not include at least an media flow. In this case, Offer response does not contain an SDP answer or the SDP does not include at least an media flow. The Authorisation Token is generated independently of the presense or absence of  media flow in the body of SDP.
End of first change                                                                                               Start of second change                                                                                               

5.6
Origination procedures

This section presents the detailed application level flows to define the Procedures for session originations. 

The session origination procedures specify the signalling path between the UE initiating a session setup attempt and the Serving-CSCF that is assigned to perform the session origination service. This signalling path is determined at the time of UE registration, and remains fixed for the life of the registration.

A UE always has a proxy (P-CSCF) associated with it. This P-CSCF is located in the same network as the GGSN, performs resource authorisation, and may have additional functions in handling of emergency sessions. The P-CSCF is determined by the CSCF discovery process, described in Section 5.1.1 (Local CSCF Discovery).

As a result of the registration procedure, the P-CSCF determines the next hop toward the Serving-CSCF. This next hop is to the S-CSCF in the home network (possibly through an I-CSCF(THIG) to hide the network configuration) (MO#1). These next-hop addresses could be IPv6 addresses, or could be names that are translated via DNS to an IPv6 address.

Sessions originated in the PSTN to a mobile destination are a special case of the Origination procedures. The MGCF uses H.248 [19] to control a Media Gateway, and communicates with the SS7 network. The MGCF initiates the SIP request, and subsequent nodes consider the signalling as if it came from a S-CSCF.    

In this section, the INVITE request contains an SDP offer including one or more media flows, but it is also possible that the INVITE request does not contain an SDP offer or the SDP does not include at least an media flow. In this case, Offer response does not contain an SDP answer or the SDP does not include at least an media flow. The Authorizsation Token is generated independently of the presense or absence of  media flow in the body of SDP.
End of second change                                                                                               
Start of third change                                                                                                 

5.7
Termination procedures

This section presents the detailed application level flows to define the Procedures for session terminations. 

The session termination procedures specify the signalling path between the Serving-CSCF assigned to perform the session termination service and the UE. This signalling path is determined at the time of UE registration, and remains fixed for the life of the registration. This signalling path is the reverse of the session initiation signalling path of Section 5.6. Therefore there is a one-to-one correspondence between the origination procedures of section 5.6 and the termination procedures of this section.

A UE always has a proxy (P-CSCF) associated with it. This P-CSCF is located in the same network as the GGSN, and performs resource authorisation for the sessions to the UE. The P-CSCF is determined by the CSCF discovery process, described in Section 5.1.1 (Local CSCF Discovery).

As a result of the registration procedure, the P-CSCF knows the address of the UE. The assigned S-CSCF, knows the name/address of the P-CSCF (procedure MT#3, and MT#4, depending on the location of S-CSCF and P-CSCF). If the network operator owning the S-CSCF wants to keep their configuration private, the S-CSCF will have chosen an I-CSCF(THIG) who will perform the configuration hiding and pass messages to the P-CSCF (procedure MT#1).

Sessions destined to the PSTN are a special case of the Termination procedures. The MGCF uses H.248 to control a Media Gateway, and communicates with the SS7 network. The MGCF receives and processes SIP requests, and subsequent nodes consider the signalling as if it came from a S-CSCF.

In this section, the INVITE request contains an SDP offer including one or more media flows, but it is also possible that the INVITE request does not contain an SDP offer or the SDP does not include at least an media flow. In this case, Offer response does not contain an SDP answer or the SDP does not include at least an media flow. The Authorisation Token is generated independently of the presense or absence of  media flow in the body of SDP.
End of third change
Start of fourth change                                                                                                                                                                                                

5.11.3
Procedures for codec and media characteristics flow negotiations

This section gives information flows for:

-
 the procedures for determining the set of negotiated characteritics between the endpoints of a multi-media session, determining the initial media characteristics (including common codecs) to be used for the multi-media session, and

-
the procedures for modifying a session within the existing resources reservation or with a new resources reservation (adding/deleting a media flow, changing media characteristics including codecs, changing bandwidth requirements)  when the session is already established. 

In this section, the INVITE request contains an SDP offer including one or more media flows, but it is also possible that the INVITE request does not contain an SDP offer or the SDP does not include at least an media flow. In this case, Offer response does not contain an SDP answer or the SDP does not include at least an media flow. The Authorisation Token is generated independently of the presense or absence of  media flow in the body of SDP.
End of fourth change
Start of fifth change   

5.11.3.1
Codec and media characteristics flow negotiation during initial session establishment

Initial session establishment in the IM CN subsystem must determine a negotiated set of media characteristics (including a common codec or set of common codecs for multi-media sessions) that will be used for the session. This is done through an end-to-end message exchange to determine the complete set of media characteristics, then the decision is made by the session initiator as to the initial set of media flows.

The session initiator includes an SDP in the SIP INVITE message that lists every media characteristics (including codecs) that the originator is willing to support for this session. When the message arrives at the destination endpoint, it responds with the media characteristics (e.g. common subset of codecs) that it is also willing to support for the session. Media authorisation is performed for these media characteristics. The session initiator, upon receiving the common subset, determines the media characteristics (including codecs) to be used initially.

The negotiation may take multiple media offered and answered between the end points until the media set is agreed upon.

Once the session is established, the procedures of section 5.11.3.2 may be used by either endpoint to change to a different media characteristic (e.g. codec) that was included in the initial session description, and for which no additional resources are required for media transport. The procedures of section 5.11.3.3 may be used by either endpoint to change the session, which requires resources beyond those allocated to the existing session.
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Figure 5.30: Codec negotiation during initial session establishment

The detailed procedure is as follows:

1. 
UE#1 inserts the codec(s) to a SDP payload. The inserted codec(s) shall reflect the UE#1's terminal capabilities and user preferences for the session. capable of supporting for this session. It builds a SDP containing bandwidth requirements and characteristics of each, and assigns local port numbers for each possible media flow. Multiple media flows may be offered, and for each media flow (m= line in SDP), there may be multiple codec choices offered.

2. 
UE#1 sends the initial INVITE message to P-CSCF#1 containing this SDP

3. 
P-CSCF#1 examines the media parameters, and removes any choices that the nework operator decides based on local policy, not to allow on the network.

4. 
P-CSCF#1 forwards the INVITE message to S-CSCF#1

5. 
S-CSCF#1 examines the media parameters, and removes any choices that the user does not have authority to request. As part of the S-CSCF session processing an ‘application server’ may be involved. When an ‘application server’ is involved the application server may also examine the media parameters and revise the session description.

6. 
S-CSCF#1 forwards the INVITE, through the S-S Session Flow Procedures, to S-CSCF#2

7. 
S-CSCF#2 examines the media parameters, and removes any choices that the destination user does not have authority to request. As part of the S-CSCF session processing an ‘application server’ may be involved. When an ‘application server’ is involved the application server may also examine the media parameters and revise the session description.

8. 
S-CSCF#3 forwards the INVITE message to P-CSCF#2.

9. 
P-CSCF#2 examines the media parameters, and removes any that the network operator decides, based on local policy, not to allow on the network. The Authorization-Token is generated by the PCF.

10. 
The Authorization-Token is included in the INVITE message. P-CSCF#2 forwards the INVITE message to UE#2

11. 
UE#2 determines the complete set of codecs that it is capable of supporting for this session. It determines the intersection with those appearing in the SDP in the INVITE message. For each media flow that is not supported, UE#2 inserts a SDP entry for media (m= line) with port=0. For each media flow that is supported, UE#2 inserts a SDP entry with an assigned port and with the codecs in common with those in the SDP from UE#1.

12. 
UE#2 returns the SDP listing common media flows and codecs to P-CSCF#2

13. 
P-CSCF#2 authorises the QoS resources for the remaining media flows and codec choices.

14. 
P-CSCF#2 forwards the SDP response to S-CSCF#2.

15. 
S-CSCF#2 forwards the SDP response to S-CSCF#1

16. 
S-CSCF#1 forwards the SDP response to P-CSCF#1

17. 
P-CSCF#1 authorises the QoS resources for the remaining media flows and codec choices. The Authorization-Token is generated by the PCF.

18. 
The Authorization-Token is included in the SDP Answer message (e.g. 183 session progress). P-CSCF#1 forwards the SDP response to UE#1

19. 
UE#1 determines which media flows should be used for this session, and which codecs should be used for each of those media flows. If there was more than one media flow, or if there was more than one choice of codec for a media flow, then UE#1 need to renegotiate the codecs by sending another offer to reduce codec to one with the UE#2.

20-24.
UE#2 sends the “Offered SDP” message to UE#1, along the signalling path established by the INVITE request

The remainder of the multi-media session completes identically to a single media/single codec session, if the negotiation results in a single codec per media.           

End of fifth change   
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