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1. Introduction

This contribution proposes the reorganization of IMS related 3GPP documents for access independence. 

2. Discussion

In IMS, there are several IMS related specifications as follows. TS 23.228 is not described below because of avoiding duplication with Lucent document.

2.1 3GPP TS 23.141 (Presence)

     The presence service is one of major IMS services in Rel 6. Thus it should become access independent specifications as far as possible. At the last CN1 meeting in September, it was agreed that presence service related procedure should be access independent.

     (1) In 4.2 (Reference architecture model), there is 3GPP specific terminology such as HSS/HLR, MSC Server/VLR, SGSN, GGSN, GMLC.

            Current terminology         Proposed terminology
HSS/HLR                          HSS/HLR   (no change)

          MSC Server/VLR               MSC/VLR

          SGSN                                LICN  (Local IP Core Network )

          GGSN                               GICN (Gateway IP Core Network)

          GMLC                               GLCE (Gateway LoCation Service Entity)

          Other related subclauses are 5.2.2, etc.

(2) CAMEL, CAP terminology can be deleted in Figure4.2-1

(3) In 4.4 , there is OSA related description. It is decided at the last CN1 meeting, OSA related section be moved to different subclause or other OSA related specifications (23.127). Thus,it is proposed to move to new clause X in this specification.

(4) In A.2.3.3(CS/PS Notification process of the Presence Server), terminology HLR, MSC/SGSN should be changed to generic as proposed in (1).

2.2 3GPP TS.23.271 (LCS)

Currently there are mostly 3GPP specific access dependent description within the specifications and there is no wording such as IMS in the specification. Thus, it should be kept as 3GPP specific access dependent specifications in Rel 6. 

In future, IMS related description becomes necessary, it should be separated specification for LCS.
2.3 3GPP TR 23.917 (Dynamic Policy control enhancements for end-to-end QoS)

It is reated to 23.228 also, but still open issue whether PCF(Policy Control Function) should be changed to PDF (Policy Decision Function).

Since 3GPP2 is adopting Go interface, this spec should be more access independent for terminology  point of views (e.g. GGSN, UMTS etc. should be changed more generic.)

2.4  3GPP TR 23.846 (Multimedia Broadcast/Multicast Service; Architecture and Functional Description) 

3GPP TS 23.234 (WLAN Subsystem; System Description)

3GPP TS 23.240 (3GPP Generic User Profile - Architecture)
3GPP TS 23.241 (3GPP Generic User Profile - Data Description Framework)
These specifications are 3GPP specific so that there is no need to change for access independence.

3. Proposal

It is proposed that the relevant part of section 2 above be incorporated into subclause of 4.13 of draft TR ab.cde (IMS Access Independence).

