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9.5.3.2.1
Call/session-related class in the CS-domain

If the UE subscribes to the call/session-related class, an CS-MT-LR may be allowed if both of following conditions are met:

-
The UE previously originated a call in CS domain that is still established and the called party number dialled by the UE matches the called party number received from the GMLC.

-
The identity of the LCS client or LCS client group supplied by the GMLC matches the identity of any LCS Client or LCS Client group contained in the UE’s SLPP and any other GMLC restrictions associated with this LCS Client identity in the SLPP are also met
If these conditions are satisfied and the UE is neither subscribed to the call unrelated class nor to the service type, the CS-MT-LR shall be allowed if the UE user subscribes to either location without notification or location with notification. If the UE user subscribes to location with notification and privacy verification, the CS-MT-LR shall be allowed following notification to the UE if the UE user either returns a response indicating that location is allowed or returns no response but subscribes to allowing location in the absence of a response. In all other cases, the CS-MT-LR shall be restricted.

If the UE subscribes additionally either to the call unrelated class or the service type, the privacy class and settings selection rules described in annex A shall be applied.
9.5.3.2.2
Call/session-related class in the PS-domain

If the UE subscribes to the call/session-related class, a PS-MT-LR may be allowed if all of the following conditions are met:

-
The UE previously originated a PDP-context towards the network where the external client is located and that this context is still established 

-
The APN-NI negotiated between the UE and SGSN matches the APN-NI received from the GMLC. 

-
The identity of the LCS client or LCS client group supplied by the GMLC matches the identity of any LCS Client or LCS Client group contained in the UE’s SLPP and any other GMLC restrictions associated with this LCS Client identity in the SLPP are also met

If these conditions are satisfied and the UE is neither subscribed to the call unrelated class nor to the service type, the PS-MT-LR shall be allowed if the UE user subscribes to either location without notification or location with notification. If the UE user subscribes to location with notification and privacy verification, the PS-MT-LR shall be allowed following notification to the UE if the UE user either returns a response indicating that location is allowed or returns no response but subscribes to allowing location in the absence of a response. In all other cases, the PS-MT-LR shall be restricted.

If the UE subscribes additionally either to the call unrelated class or the service type, the privacy class and settings selection rules described in annex A shall be applied.
9.5.3.2.3
Call/session-related class when LCS client not in SLPP

If the UE subscribes to the call/session related class, a CS-MT-LR or PS-MT-LR from an LCS client that is NOT contained in the SLPP of the target UE shall be allowed or restricted according to the following conditions:

-
For any non-matched LCS client, the CS-MT-LR or PS-MT-LR shall be allowed, if the UE user subscribes to either location without notification or location with notification. 
If the UE user subscribes to location with notification and privacy verification and the UE is neither subscribed to the call unrelated class nor to the service type, the CS-MT-LR or PS-MT-LR shall be allowed following notification to the UE if the UE user either returns a response indicating that location is allowed or returns no response but subscribes to location in the absence of a response. In all other cases, the CS-MT-LR or PS-MT-LR shall be restricted.

If the UE subscribes additionally either to the call unrelated class or the service type, the privacy class and settings selection rules described in annex A shall be applied.
9.5.3.3
Call/Session-unrelated class

When the user of the UE subscribes to the "Call/Session unrelated Class" the CS-MT-LR/PS-MT-LR or NI-LR/PS-NI-LR positioning is allowed in the following cases:

Allow positioning by specific identified value added LCS Clients or groups of value added LCS Client with the following restrictions allowed for each identified value added LCS Client or group of value added LCS Clients:

* 
location request allowed only from GMLCs identified in the SLPP;

* 
location request allowed only from a GMLC in the home country;

* 
location request allowed from any GMLC (default case).


For each identified value added LCS client in the privacy exception list, one of the following subscription options shall apply:

* 
positioning allowed without notifying the UE user (default case);

* 
positioning allowed with notification to the UE user;

* 
positioning requires notification and verification by the UE user; positioning is allowed only if granted by the UE user or if there is no response to the notification;

* 
positioning requires notification and verification by the UE user; positioning is allowed only if granted by the UE user.


For all value added LCS clients sending a non-call related CS-MT-LR/PS-MT-LR that are not identified in the privacy exception list, one of the following subscription option shall apply:

* 
positioning not allowed (default case);

* 
positioning allowed with notification to the UE user;

* 
positioning requires notification and verification by the UE user; positioning is allowed only if granted by the UE user or if there is no response to the notification;

* 
positioning requires notification and verification by the UE user; positioning is allowed only if granted by the UE user.

9.5.3.3.1
Call/session-unrelated class when LCS client identities match

If the UE subscribes to the call/session-unrelated class, an CS-MT-LR/PS-MT-LR may be allowed by the MSC/MSC server or SGSN if the identity of the LCS client or LCS client group supplied by the GMLC matches the identity of any LCS Client or LCS Client group contained in the UE's SLPP and any other GMLC restrictions associated with this LCS Client identity in the SLPP are also met. 

If the LCS client is correctly matched in this way, and the UE is neither subscribed to the call related class nor to the service type and any GMLC restrictions are satisfied, the CS-MT-LR/PS-MT-LR shall be allowed if the UE user subscribes to either location without notification or location with notification. If the UE user subscribes to location with notification and privacy verification, the CS-MT-LR/PS-MT-LR shall be allowed following notification to the UE if the UE user either returns a response indicating that location is allowed or returns no response but subscribes to location in the absence of a response. In all other cases, the CS-MT-LR/PS-MT-LR shall be restricted.

If the UE subscribes additionally either to the call related class or the service type, the privacy class and settings selection rules described in annex A shall be applied.
9.5.3.3.2
Call/session-unrelated class when LCS client identities do not match

If the UE subscribes to the call/session-unrelated class, an CS-MT-LR/PS-MT-LR from an LCS client that is not contained in the UE's SLPP shall be allowed or restricted according to the following conditions. For any non-matched LCS client and the UE is neither subscribed to the call related class nor to the service type, the CS-MT-LR/PS-MT-LR shall be allowed if the UE user subscribes to location with notification. If the UE user subscribes to location with notification and privacy verification, the CS-MT-LR/PS-MT-LR shall be allowed following notification to the UE if the UE user either returns a response indicating that location is allowed or returns no response but subscribes to location in the absence of a response. In all other cases, the CS-MT-LR/PS-MT-LR shall be restricted.

If the UE subscribes additionally either to the call related class or the service type, the privacy class and settings selection rules described in annex A shall be applied.
9.5.3.4
PLMN operator class

When the user of the UE subscribes to the " PLMN operator Class" the CS-MT-LR/PS-MT-LR or NI-LR/PS-NI-LR positioning is allowed in the following cases:
Allow positioning by specific types of client within or associated with the VPLMN, with the following types of client identified:

* 
clients providing a location related broadcast service;

* 
O&M client in the HPLMN (when the UE is currently being served by the HPLMN);

* 
O&M client in the VPLMN;

* 
clients recording anonymous location information without any UE identifier;

* 
clients enhancing or supporting any supplementary service, IN service, bearer service or teleservice subscribed to by the target UE subscriber.

If the UE subscribes to the PLMN class, an NI-LR/PS-NI-LR or CS-MT-LR/PS-MT-LR shall be allowed if the client within the VPLMN, for an NI-LR/PS-NI-LR, or the client identified by the GMLC, for an CS-MT-LR/PS-MT-LR, either matches a generic type of client contained in the UE's SLPP or is otherwise authorized by local regulatory requirements to locate the UE.

9.5.3.5 
Service type checking

If the SLPP contains service types, an CS-MT-LR/PS-MT-LR may be allowed by the MSC/MSC server or SGSN if the service type supplied by the GMLC matches the identity of any service type contained in the UE's SLPP and any other GMLC restrictions associated with this service type in the SLPP are also met. 

If the service type is correctly matched in this way, the UE is neither subscribed to the call related nor to the call unrelated class and any GMLC restrictions are satisfied, the CS-MT-LR/PS-MT-LR shall be allowed if the UE user subscribes to either location without notification or location with notification. If the UE user subscribes to location with notification and privacy verification, the CS-MT-LR/PS-MT-LR shall be allowed following notification to the UE if the UE user either returns a response indicating that location is allowed or returns no response but subscribes to location in the absence of a response. In all other cases, the CS-MT-LR/PS-MT-LR shall be restricted.

If the UE subscribes additionally either to the call related class or the call unrelated class, the privacy class and settings selection rules described in annex A shall be applied.
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