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Summery

The GPRS drafting session took place on Monday afternoon 14th October. About 25 delegates participated.

Documents accepted by the GPRS drafting group, for approval by the main session:

· S2-023004, S2-023005, S2-023006 CRs for 23.060 R99-R5 on “Handling of preserved PDP contexts” 
· S2-023007 CR for 23.060 R5 “QoS negotiation”

Documents that have to be presented at the main session (revised versions or generated after the drafting session because of other handled input):

· S2-023000 is a revision of a CR for 23.060 R5 “IP version requirements on Iu”

Documents that have not been accepted by the drafting group:

· S2-022741 CR for 23.060 R5 “Restriction on setting the MNRG flag when GPRS Paging Request fails”

· S2-022885 CR for 23.107 R5 “Interpretation of Transfer Delay in 23.107”

· S2-022968, S2-022969 CRs for 23.060 R99/4 “QoS negotiation” 

Documents without a conclusion, to be handled at the main session:

· S2-022838, S2-022921, S2-022922, S2-022923,  S2-022924 are all on handling of early UEs. The discussion on the topic started. A drafting session was proposed for further discussion.
Handled documents

	Order
	av
	Ag. Item
	Tdoc #
	Source
	Title
	Spec
	CR #
	cat
	Version in
	WI
	Summary
	Discussion
	Conclusion

	
	02
	10.1
	S2-022740
	RIM
	Network Blocking Discussion Paper
	
	
	
	
	
	Some operators observed a problem, which results in blocking the transmission of data to GPRS based devices for long intervals.


	Comment that the problem seems to be network dependent and is not known in some networks ; discussion whether the problem is only relevant for SMS; further discussion on the related CR
	noted

	
	02
	10.1
	S2-022741
	RIM
	Restriction on setting the MNRG flag when GPRS Paging

Request fails
	23.060
	413
	C
	5.3.0
	TEI5
	The CR explicitly forbids the setting of the MNRG flag in cases where the MS is GPRS Attached and the IMSI is known, but the MS has not responded to a Page Request. The changes proposed will allow an MS to remain pagable up until the MS fails a RA update procedure.
	Comment that there is a paging repetition described in 23.060; discussion on paging and MNRG mechanisms; it was clarified that the setting of MNRG does not forbid paging by the SGSN; 

Comments that the proposed changes would also require changes to SMS  specification 23.040, specifically it would destroy the mechanism which triggers notifications that a UE is available again;

Discussion turned out that another approach should be found to solve the described problem; backwards compatibility

shall be observed
	Not agreed

	
	02
	6
	S2-022838
	Nokia
	Handling of early Mobiles
	
	
	
	
	
	the issues related to the IMEI-SV solution to the CN are discussed and guidance to TSG RAN and TSG CN is suggested
	
	noted

	
	02
	10.1
	S2-022870
	Ericsson
	IP version requirements on Iu
	23.060
	414
	F
	5.3.0
	TEI-5
	The CR shall align 23.060 with the RAN3 Technical Specifications with regard to the IP version requirements on the Iu-ps interface.


	Discussion that the support of different IP versions should be described and not the assignment of IP addresses of different versions; the revised CR needs to be seen and agreed at the SA2 main session
	Revised to 3000

	
	02
	10.1
	S2-022885
	Nortel Networks
	Interpretation of Transfer Delay in 23.107
	23.107
	?
	F
	5.6.0
	
	The CR clarifies that the Transfer Delay ‘guarantee’ for Conversational and Streaming Traffic Classes is a statictical one, as per the definition of Transfer Delay.
	no impacts on stage 3 are expected; 

comment that the defined statistics are not suited for speech; 

the discussion turned out that the whole sentence in question is problematic and the proposed change does not improve clarity;

comment that the change is not an essential correction
	Not agreed

	
	02
	6
	S2-022921
	Vodafone Ltd
	Discussion document on early UE handling
	
	
	
	
	
	Describes status and proposes a way forward for the handling of early UEs
	bullet b) may need some better description for what is agreed on the potential hooks in RAN; clarification that SA2 should describe impacts on CN functions like handover or call setup; 

Confusion whether RAN is doing the same work; clarification that RAN2/3 decided to do RAN issues and SA should handle CN issues
	noted

	
	02
	6
	S2-022922
	Vodafone Ltd
	Proposed Skeleton for TR for early UE handling
	
	
	
	
	
	
	Discussion what capabilities mean; 

Scope should be all options: RAN only and solutions with CN part; other comments are that RAN internal approaches should be handled in RAN only; support to have such a TR to study
	noted

	
	02
	6
	S2-022923
	Vodafone Ltd
	Proposed text for section 4 of proposed TR on early UE handling
	
	
	
	
	
	
	Clarification that this proposed text does not include IMS; clarification on A/Gb mode and not R99 only; discussion that the required database may become not huge
	Noted

	
	02
	6
	S2-022924
	Vodafone Ltd
	Proposed text for section 5.1 of proposed TR on early UE handling
	
	
	
	
	
	
	
	Noted

	
	02
	10.1
	S2-022968
	Siemens
	QoS negotiation
	23.060
	415
	F
	3.13.0
	TEI
	The CR reintroduces the GGSN function to reduce the negotiated QoS which seems to be lost at implementation of other CRs into the TS
	Question whether this is described somewhere else which could not be confirmed;

Questioned whether it is an essential correction; agreement that the CR text describes the intended GGSN functionality;

hesitations to agree the CR for R99/4
	Not agreed

	
	02
	10.1
	S2-022969
	Siemens
	QoS negotiation
	23.060
	416
	A
	4.6.0
	TEI4
	See S2-022968
	See S2-022968
	Not agreed

	
	02
	10.1
	S2-022970
	Siemens
	QoS negotiation
	23.060
	417
	A
	5.3.0
	TEI5
	See S2-022968
	See S2-022968
	revised to 3007 with category changed to F;

agreed

	
	
	
	S2-023004
	Siemens
	Handling of preserved PDP contexts
	23.060
	400r1
	F
	3.13.0
	TEI
	PDP contexts with maximum bitrate for uplink and downlink of 0 kbit/s shall be deleted locally by the MS and the network at a change to a pre-release 99 network
	These CRs were returned back to SA2 as these based on wrong specification versions. TSG SA however endorsed the principle. Revised CR versions should be presented by SA2 to the next plenary.


	Agreed

	
	
	
	S2-023005
	Siemens
	Handling of preserved PDP contexts
	23.060
	401r1
	A
	4.6.0
	TEI4
	See S2-023004
	S2-023004
	agreed

	
	
	
	S2-023006
	Siemens
	Handling of preserved PDP contexts
	23.060
	402r1
	A
	5.3.0
	TEI5
	See S2-023004
	S2-023004
	agreed


