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Introduction

The current text in TR 23.867 on IMS based Emergency Services indicates that the address of the Emergency Service Center is determined, in part, by location information such as Cell-ID, provided by the UE in the session initiation request. In some regions, regulatory requirements demand that the address of the Emergency Service Center is determined utilizing geographic information based on location services.  The purpose of these regulations is to make the endpoint determination more precise so that the correct Emergency Service Center is reached even though a cell coverage area might span certain political boundries. 

To allow for this capability, this contribution proposes the addition of some text indicating that such a capability may be employed when required by local regulations.

Discussion

The following text change is proposed to TR 23.867.

----------------- Proposed Change ---------------------

4.1.2 Procedures for SIP Emergency Session Establishment

It shall be possible for the network to discriminate between emergency sessions and other sessions. This shall allow special treatment (e.g. with respect to filtering, higher priority, routing, QoS) of emergency sessions.

The P-CSCF in the visited or home network is the IMS network entity, which always detects an emergency session. The P-CSCF should route the corresponding request to an S-CSCF, which is able to handle emergency sessions. P-CSCF and S-CSCF shall be located in the same network. Alternatively, the home network may respond to the UE indicating that the UE should initiate an emergency session in the serving network (e.g. via the CS domain of the serving network). Based on location information provided by the UE and the location of the S-CSCF, the S-CSCF shall route the emergency request directly to an emergency centre, to an I-CSCF or BGCF. If required by regulations, determination of the emergency center may also be based on location information provided by the network (e.g., Location Services).
4.1.3
Procedures for IMS Emergency Session Establishment

In order to establish an IMS emergency session the UE needs to have IP-CAN bearers to be used for IMS related signalling and for the media related to the emergency session.







