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Introduction

This TR has point out the WLAN AN QoS profile and 3GPP WLAN QoS profile as a concept used for the TR, but does not mention the mechenisms for the QoS negotiation and enforcement, including the case that the UE is in the visit network. 

Proposal

4.2
Architectural requirements 

To support interworking with QoS provided by the WLAN AN, following improvements for the architecture defined in TS 23.234 [1] are necessary:

· 3GPP WLAN QoS profile shall be specified within the subscriber data for I-WLAN domain (defined in TS 23.008 [5]). The 3GPP WLAN QoS profile contains the WLAN AN QoS profiles allowed for the subscriber and some additional parameters. The 3GPP WLAN QoS profile shall be WLAN technology independent.

· A mechanism shall be defined, which allows that the WLAN AN’s QoS capabilities (e.g. the supported WLAN AN QoS profiles) are provided by the WLAN AN’s to the home network 3GPP AAA server during initial user authorization. The WLAN AN QoS profiles shall be WLAN technology independent and existing standardized specifications should be re-used if possible. 

· The authorization information at initial service authorization as well as at authorization information update sent from 3GPP AAA Server to the WLAN AN shall contain information about the authorized WLAN AN QoS profile.

· A mechanism for authorization of change of WLAN AN QoS profile after initial authorization between WLAN AN and 3GPP AAA Server/Proxy shall be considered.
· A mechanism for QoS negotiation among the WLAN AN QoS profile, the 3GPP WLAN QoS profile, and the QoS policy if the PCC is available. 
· A mechanism for QoS enforcment in the UE, the WLAN AN, and the nodes of the 3GPP WLAN network (e.g. WAG, PDG) after the negotiation mechanism in the 3GPP WLAN network.
· The mechanisms for the QoS negotiation and enforcement shall support the UE in the visit 3GPP WLAN network.
Charging signalling sent between WLAN AN and 3GPP AAA Proxy/Server shall contain information about the used WLAN AN QoS profiles.
3GPP

SA WG2 TD


