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	Ag.

	Tdoc#
	Type
	Title
	Source
	Spec
	CR#
	Rel
	Proposed Handling

	1


	-
	------
	Opening of the meeting
	------
	-
	-
	-
	-

	2


	-
	------
	Approval of the agenda
	------
	-
	-
	-
	-

	2.1
	-
	------
	IPR Call Reminder
	------
	-
	-
	-
	I draw your attention to your obligations under the 3GPP Partner Organizations' IPR policies. Every Individual Member organization is obliged to declare to the Partner Organization or Organizations of

which it is a member any IPR owned by the Individual Member or any other organization which is or is likely to become essential to the work

of 3GPP.

	2
	S2-096456
	AGENDA
	Proposed meeting agenda for SA WG2#76 and IMS SWG
	SA WG2 Chairman
	-
	-
	-
	Revised to S2-097212

 

	2
	S2-097212
	AGENDA
	Proposed meeting agenda for SA WG2#76 and IMS SWG
	SA WG2 Chairman
	-
	-
	-
	APPROVED



	3
	-
	------
	Meeting reports
	------
	-
	-
	-
	--

	3
	S2-096457
	REPORT
	Draft report of SA WG2 meeting #75
	SA WG2 Secretary
	-
	-
	-
	APPROVED



	3
	S2-096458
	REPORT
	Chairmans Report from SA WG2 #75E (Electronic) meeting 
	SA WG2 Chairman
	-
	-
	-
	APPROVED



	4
	-
	-------
	Common docs and incoming LSs (not allocated to other agenda items
	----
	-
	-
	-
	-



	4
	S2-096461
	LS In
	LS from CT WG1: Reply LS Enhancements for Communication Waiting Supplementary Service
	CT WG1 (C1-094469)
	-
	-
	-
	NOTED



	4
	S2-096463
	LS In
	LS from CT WG1: LS on MSC Server assisted mid-call feature usage when only held session exists
	CT WG1 (C1-094709)
	-
	-
	Rel-9
	Postponed from meeting #75E (S2-096150)
Move to IMS SWG

	4
	S2-096468
	LS In
	LS from CT WG1: Enhancements for Communication Waiting Supplementary Service
	CT WG1 (C1-092231)
	-
	-
	-
	Revised to S2-097215




Reply of S2-096468

	OPEN



	4
	S2-096473
	LS In
	LS from SA WG5: LS on removal of LIPA object in TR-196
	SA WG5 (S5-093162)
	-
	-
	-
	NOTED



	4
	S2-096474
	LS In
	LS from SA WG5: LS on Local IP Access and Internet Offload.
	SA WG5 (S5-093165)
	-
	-
	-
	NOTED



	4
	S2-096492
	LS In
	LS from CT WG3: Reply LS Enhancements for Communication Waiting Supplementary Service
	CT WG3 (C3-091166)
	-
	-
	-
	Postponed from meeting #75 (S2-095798)

Move to IMS SWG

	4
	S2-096496
	LS In
	LS from CT WG1: Introduction of new interface between MRFC and AS
	CT WG1 (C1-094575)
	-
	-
	-
	 Move to IMS SWG.

	4
	S2-096502
	LS In
	LS from SA WG5: LS on Impacts of offerless INVITE from UE on Charging
	SA WG5 (S5-093602)
	-
	-
	-
	NOTED



	4
	S2-096503
	LS In
	LS from SA: LS on eCall data transfer
	TSG SA (SP-090666)
	-
	-
	Rel-8
	NOTED



	4
	S2-096508
	LS In
	LS from CT WG3: Reply LS on Impacts of offerless INVITE from UE on PCC and Charging
	CT WG3 (C3-091378)
	-
	-
	-
	NOTED



	4
	S2-096939
	DISCUSSION
	Handling of IMS/SDP preconditions and network initiated bearer establishment
	Ericsson, ST-Ericsson
	-
	-
	Rel-9
	NOTED



	4
	S2-096940
	CR
	23.228 CR0899: Support of IMS/SDP preconditions and network initiated bearer establishment
	Ericsson, ST-Ericsson
	23.228
	0899
	Rel-9
	Revised to S2-097213

 


Revision of S2-096940

	

	4
	S2-097494
	CR
	23.228 CR0899: Support of IMS/SDP preconditions and network initiated bearer establishment
	Ericsson, ST-Ericsson
	23.228
	0899
	Rel-9
	APPROVED



	4
	S2-096941
	CR
	23.203 CR0387: Adding PCRF requirement to allow binding in the UE.
	Ericsson, ST-Ericsson
	23.203
	0387
	Rel-9
	Revised to S2-097214

 

	4
	S2-097214
	CR
	23.203 CR0387: Adding PCRF requirement to allow binding in the UE.
	Ericsson, ST-Ericsson
	23.203
	0387
	Rel-9
	NOTED



	4
	S2-096942
	LS OUT
	[Draft] LS on Support of IMS/SDP preconditions and network initiated bearer establishment
	Ericsson, ST-Ericsson
	-
	-
	Rel-9
	WITHDRAWN



	4
	S2-096950
	DISCUSSION
	SUPL support for EPS IMS Emergency
	Nokia Siemens Networks
	-
	-
	-
	NOTED



	4
	S2-096951
	CR
	23.167 CR0163R1: SUPL with UDP/IP for IMS Emergency in EPS/GPRS
	
	
	
	
	WITHDRAWN



	4
	S2-097474
	LS Out
	LS Out to CT1 on SUPL in IMS Emergency
	Curt
	
	
	
	OPEN.

	5
	-
	-------
	Release 7 and earlier
	----
	-
	-
	-
	-



	5
	S2-096901
	DISCUSSION
	Handling of MBR greater than 16Mbps for HSPA
	Vodafone
	-
	-
	-
	NOTED



	5
	S2-096902
	CR
	23.060 CR1026: Correction to inter-release QoS (MBR) compatability
	Vodafone
	23.060
	1026
	Rel-7
	APPROVED



	5
	S2-096903
	CR
	23.060 CR1027: Correction to inter-release QoS (MBR) compatability
	Vodafone
	23.060
	1027
	Rel-8
	APPROVED



	5
	S2-096904
	CR
	23.060 CR1028: Correction to inter-release QoS (MBR) compatability
	Vodafone
	23.060
	1028
	Rel-9
	APPROVED



	6
	-
	-----
	Release 8
	----
	-
	-
	-
	-



	6
	S2-096476
	LS In
	LS from SA WG3: Reply LS on Local IP Access and Internet Offload
	SA WG3 (S3-091487)
	-
	-
	-
	NOTED



	6
	S2-096479
	LS In
	LS from SA WG1: Reply LS on reselection from GERAN to E-UTRAN
	SA WG1 (S1-093482)
	-
	-
	-
	NOTED



	6
	S2-096489
	LS In
	LS from RAN WG2: Reply LS to S3-091054 on potential ETWS security threat in UTRAN
	RAN WG2 (R2-095355)
	-
	-
	-
	Open.

	6.1
	-
	-----
	SAE: Common overlapping issues
	----
	-
	-
	-
	-

	6.2
	-
	-----
	SAE: Essential corrections on QoS and PCC
	----
	-
	-
	-
	-

	6.2
	S2-096466
	LS In
	LS from CT WG3: LS on ARP Handling When UE-init Bearer Modification
	CT WG3 (C3-091574)
	-
	-
	Rel-8
	Postponed from meeting #75E (S2-096233). 

	6.2
	S2-096651
	LS OUT
	Reply LS on ARP Handling When UE-init Bearer Modification
	Huawei
	-
	-
	Rel-8
	To: CT WG3

	6.2
	S2-096472
	LS In
	LS from SA WG5: LS on OCS acting as a PCC Application Function
	SA WG5 (S5-093050)
	-
	-
	-
	Postponed from meeting #75 (S2-094977)



	6.2
	S2-096823
	CR
	23.203 CR0382: Correction to BCM sent over Gxx on GCS Establishment during attach
	Huawei
	23.203
	0382
	Rel-9
	 

	6.2
	S2-096914
	CR
	23.203 CR0384: Bidirectional filters
	Ericsson, ST-Ericsson
	23.203
	0384
	Rel-8
	 

	6.2
	S2-096915
	CR
	23.203 CR0373R1: Bidirectional filters
	Ericsson, ST-Ericsson
	23.203
	0373
	Rel-9
	 

	6.2
	S2-096918
	CR
	23.203 CR0385: Corrections to annex A.4
	Ericsson, ST-Ericsson
	23.203
	0385
	Rel-8
	 

	6.2
	S2-096919
	CR
	23.203 CR0386: Corrections to annex A.4
	Ericsson, ST-Ericsson
	23.203
	0386
	Rel-9
	 

	6.2
	S2-097014
	DISCUSSION
	Alignment of EPC and PCC filter handling
	Nokia Siemens Networks
	-
	-
	Rel-9
	 

	6.2
	S2-097015
	CR
	23.203 CR0388: Gx filter handling clarifications
	Nokia Siemens Networks
	23.203
	0388
	Rel-9
	 

	6.2
	S2-097082
	CR
	23.203 CR0390: Clarification for the description of the usage monitoring report
	ZTE
	23.203
	0390
	Rel-9
	 LATE REQUEST: LATE DOC: Rx 10/11, 10:20

	6.2
	S2-097083
	CR
	23.203 CR0391: Delete the editor's note in clause 5.2.7
	ZTE
	23.203
	0391
	Rel-8
	 LATE REQUEST: LATE DOC: Rx 10/11, 10:20

	6.2
	S2-097084
	CR
	23.203 CR0392: Delete the editor's note in clause 5.2.7
	ZTE
	23.203
	0392
	Rel-9
	 LATE REQUEST: LATE DOC: Rx 10/11, 10:20

	6.3
	-
	-----
	SAE: Essential corrections to 23.401
	----
	-
	-
	-
	-

	6.3
	S2-096558
	LS In
	LS from RAN WG2: Reply LS on Inter-PLMN Handover
	RAN WG2 (R2-096277)
	-
	-
	Rel-8
	 Open.

	6.3
	S2-096517
	LS In
	LS from TSG RAN: Reply LS on most recent SA WG2 Reply LS on data forwarding for inter RAT HO
	TSG RAN (RP-090994)
	-
	-
	Rel-8
	 Open.

	6.3
	S2-096911
	DISCUSSION
	APN-OI Issues
	Ericsson, ST-Ericsson
	-
	-
	Rel-8
	 

	6.3
	S2-096912
	CR
	23.401 CR1426: APN-OI Replacement handling to support interworking with pre Rel-8 SGSN
	Ericsson, ST-Ericsson
	23.401
	1426
	Rel-8
	 

	6.3
	S2-096913
	CR
	23.401 CR1427: APN-OI Replacement handling to support interworking with pre Rel-8 SGSN
	Ericsson, ST-Ericsson
	23.401
	1427
	Rel-9
	 

	6.3
	S2-096927
	CR
	23.060 CR1030: APN-OI handling an inter-access handovers
	Ericsson, ST-Ericsson
	23.060
	1030
	Rel-8
	 

	6.3
	S2-096928
	CR
	23.060 CR1031: APN-OI handling an inter-access handovers
	Ericsson, ST-Ericsson
	23.060
	1031
	Rel-9
	 

	6.3
	S2-096929
	CR
	23.401 CR1430: APN-OI handling an inter-access handovers
	Ericsson, ST-Ericsson
	23.401
	1430
	Rel-8
	 

	6.3
	S2-096930
	CR
	23.401 CR1431: APN-OI handling an inter-access handovers
	Ericsson, ST-Ericsson
	23.401
	1431
	Rel-9
	 

	6.3
	S2-096931
	CR
	23.402 CR0840: APN-OI handling an inter-access handovers
	Ericsson, ST-Ericsson
	23.402
	0840
	Rel-8
	 

	6.3
	S2-096565
	CR
	23.401 CR1379: SCTP reference correction
	Alcatel-Lucent
	23.401
	1379
	Rel-8
	 

	6.3
	S2-096566
	CR
	23.401 CR1380: SCTP reference correction
	Alcatel-Lucent
	23.401
	1380
	Rel-9
	 

	6.3
	S2-096610
	CR
	23.401 CR1383: Add missing steps to recaculate Maximum APN Restriction
	CATT
	23.401
	1383
	Rel-8
	 

	6.3
	S2-096611
	CR
	23.401 CR1384: Add missing steps to recaculate Maximum APN Restriction
	CATT
	23.401
	1384
	Rel-9
	 

	6.3
	S2-096612
	CR
	23.401 CR1385: Clarification of APN Restriction change
	CATT
	23.401
	1385
	Rel-8
	 

	6.3
	S2-096613
	CR
	23.401 CR1386: Clarification of APN Restriction change
	CATT
	23.401
	1386
	Rel-9
	 

	6.3
	S2-096614
	CR
	23.401 CR1387: Update flow charts and misused terms in Detach procedure
	CATT
	23.401
	1387
	Rel-8
	 

	6.3
	S2-096615
	CR
	23.401 CR1388: Update flow charts and misused terms in Detach procedure
	CATT
	23.401
	1388
	Rel-9
	 

	6.3
	S2-096616
	CR
	23.401 CR1389: Update Information Storage for UE Reachability
	CATT
	23.401
	1389
	Rel-8
	 

	6.3
	S2-096617
	CR
	23.401 CR1390: Update Information Storage for UE Reachability
	CATT
	23.401
	1390
	Rel-9
	 

	6.3
	S2-096618
	CR
	23.401 CR1391: Handling of EPS bearers not been switched successfully in the EPC
	CATT
	23.401
	1391
	Rel-8
	 

	6.3
	S2-096619
	CR
	23.401 CR1392: Handling of EPS bearers not been switched successfully in the EPC
	CATT
	23.401
	1392
	Rel-9
	 

	6.3
	S2-096620
	CR
	23.401 CR1393: Correct the step of sending Modify Bearer Request on S5/S8 interface in S1-based handover procedure
	CATT
	23.401
	1393
	Rel-8
	 

	6.3
	S2-096628
	CR
	23.401 CR1399: Add a parameter to the storage of the UE
	ZTE
	23.401
	1399
	Rel-8
	 

	6.3
	S2-096629
	CR
	23.401 CR1400: Add a parameter to the storage of the UE
	ZTE
	23.401
	1400
	Rel-9
	 

	6.3
	S2-096630
	CR
	23.401 CR1358R1: Clarification of X2 handover procedure failure
	ZTE
	23.401
	1358
	Rel-8
	Revision also provided in S2-096704

	6.3
	S2-096631
	CR
	23.401 CR1359R1: Clarification of X2 handover procedure failure
	ZTE
	23.401
	1359
	Rel-9
	Revision also provided in S2-096705

	6.3
	S2-096652
	CR
	23.401 CR1405: Determine the Maximum APN restriction in PDN disconnection
	Huawei
	23.401
	1405
	Rel-8
	 

	6.3
	S2-096653
	CR
	23.401 CR1406: Determine the Maximum APN restriction in PDN disconnection
	Huawei
	23.401
	1406
	Rel-9
	 

	6.3
	S2-096654
	CR
	23.401 CR1220R2: Correction about inter RAT handover procedure between GERAN A/Gb mode and E-UTRAN in annex D
	Huawei
	23.401
	1220
	Rel-8
	 

	6.3
	S2-096655
	CR
	23.401 CR1221R2: Correction about inter RAT handover procedure between GERAN A/Gb mode and E-UTRAN in annex D
	Huawei
	23.401
	1221
	Rel-9
	 

	6.3
	S2-096696
	DISCUSSION
	On X2 based inter-PLMN HO
	Motorola
	-
	-
	Rel-8
	 

	6.3
	S2-096697
	CR
	23.401 CR1348R1: On X2 based inter-PLMN HO
	Motorola
	23.401
	1348
	Rel-8
	 

	6.3
	S2-096698
	CR
	23.401 CR1349R1: On X2 based inter-PLMN HO
	Motorola
	23.401
	1349
	Rel-9
	 

	6.3
	S2-096699
	CR
	23.401 CR1410: GWCN sharing for LTE
	Motorola
	23.401
	1410
	Rel-8
	 

	6.3
	S2-096700
	CR
	23.401 CR1411: GWCN sharing for LTE
	Motorola
	23.401
	1411
	Rel-9
	 

	6.3
	S2-096703
	DISCUSSION
	Handling of Path-switch Failure (X2 HO) in eNB and MME
	Motorola
	-
	-
	Rel-8
	 

	6.3
	S2-096704
	CR
	23.401 CR1358R2: Clarification of X2 handover procedure failure
	Motorola
	23.401
	1358
	Rel-8
	Cover sheet contains rev marks! Revision also provided in S2-096630

	6.3
	S2-096705
	CR
	23.401 CR1359R2: Clarification of X2 handover procedure failure
	Motorola
	23.401
	1359
	Rel-8
	Cover sheet contains rev marks! Revision also provided in S2-096631

	6.3
	S2-096781
	DISCUSSION
	Add the function of QoS mapping to the PGW
	China Mobile, ZTE
	-
	-
	-
	 

	6.3
	S2-096782
	CR
	23.401 CR1413: Add the function of QoS mapping to the PGW
	China Mobile, ZTE
	23.401
	1413
	Rel-8
	 

	6.3
	S2-096783
	CR
	23.401 CR1414: Add the function of QoS mapping to the PGW
	China Mobile, ZTE
	23.401
	1414
	Rel-9
	 

	6.3
	S2-096805
	CR
	23.401 CR1416: Bearer release in PGW for X2 HO with SGW relocation
	Samsung
	23.401
	1416
	Rel-9
	 

	6.3
	S2-096806
	CR
	23.401 CR1417: Bearer release in PGW for X2 HO with SGW relocation
	Samsung
	23.401
	1417
	Rel-8
	 

	6.3
	S2-096824
	CR
	23.401 CR1422: Correction on PDN GW context and transfer of MS Info Change Reporting support indication
	Huawei
	23.401
	1422
	Rel-8
	 

	6.3
	S2-096825
	CR
	23.401 CR1423: Correction on PDN GW context and transfer of MS Info Change Reporting support indication
	Huawei
	23.401
	1423
	Rel-9
	 

	6.3
	S2-096916
	CR
	23.401 CR1428: Correction of handover procedures between MME and UTRAN Iu mode in appendix D
	Ericsson, ST-Ericsson
	23.401
	1428
	Rel-8
	 

	6.3
	S2-096917
	CR
	23.401 CR1429: Correction of handover procedures between MME and UTRAN Iu mode in appendix D
	Ericsson, ST-Ericsson
	23.401
	1429
	Rel-9
	 

	6.3
	S2-096922
	CR
	23.401 CR1254R3: Refactoring security parameters
	Ericsson, ST-Ericsson
	23.401
	1254
	Rel-8
	CR Cover sheet contains revision marks! 

	6.3
	S2-096923
	CR
	23.401 CR1255R3: Refactoring security parameters
	Ericsson, ST-Ericsson
	23.401
	1255
	Rel-9
	CR Cover sheet contains revision marks! 

	6.3
	S2-096933
	CR
	23.401 CR1432: Correction to resource release in 3GPP access at handover to non-3GPP
	Ericsson, ST-Ericsson
	23.401
	1432
	Rel-8
	 

	6.3
	S2-096934
	CR
	23.401 CR1433: Correction to resource release in 3GPP access at handover to non-3GPP
	Ericsson, ST-Ericsson
	23.401
	1433
	Rel-9
	 

	6.3
	S2-097006
	CR
	23.401 CR1440: GBR bearer release when MME fail to page the UE
	NTT DOCOMO
	23.401
	1440
	Rel-8
	 

	6.3
	S2-097007
	CR
	23.401 CR1441: GBR bearer release when MME fail to page the UE
	NTT DOCOMO
	23.401
	1441
	Rel-9
	WORNG CATEGORY! (should be A) 

	6.3
	S2-097008
	[CR]
	 
	NTT DOCOMO
	23.060
	1036
	Rel-8
	WITHDRAWN

	6.3
	S2-097009
	[CR]
	 
	NTT DOCOMO
	23.060
	1037
	Rel-9
	WITHDRAWN

	6.3
	S2-097027
	CR
	23.401 CR1442: Removal of MS Info Change Reporting Support Indication
	Starent Networks
	23.401
	1442
	Rel-8
	 

	6.3
	S2-097028
	CR
	23.401 CR1443: Removal of MS Info Change Reporting Support Indication
	Starent Networks
	23.401
	1443
	Rel-9
	 

	6.3
	S2-097055
	CR
	23.401 CR1375R2: Alignment of UE Radio capability handling with RAN 2 decisions on UTRAN RAC handling
	Qualcomm Europe
	23.401
	1375
	Rel-8
	 

	6.3
	S2-097056
	CR
	23.401 CR1376R2: Alignment of UE Radio capability handling with RAN 2 decisions on UTRAN RAC handling
	Qualcomm Europe
	23.401
	1376
	Rel-9
	 

	6.3
	S2-097057
	CR
	23.401 CR1444: Alignment of UE Radio capability handling with GERAN decisions
	Qualcomm Europe
	23.401
	1444
	Rel-8
	 

	6.3
	S2-097058
	CR
	23.401 CR1445: Alignment of UE Radio capability handling with GERAN decisions
	Qualcomm Europe
	23.401
	1445
	Rel-9
	 

	6.4
	-
	-----
	SAE: Essential corrections to 23.060
	----
	-
	-
	-
	-

	6.4
	S2-096482
	LS In
	LS from CT WG4: LS on Location Reporting in EPS
	CT WG4 (C4-092741)
	-
	-
	-
	Postponed from meeting #75 (S2-095715)

	6.4
	S2-096925
	CR
	23.060 CR1006R1: Removal of CGI/SAI/RAI Change support indication from S4-SGSN
	Ericsson, ST-Ericsson
	23.060
	1006
	Rel-8
	 LATE DOC: 

	6.4
	S2-096926
	CR
	23.060 CR1007R1: Removal of CGI/SAI/RAI Change support indication from S4-SGSN
	Ericsson, ST-Ericsson
	23.060
	1007
	Rel-9
	 LATE DOC: 

	6.4
	S2-097023
	CR
	23.060 CR0961R3: Remove APN Restriction from Update Bearer Request
	Starent Networks
	23.060
	0961
	Rel-8
	 

	6.4
	S2-097024
	CR
	23.060 CR0962R3: Remove APN Restriction from Update Bearer Request
	Starent Networks
	23.060
	0962
	Rel-9
	 

	6.5
	-
	-----
	SAE: Essential corrections to 23.402
	----
	-
	-
	-
	-

	6.5
	S2-096656
	LS OUT
	[Draft] Reply LS on Optimised IDLE-mode E-UTRAN to eHRPD handover
	Huawei
	-
	-
	Rel-8
	To: CT WG4

	6.5
	S2-096490
	LS In
	LS from CT WG3: Reply LS on LS on mapping access types
	CT WG3 (C3-091114)
	-
	-
	-
	Postponed from meeting #75 (S2-095796)

	6.5
	S2-096721
	LS OUT
	[DRAFT] Reply LS to LS on mapping access types
	Qualcomm Europe
	-
	-
	Rel-8
	To: CT WG3 CC: CT WG4

	6.5
	S2-096557
	LS In
	LS from CT WG4: LS on Optimised IDLE-mode E-UTRAN to eHRPD handover
	CT WG4 (C4-093402)
	-
	-
	Rel-8
	 Open

	6.5
	S2-096657
	CR
	23.402 CR0832: Clarification on HSS-initiated User Profile Update Procedure
	Huawei
	23.402
	0832
	Rel-8
	 

	6.5
	S2-096658
	CR
	23.402 CR0833: Clarification on HSS-initiated User Profile Update Procedure
	Huawei
	23.402
	0833
	Rel-9
	 

	6.5
	S2-096710
	[CR]
	23.402 CR0836: Remove empty section 14 - interaction with other services
	Motorola, Alcatel-Lucent
	23.402
	0836
	Rel-8
	Revised in S2-096979

	6.5
	S2-096711
	[CR]
	23.402 CR0837: Remove empty section 14 - interaction with other services
	Motorola, Alcatel-Lucent
	23.402
	0837
	Rel-9
	Revised in S2-096980

	6.5
	S2-096750
	CR
	23.402 CR0838: Rejection of additional PDN connection to the same APN
	Panasonic
	23.402
	0838
	Rel-9
	 

	6.5
	S2-096935
	CR
	23.402 CR0842: S2c Binding Lifetime Expiration
	Ericsson, ST-Ericsson
	23.402
	0842
	Rel-8
	 

	6.5
	S2-096936
	CR
	23.402 CR0843: S2c Binding Lifetime Expiration
	Ericsson, ST-Ericsson
	23.402
	0843
	Rel-9
	 

	6.5
	S2-096979
	CR
	23.402 CR0836R1: Remove empty section 14 - interaction with other services
	Motorola, Alcatel-Lucent, Samsung
	23.402
	0836
	Rel-8
	Revision of S2-096710

	6.5
	S2-096980
	CR
	23.402 CR0837R1: Remove empty section 14 - interaction with other services
	Motorola, Alcatel-Lucent, Samsung
	23.402
	0837
	Rel-9
	Revision of S2-096711

	6.5
	S2-097019
	CR
	23.402 CR0844: Access network deregistration during detach
	Nokia Siemens Networks
	23.402
	0844
	Rel-8
	 

	6.5
	S2-097020
	CR
	23.402 CR0845: Access network deregistration during detach
	Nokia Siemens Networks
	23.402
	0845
	Rel-9
	 

	6.5
	S2-097021
	CR
	23.402 CR0846: S2a PMIP Gateway Relocation Correction
	Starent Networks
	23.402
	0846
	Rel-8
	 

	6.5
	S2-097022
	CR
	23.402 CR0847: S2a PMIP Gateway Relocation Correction
	Starent Networks
	23.402
	0847
	Rel-9
	 

	6.5
	S2-097052
	CR
	23.402 CR0848: Clean-up of text regarding UE capabilities for ANDSF
	Research In Motion
	23.402
	0848
	Rel-8
	 

	6.6
	-
	-----
	Essential corrections on Voice Domain selection (T-ADS, etc.)
	----
	-
	-
	-
	-

	6.6
	S2-096470
	LS In
	LS from SA WG1: Response LS on CS domain and IM CN subsystem selection principles
	SA WG1 (S1-091360)
	-
	-
	-
	NOTED



	6.6
	S2-096485
	LS In
	LS from CT WG1: On the applicability of UE voice settings in UTRAN
	CT WG1 (C1-093963)
	-
	-
	-
	Already treated in the previous meeting.

	6.6
	S2-096985
	CR
	23.292 CR0127: Fallback to terminating session via CS access
	Telecom Italia, Nokia Siemens Networks, Nokia, Samsung, Ericsson, ST-Ericsson, Qualcomm Europe, Orange
	23.292
	0127
	Rel-8
	APPROVED



	6.6
	S2-096986
	CR
	23.292 CR0128: Fallback to terminating session via CS access
	Telecom Italia, Nokia Siemens Networks, Nokia, Samsung, Ericsson, ST-Ericsson, Qualcomm Europe, Orange
	23.292
	0128
	Rel-9
	APPROVED



	6.6
	S2-096987
	CR
	23.216 CR0125: UE T-ADS and SRVCC UEs
	Telecom Italia, Nokia Siemens Networks, Nokia, Samsung, Ericsson, ST-Ericsson
	23.216
	0125
	Rel-8
	APPROVED



	6.6
	S2-096988
	CR
	23.216 CR0126: UE T-ADS and SRVCC UEs
	Telecom Italia, Nokia Siemens Networks, Nokia, Samsung, Ericsson, ST-Ericsson
	23.216
	0126
	Rel-9
	APPROVED



	6.6
	S2-096818
	DISCUSSION
	Discussion on voice domain selection for terminating call when UE is in ISR
	ZTE
	-
	-
	Rel-9
	NOTED



	6.6
	S2-096692
	DISCUSSION
	Selective disabling of ISR
	Deutsche Telekom
	-
	-
	-
	NOTED



	6.6
	S2-097188
	DISCUSSION
	Vodafone comments on 6692
	Vodafone
	
	
	
	NOTED



	6.6
	S2-097218
	Conclusion
	Conclusion on knowledge of UEs VoIMS capability
	Michele
	
	
	
	NOTED



	6.6
	S2-096819
	CR
	23.292 CR0124: Voice domain selection for terminating call when UE is in ISR
	ZTE
	23.292
	0124
	Rel-9
	NOTED



	6.6
	S2-096837
	CR
	23.401 CR1275R1: Provide an 'IMS voice over PS supported' indication to IMS
	Motorola
	23.401
	1275
	Rel-8
	NOTED



	6.6
	S2-096838
	CR
	23.401 CR1276R1: Provide an 'IMS voice over PS supported' indication to IMS
	Motorola
	23.401
	1276
	Rel-9
	NOTED



	6.6
	S2-096839
	CR
	23.221 CR0101: Terminating ADS based on the 'IMS voice over PS supported' indication
	Motorola
	23.221
	0101
	Rel-8
	Revised to S2-097219

 

	6.6
	S2-097219
	CR
	23.221 CR0101: Terminating ADS based on the 'IMS voice over PS supported' indication
	Motorola
	23.221
	0101
	Rel-8
	NOTED



	6.6
	S2-096840
	CR
	23.221 CR0102: Terminating ADS based on the 'IMS voice over PS supported' indication
	Motorola
	23.221
	0102
	Rel-9
	Revised to S2-097220

 

	6.6
	S2-097220
	CR
	23.221 CR0102: Terminating ADS based on the 'IMS voice over PS supported' indication
	Motorola
	23.221
	0102
	Rel-9
	NOTED



	6.6
	S2-096841
	CR
	23.060 CR1022: Provide an 'IMS voice over PS supported' indication to IMS
	Motorola
	23.060
	1022
	Rel-8
	NOTED



	6.6
	S2-096842
	CR
	23.060 CR1023: Provide an 'IMS voice over PS supported' indication to IMS
	Motorola
	23.060
	1023
	Rel-9
	NOTED



	6.6
	S2-096856
	DISCUSSION
	Network-based solution to improve T-ADS in the SCC AS
	Ericsson, ST-Ericsson
	-
	-
	-
	NOTED



	6.6
	S2-097221
	Summary
	Proposed way forward on network based T-ADS.
	Ralf
	
	
	
	APPROVED



	6.6
	S2-096857
	CR
	23.060 CR1024: IMS voice over PS indicator in the HSS
	Ericsson, ST-Ericsson
	23.060
	1024
	Rel-8
	Revised to S2-097235

 


Revision of S2-096857

	

	6.6
	S2-097414
	CR
	23.060 CR1024: IMS voice over PS indicator in the HSS
	Ericsson, ST-Ericsson
	23.060
	1024
	Rel-8
	NOTED



	6.6
	S2-096858
	CR
	23.060 CR1025: IMS voice over PS indicator in the HSS
	Ericsson, ST-Ericsson
	23.060
	1025
	Rel-9
	Revised to S2-097236

 


Revision of S2-096858

	

	6.6
	S2-097415
	CR
	23.060 CR1025: IMS voice over PS indicator in the HSS
	Ericsson, ST-Ericsson
	23.060
	1025
	Rel-9
	NOTED



	6.6
	S2-096859
	CR
	23.292 CR0125: Support for PS voice indicator in SCC AS
	Ericsson, ST-Ericsson
	23.292
	0125
	Rel-8
	Revised to S2-097237

 


Revision of S2-096859

	

	6.6
	S2-097412
	CR
	23.292 CR0125: Support for PS voice indicator in SCC AS
	Ericsson, ST-Ericsson
	23.292
	0125
	Rel-8
	NOTED



	6.6
	S2-096860
	CR
	23.292 CR0126: Support for PS voice indicator in SCC AS
	Ericsson, ST-Ericsson
	23.292
	0126
	Rel-9
	Revised to S2-097238

 


Revision of S2-096860

	

	6.6
	S2-097413
	CR
	23.292 CR0126: Support for PS voice indicator in SCC AS
	Ericsson, ST-Ericsson
	23.292
	0126
	Rel-9
	NOTED



	6.6
	S2-096861
	CR
	23.401 CR1424: IMS Voice over PS indicator in the HSS
	Ericsson, ST-Ericsson
	23.401
	1424
	Rel-8
	Revised to S2-097239

 


Revision of S2-096861

	

	6.6
	S2-097416
	CR
	23.401 CR1424: IMS Voice over PS indicator in the HSS
	Ericsson, ST-Ericsson
	23.401
	1424
	Rel-8
	NOTED



	6.6
	S2-096862
	CR
	23.401 CR1425: IMS Voice over PS indicator in the HSS
	Ericsson, ST-Ericsson
	23.401
	1425
	Rel-9
	Revised to S2-097240

 


Revision of S2-096862

	

	6.6
	S2-097417
	CR
	23.401 CR1425: IMS Voice over PS indicator in the HSS
	Ericsson, ST-Ericsson
	23.401
	1425
	Rel-9
	NOTED



	6.6
	S2-096954
	DISCUSSION
	IMS VoIP roaming in LTE/HSPA
	Nokia Siemens Networks
	-
	-
	-
	NOTED



	6.6
	S2-096955
	CR
	23.401 CR1364R1: IMS VoIP roaming in LTE
	Nokia Siemens Networks
	23.401
	1364
	Rel-8
	 

	6.6
	S2-096956
	CR
	23.401 CR1365R1: IMS VoIP roaming in LTE
	Nokia Siemens Networks
	23.401
	1365
	Rel-9
	 

	6.6
	S2-096957
	CR
	23.060 CR1000R1: IMS VoIP roaming in HSPA
	Nokia Siemens Networks
	23.060
	1000
	Rel-8
	 

	6.6
	S2-096958
	CR
	23.060 CR1001R1: IMS VoIP roaming in HSPA
	Nokia Siemens Networks
	23.060
	1001
	Rel-9
	 

	6.6
	S2-096975
	DISCUSSION
	Further analysis of T-ADS for VoIMS Mobile Terminating Calls
	NTT DOCOMO
	-
	-
	Rel-8
	 

	6.6
	S2-097032
	CR
	23.060 CR0912R2: IMS Voice over PS supported RAT TYPE
	Nokia Siemens Networks
	23.060
	0912
	Rel-8
	 

	6.6
	S2-097033
	CR
	23.060 CR0913R2: IMS Voice over PS supported RAT TYPE
	Nokia Siemens Networks
	23.060
	0913
	Rel-9
	 

	6.6
	S2-097034
	CR
	23.401 CR1173R2: IMS Voice over PS supported RAT TYPE
	Nokia Siemens Networks
	23.401
	1173
	Rel-8
	 

	6.6
	S2-097035
	CR
	23.401 CR1174R2: IMS Voice over PS supported RAT TYPE
	Nokia Siemens Networks
	23.401
	1174
	Rel-9
	 

	6.6
	S2-097036
	CR
	23.203 CR0370R2: Notification about RAT-type change
	Nokia Siemens Networks, T-Mobile
	23.203
	0370
	Rel-7
	 

	6.6
	S2-097037
	CR
	23.203 CR0371R2: Notification about RAT-type change
	Nokia Siemens Networks, T-Mobile
	23.203
	0371
	Rel-8
	 

	6.6
	S2-097038
	CR
	23.203 CR0372R2: Notification about RAT-type change
	Nokia Siemens Networks, T-Mobile
	23.203
	0372
	Rel-9
	 

	6.6
	S2-097039
	CR
	23.203 CR0389: Enhancement for type of IP-CAN change reporting on Rx
	Nokia Siemens Networks
	23.203
	0389
	Rel-9
	 

	6.6
	S2-097040
	CR
	23.237 CR0169R2: Propagating Connectivity Access Network notfications towards T-ADS
	Nokia Siemens Networks
	23.237
	0169
	Rel-9
	 

	6.6
	S2-097041
	DISCUSSION
	RAT type with IMS PS voice support
	Nokia Siemens Networks, Nokia
	-
	-
	-
	 

	6.6
	S2-097054
	CR
	23.221 CR0098R2: 23.221 CR0098R1: Enabling LTE capability of the voice centric UE
	Samsung
	23.221
	0098
	Rel-9
	 

	6.6
	S2-097068
	CR
	23.221 CR0106: Correction to UE behaviour for IMS PS Voice only
	LG Electronics
	23.221
	0106
	Rel-8
	 

	6.6
	S2-097069
	CR
	23.221 CR0107: Correction to UE behaviour for IMS PS Voice only
	LG Electronics
	23.221
	0107
	Rel-9
	 

	6.7
	-
	-----
	Essential corrections to CSFB and SMSoSGs
	----
	-
	-
	-
	-

	6.7
	S2-096801
	CR
	23.272 CR0156: Avoiding unecessary SGs for voice centric UEs
	Samsung
	23.272
	0156
	Rel-9
	NOTED



	6.7
	S2-096984
	CR
	23.272 CR0160: Clarification on CSFB and SMS over SGs support
	Telecom Italia, Orange, Ericsson, ST-Ericsson
	23.272
	0160
	Rel-9
	Revised to S2-097377

 

	6.7
	S2-097377
	CR
	23.272 CR0160: Clarification on CSFB and SMS over SGs support
	Telecom Italia, Orange, Ericsson, ST-Ericsson
	23.272
	0160
	Rel-9
	APPROVED



	6.7
	S2-097073
	CR
	23.272 CR0167: SGs Service Request for Voice calls, O+M counters, and User Alerting/No reply timer
	Vodafone
	23.272
	0167
	Rel-8
	Revised to S2-097378

 

	6.7
	S2-097378
	CR
	23.272 CR0167: SGs Service Request for Voice calls, O+M counters, and User Alerting/No reply timer
	Vodafone
	23.272
	0167
	Rel-8
	APPROVED



	6.7
	S2-096694
	CR
	23.272 CR0153: SGs Service Request for Voice calls and User Alerting
	LG Electronics
	23.272
	0153
	Rel-9
	NOTED, some parts to be included into 7378.



	6.7
	S2-097074
	CR
	23.272 CR0168: User Alerting and Call forwarding on no reply timer
	Vodafone
	23.272
	0168
	Rel-9
	Revised to S2-097379

 


Revision of S2-097074

	

	6.7
	S2-097461
	CR
	23.272 CR0168: User Alerting and Call forwarding on no reply timer
	Vodafone
	23.272
	0168
	Rel-9
	APPROVED



	6.7
	S2-096968
	DISCUSSION
	Co-existence of ISR and SMS over SGs
	NTT DOCOMO
	-
	-
	Rel-8
	NOTED



	6.7
	S2-097076
	CR
	23.272 CR0169: ISR and SMS over SGs
	Vodafone
	23.272
	0169
	Rel-8
	Revised to S2-097373

 


Revision of S2-097076

	

	6.7
	S2-097380
	CR
	23.272 CR0169: ISR and SMS over SGs
	Vodafone
	23.272
	0169
	Rel-8
	APPROVED



	6.7
	S2-097374
	CR
	23.272 CR0169: ISR and SMS over SGs
	Vfe
	23.272
	0171
	Rel-9
	APPROVED



	6.7
	S2-096811
	CR
	23.272 CR0157: Clarification on combined attach procedure
	ZTE
	23.272
	0157
	Rel-8
	NOTED



	6.7
	S2-096812
	CR
	23.272 CR0158: Clarification on combined attach procedure
	ZTE
	23.272
	0158
	Rel-9
	NOTED



	6.7
	S2-097059
	CR
	23.272 CR0138R1: PS Bearer handling in redirection/NACC/CCO based CSFB
	Qualcomm Europe
	23.272
	0138
	Rel-8
	Revised to S2-097381

 


Revision of S2-097059

	

	6.7
	S2-097534
	CR
	23.272 CR0138R1: PS Bearer handling in redirection/NACC/CCO based CSFB
	Qualcomm Europe
	23.272
	0138
	Rel-8
	APPROVED



	6.7
	S2-097060
	CR
	23.272 CR0139R1: PS Bearer handling in redirection/NACC/CCO based CSFB
	Qualcomm Europe
	23.272
	0139
	Rel-9
	Revised to S2-097382

 


Revision of S2-097060

	

	6.7
	S2-097535
	CR
	23.272 CR0139R1: PS Bearer handling in redirection/NACC/CCO based CSFB
	Qualcomm Europe
	23.272
	0139
	Rel-9
	APPROVED



	6.7
	S2-097061
	CR
	23.221 CR0104: SMS domain selection
	Qualcomm Europe
	23.221
	0104
	Rel-8
	Revised to S2-097383

 


Revision of S2-097061

	

	6.7
	S2-097536
	CR
	23.221 CR0104: SMS domain selection
	Qualcomm Europe
	23.221
	0104
	Rel-8
	APPROVED



	6.7
	S2-097062
	CR
	23.221 CR0105: SMS domain selection
	Qualcomm Europe
	23.221
	0105
	Rel-9
	Revised to S2-097384

 


Revision of S2-097062

	

	6.7
	S2-097537
	CR
	23.221 CR0105: SMS domain selection
	Qualcomm Europe
	23.221
	0105
	Rel-9
	APPROVED



	6.7
	S2-097386
	LS Out 
	To SA1 on SMS domain selection
	Stefano
	
	
	
	Revised to S2-097538




Revision of S2-097386

	OPEN



	6.7
	S2-097063
	CR
	23.272 CR0162: Co-existence with IMS services: SMS delivery
	Qualcomm Europe
	23.272
	0162
	Rel-8
	 

	6.7
	S2-097064
	CR
	23.272 CR0163: Co-existence with IMS services: SMS delivery
	Qualcomm Europe
	23.272
	0163
	Rel-9
	 

	6.7
	S2-097065
	CR
	23.272 CR0143R1: Avoiding Unnecessary DRB establishment in Extended Service Request procedure
	Qualcomm Europe
	23.272
	0143
	Rel-9
	 

	6.7
	S2-097071
	CR
	23.272 CR0165: Correction to the CSFB to UTRAN cell
	NEC
	23.272
	0165
	Rel-8
	 

	6.7
	S2-097072
	CR
	23.272 CR0166: Correction to the CSFB to UTRAN cell
	NEC
	23.272
	0166
	Rel-9
	 

	6.7
	S2-096786
	CR
	23.272 CR0154: Correction to the CSFB figures and description related to MT call in active mode
	HTC Corporation
	23.272
	0154
	Rel-8
	NOTED, some parts may be included into 7378. 



	6.7
	S2-096787
	CR
	23.272 CR0155: Correction to the CSFB figures and description related to MT call in active mode
	HTC Corporation
	23.272
	0155
	Rel-9
	 

	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	

	7
	-
	-----
	Release 9


	----
	-
	-
	-
	-

	7.1
	-
	-----
	GPRS and EPS Emergency


	----
	-
	-
	-
	-

	7.1.1
	-
	-----
	Basic GPRS and EPS Emergency functionality
	----
	-
	-
	-
	-

	7.1
	S2-096963
	CR
	23.401 CR1436: Handling of inactivity timer at P-GW for emergency attached UEs
	Panasonic
	23.401
	1436
	Rel-9
	 

	7.1
	S2-096964
	DISCUSSION
	Discussion of inactivity timers relating to emergency attached UEs
	Panasonic
	-
	-
	-
	 

	7.1
	S2-096965
	CR
	23.401 CR1437: Definition for emergency attached UE
	Panasonic
	23.401
	1437
	Rel-9
	 

	7.1.1
	S2-096467
	LS In
	LS from RAN WG3: LS response on MME Detection of End of IMS Emergency Call
	RAN WG3 (R3-091453)
	-
	-
	Rel-9
	Postponed from meeting #75E (S2-096369). 

	7.1.1
	S2-096480
	LS In
	LS from RAN WG2: Reply LS on Emergency Call Support Indication on BCCH
	RAN WG2 (R2-095303)
	-
	-
	-
	Postponed from meeting #75 (S2-095706)

	7.1.1
	S2-096484
	LS In
	LS from CT WG1: Reply LS on Emergency Call Support Indication on BCCH
	CT WG1 (C1-093802)
	-
	-
	-
	Postponed from meeting #75 (S2-095721)

	7.1.1
	S2-096487
	LS In
	LS from RAN WG2: LS on Emergency Call Support for UE in normal service mode
	RAN WG2 (R2-095337)
	-
	-
	-
	Postponed from meeting #75 (S2-095784)

	7.1.1
	S2-096494
	LS In
	LS from RAN WG3: LS response on IMS Emergency Calls
	RAN WG3 (R3-092155)
	-
	-
	-
	Postponed from meeting #75 (S2-095892)

	7.1.1
	S2-096506
	LS In
	LS from CT WG1: LS on Emergency Call Support for UE in normal service mode
	CT WG1 (C1-094774)
	-
	-
	Rel-9
	 

	7.1.1
	S2-096507
	LS In
	LS from CT WG1: LS on Emergency Call Support Indication on BCCH
	CT WG1 (C1-094773)
	-
	-
	Rel-9
	 

	7.1.1
	S2-096509
	LS In
	LS from CT WG3: LS on IMEI use in SR-VCC Emergency
	CT WG3 (C3-091523)
	-
	-
	Rel-9
	 

	7.1.1
	S2-096596
	CR
	23.060 CR1013: Handling of Location Update Failure for Emergency Attach
	ZTE
	23.060
	1013
	Rel-9
	 

	7.1.1
	S2-096621
	CR
	23.401 CR1341R2: ISR is not activated for emergency attached UE
	CATT
	23.401
	1341
	Rel-9
	Revision also provided in S2-096945

	7.1.1
	S2-096622
	CR
	23.401 CR1394: No ISR for Limited Service State UE with ongoing Emergency Bearer Service
	CATT
	23.401
	1394
	Rel-9
	 

	7.1.1
	S2-096623
	CR
	23.401 CR1395: The MME capability for supporting IMS emergency services in the same PLMN
	CATT
	23.401
	1395
	Rel-9
	 

	7.1.1
	S2-096632
	CR
	23.401 CR1401: Clarify the IP address allocation for emergency services
	ZTE
	23.401
	1401
	Rel-9
	 

	7.1.1
	S2-096633
	CR
	23.401 CR1402: TAU procedure for the UE with emergency bearers
	ZTE
	23.401
	1402
	Rel-9
	 

	7.1.1
	S2-096634
	CR
	23.060 CR1014: RAU procedure for the MS with emergency bearers
	ZTE
	23.060
	1014
	Rel-9
	 

	7.1.1
	S2-096646
	CR
	23.060 CR1034: PDN GW ID selection and PGW/APN pair storage for UEs requesting PDP context activation for emergency service
	Samsung
	23.060
	1034
	Rel-9
	 

	7.1.1
	S2-096659
	CR
	23.060 CR1016: Clarification on SGSN-initiated detach
	Huawei
	23.060
	1016
	Rel-9
	 

	7.1.1
	S2-096660
	CR
	23.401 CR1407: Clarification about EMM-REGISTER state for emergency attached UE
	Huawei
	23.401
	1407
	Rel-9
	 

	7.1.1
	S2-096661
	CR
	23.402 CR0834: Clarification how to release the non-EMC bearers in the handover from E-UTRAN to HRPD
	Huawei
	23.402
	0834
	Rel-9
	 

	7.1.1
	S2-096662
	CR
	23.401 CR1322R1: Avoid overload impact to PS EMC call-back service
	Huawei
	23.401
	1322
	Rel-9
	 

	7.1.1
	S2-096702
	CR
	23.402 CR0835: Scope of IMS Emergency Session Support for 23.402
	Motorola, Ericsson, ST-Ericsson, NEC, Alcatel-Lucent
	23.402
	0835
	Rel-9
	 

	7.1.1
	S2-096813
	CR
	23.401 CR1419: Alignment on statement of PDN GW selection
	ZTE
	23.401
	1419
	Rel-9
	 

	7.1.1
	S2-096814
	CR
	23.401 CR1420: Clarification on HO if target MME does not support EMC
	ZTE
	23.401
	1420
	Rel-9
	 

	7.1.1
	S2-096815
	CR
	23.401 CR1421: Clarification on emergency attach rejection
	ZTE
	23.401
	1421
	Rel-9
	 

	7.1.1
	S2-096821
	CR
	23.401 CR1351R1: RRC connection for EMC service
	Huawei, Ericsson, Alcatel-Lucent
	23.401
	1351
	Rel-9
	 

	7.1.1
	S2-096822
	CR
	23.060 CR1021: RRC connection for EMC service
	Huawei, Ericsson, Alcatel-Lucent
	23.060
	1021
	Rel-9
	 

	7.1.1
	S2-096945
	CR
	23.401 CR1341R3: ISR is not activated for emergency attached UE
	Ericsson, ST-Ericsson
	23.401
	1341
	Rel-9
	Revision also provided in S2-096621

	7.1.1
	S2-096946
	CR
	23.401 CR1434: Emergency indicator in Forward Relocation Request
	Ericsson, ST-Ericsson
	23.401
	1434
	Rel-9
	 

	7.1.1
	S2-096947
	CR
	23.060 CR1032: Emergency indicator in Forward Relocation Request
	Ericsson, ST-Ericsson
	23.060
	1032
	Rel-9
	 

	7.1.2
	-
	-----
	SR-VCC for Emergency
--- Handled in IMS SWG---
	----
	-
	-
	-
	-

	7.1.3
	-
	-----
	Location Continuity for IMS Emergency
	----
	-
	-
	-
	-

	7.2
	-
	-----
	LCS for EPS
	----
	-
	-
	-
	-

	7.2
	S2-096469
	LS In
	LS from RAN WG1: LS on Framework for OTDOA Positioning in LTE
	RAN WG1 (R1-092281)
	-
	-
	-
	NOTED



	 7.2
	S2-096713
	[CR]
	23.271 CR0369: Removing LCS control plane and IMS emergency for EPS
	Motorola
	23.271
	0369
	Rel-7
	Revised to S2-096981




Revision of S2-096713

	


Revision of S2-096981

	OPEN



	 7.2
	S2-096714
	[CR]
	23.271 CR0370: Removing LCS control plane and IMS emergency for EPS
	Motorola
	23.271
	0370
	Rel-8
	Revised to S2-096982




Revision of S2-096714

	


Revision of S2-096982

	OPEN



	7.2
	S2-096462
	LS In
	LS from CT WG1: Reply LS on Transport and storage of capabilities for UE positioning
	CT WG1 (C1-094472)
	-
	-
	Rel-9
	Open. 

	7.2
	S2-096712
	LS OUT
	Draft LS reply on Transport and storage of capabilities for UE positioning
	Motorola
	-
	-
	Rel-9
	

	7.2
	S2-096464
	LS In
	LS from RAN WG2: LS on Transport and storage of capabilities for UE positioning
	RAN WG2 (R2-095338)
	-
	-
	Rel-9
	Postponed from meeting #75E (S2-096151). 

	7.2
	S2-096491
	LS In
	LS from CT WG3: Reply LS on 3GPP2 User location parameter availability in the P-GW for charging purpose
	CT WG3 (C3-091131)
	-
	-
	-
	Postponed from meeting #75 (S2-095797)

	7.2
	S2-096512
	LS In
	LS from RAN WG2: LS on Use cases for cell change indication from MME to E-SMLC
	RAN WG2 (R2-096257)
	-
	-
	Rel-9
	 

	7.2
	S2-096746
	CR
	23.271 CR0371: E-SMLC update on intra-MME handover
	Andrew Corporation
	23.271
	0371
	Rel-9
	 

	7.2
	S2-096747
	DISCUSSION
	Use cases for E-SMLC by MME on intra-MME handover
	Andrew Corporation
	-
	-
	Rel-9
	 

	7.2
	S2-096827
	DISCUSSION
	MME routing LCS messages
	Alcatel-Lucent
	-
	-
	Rel-9
	 

	7.2
	S2-096828
	CR
	23.271 CR0364R1: MME routing LCS messages
	Alcatel-Lucent
	23.271
	0364
	Rel-9
	CR Cover sheet contains revision marks! 

	7.2
	S2-096829
	DISCUSSION
	E-SMLC cell id discussion
	Alcatel-Lucent
	-
	-
	Rel-9
	 

	7.2
	S2-096830
	LS OUT
	Draft LS on Use cases for cell change indication from MME to E-SMLC
	Alcatel-Lucent
	-
	-
	Rel-9
	To: RAN WG2, RAN WG3, CT WG4 CC: CT WG1

	7.2
	S2-096831
	CR
	23.271 CR0372: Include serving cell id in Location Requests
	Alcatel-Lucent
	23.271
	0372
	Rel-9
	CR Cover sheet contains revision marks! 

	7.2
	S2-096832
	CR
	23.271 CR0373: MME exception handling for intra-MME HO
	Alcatel-Lucent
	23.271
	0373
	Rel-9
	CR Cover sheet contains revision marks! 

	7.2
	S2-096938
	CR
	23.271 CR0374: Change ENodeB Id to Cell Id
	Ericsson, ST-Ericsson
	23.271
	0374
	Rel-9
	 

	7.2
	S2-097010
	DISCUSSION
	Way forward for LCS positioning capability notification
	NTT DOCOMO
	-
	-
	-
	 

	7.2
	S2-097080
	LS In
	LS from RAN WG2: LS on feasibility of reliable transmission of LPP message
	RAN WG2 (R2-097372)
	-
	-
	Rel-9
	 

	7.3
	-
	-----
	MBMS in EPS
	----
	-
	-
	-
	-

	7.3
	S2-096465
	LS In
	LS from RAN WG3: LS on eMBMS Entity to decide the multiplexing of services
	RAN WG3 (R3-092145)
	-
	-
	Rel-9
	Postponed from meeting #75E (S2-096215). 

	7.3
	S2-096488
	LS In
	LS from RAN WG2: Reply to LS Request for Information on MBMS and PSS (S4-090570 / R2-093667)
	RAN WG2 (R2-095350)
	-
	-
	-
	Postponed from meeting #75 (S2-095787)

	7.3
	S2-096493
	LS In
	LS from RAN WG3: Reply LS on MBMS Content Transfer to UTRAN and E-UTRAN on a same MBMS Bearer Service
	RAN WG3 (R3-092147)
	-
	-
	-
	Postponed from meeting #75 (S2-095891)

	7.3
	S2-096701
	LS OUT
	[DRAFT] Reply LS on eMBMS Entity to decide the multiplexing of services
	Motorola
	-
	-
	Rel-9
	To: RAN WG3

	7.3
	S2-096796
	DISCUSSION
	On eMBMS statistical multiplexing
	Alcatel-Lucent
	-
	-
	-
	 

	7.3
	S2-096797
	LS OUT
	[DRAFT] Reply LS on eMBMS Entity to decide the multiplexing of services
	Alcatel-Lucent
	-
	-
	-
	To: RAN WG3. Attachments: Agreed S2-09xxxx on eMBMS Multiplexing

	7.3
	S2-096798
	CR
	23.246 CR0259: Add description of eMBMS statistical multiplexing
	Alcatel-Lucent
	23.246
	0259
	Rel-9
	 

	7.3
	S2-096500
	LS In
	LS from RAN WG3: Alteration of RAN WG3 Agreement on Application of SYNC PDU TYPE2 for LTE MBMS
	RAN WG3 (R3-092649)
	-
	-
	Rel-9
	 

	7.3
	S2-096511
	[LS In]
	LS from RAN WG2: MBMS flow shaping and buffering
	RAN WG2 (R2-095354)
	-
	-
	Rel-9
	WITHDRAWN: Handled at S2-75E (S2-096214)

	7.3
	S2-096514
	LS In
	LS from RAN WG3: LS on the MBMS Service Area Filtering in MME
	RAN WG3 (R3-092652)
	-
	-
	Rel-9
	 

	7.3
	S2-096516
	LS In
	LS from RAN WG3: Reply LS on MBMS Bearer Admission Control
	RAN WG3 (R3-092662)
	-
	-
	Rel-9
	 

	7.4
	-
	-----
	E-H(e)NB
	----
	-
	-
	-
	-

	7.4.1
	-
	-----
	Basic and hybrid CSG access control
	----
	-
	-
	-
	-

	7.4.1
	S2-096624
	CR
	23.203 CR0381: Modification of CSG based charging
	CATT
	23.203
	0381
	Rel-9
	Revised to S2-097473



	7.4.1
	S2-097473
	CR
	23.203 CR0381: Modification of CSG based charging
	CATT
	23.203
	0381
	Rel-9
	APPROVED



	7.4.1
	S2-096625
	CR
	23.401 CR1396: Clarification for informing PGW about ULI and CSG info
	CATT
	23.401
	1396
	Rel-9
	Revised to S2-097368

 

	7.4.1
	S2-097368
	CR
	23.401 CR1396: Clarification for informing PGW about ULI and CSG info
	CATT
	23.401
	1396
	Rel-9
	APPROVED



	7.4.1
	S2-096663
	CR
	23.401 CR1408: Include the Operator CSG list in the UE
	Huawei, Qualcomm Europe, Telecom Italia
	23.401
	1408
	Rel-9
	Revised to S2-097303

 


Revision of S2-096663

	

	7.4.1
	S2-097369
	CR
	23.401 CR1408: Include the Operator CSG list in the UE
	Huawei, Qualcomm Europe, Telecom Italia
	23.401
	1408
	Rel-9
	APPROVED



	7.4.1
	S2-096706
	DISCUSSION
	Handling CSG ID Expiration when eNB may initiate a HO
	Motorola
	-
	-
	Rel-9
	NOTED



	7.4.1
	S2-096707
	CR
	23.401 CR1412: Handling CSG ID Expiration when eNB may initiate a HO
	Motorola
	23.401
	1412
	Rel-9
	NOTED



	7.4.1
	S2-096715
	CR
	23.002 CR0217: Include the Operator CSG list in the Uh reference point
	Qualcomm Europe, Huawei, Telecom Italia
	23.002
	0217
	Rel-9
	APPROVED



	7.4.1
	S2-096716
	CR
	23.060 CR1018: Include the Operator CSG list in the UE
	Qualcomm Europe, Huawei, Telecom Italia
	23.060
	1018
	Rel-9
	Revised to S2-097241

 


Revision of S2-096716

	

	7.4.1
	S2-097370
	CR
	23.060 CR1018: Include the Operator CSG list in the UE
	Qualcomm Europe, Huawei, Telecom Italia
	23.060
	1018
	Rel-9
	APPROVED



	7.4.1
	S2-096799
	CR
	23.401 CR1415: Alignment of CSG usage for eNB
	Alcatel-Lucent
	23.401
	1415
	Rel-9
	NOTED



	7.4.1
	S2-096961
	CR
	23.401 CR1435: Cleanup of CSG based charging
	ZTE
	23.401
	1435
	Rel-9
	NOTED



	7.4.1
	S2-096962
	CR
	23.060 CR1033: Cleanup of CSG based charging
	ZTE
	23.060
	1033
	Rel-9
	NOTED



	7.4.2
	-
	-----
	Inbound mobility in connected mode
	----
	-
	-
	-
	-

	7.4.2
	S2-096597
	CR
	23.401 CR1382: Access control in handover to CSG cells
	Panasonic
	23.401
	1382
	Rel-9
	Revised to S2-097359

 


Revision of S2-096597

	

	7.4.2
	S2-097372
	CR
	23.401 CR1382: Access control in handover to CSG cells
	Panasonic
	23.401
	1382
	Rel-9
	APPROVED



	7.4.2
	S2-096639
	CR
	23.401 CR1403: CSG membership indicating for HO procedure
	ZTE
	23.401
	1403
	Rel-9
	WITHDRAWN



	7.4.2
	S2-096640
	CR
	23.060 CR1015: CSG membership indicating for HO procedure
	ZTE
	23.060
	1015
	Rel-9
	WITHDRAWN



	7.4.2
	S2-096717
	CR
	23.060 CR1019: Inbound mobility to a CSG or hybrid cell
	Qualcomm Europe
	23.060
	1019
	Rel-9
	Revised to S2-097360

 


Revision of S2-096717

	

	7.4.2
	S2-097375
	CR
	23.060 CR1019: Inbound mobility to a CSG or hybrid cell
	Qualcomm Europe
	23.060
	1019
	Rel-9
	APPROVED



	7.4.2
	S2-096809
	CR
	23.401 CR1418: Access control in handover to CSG cells
	Panasonic
	23.401
	1418
	Rel-9
	Revised to S2-097376

 

	7.4.2
	S2-097376
	CR
	23.401 CR1418: Access control in handover to CSG cells
	Panasonic
	23.401
	1418
	Rel-9
	APPROVED



	7.4.2
	S2-096972
	[CR]
	 
	LG Electronics
	23.401
	1438
	Rel-9
	WITHDRAWN



	7.4.3
	-
	-----
	Support for ETWS and PWS
	----
	-
	-
	-
	-

	7.5
	-
	-----
	Other Release-9 issues
	----
	-
	-
	-
	-

	7.5.1
	-
	-----
	Clean-up of 23.401 (TEI9)
	----
	-
	-
	-
	-

	7.5.1
	S2-096515
	LS In
	LS from RAN WG3: LS on Transfer of IRAT Load Balancing Information via Core Network
	RAN WG3 (R3-092655)
	-
	-
	Rel-9
	Revised to S2-097475

 


Revision of S2-096515

	OPEN



	7.5.1
	S2-096498
	LS In
	LS from CT WG4: LS on Optimized load balancing within EPC
	CT WG4 (C4-093403)
	-
	-
	Rel-9
	 

	7.5.1
	S2-097199
	LS IN
	UE indications for selective camping
	CT1
	
	
	
	.

	7.5.1
	S2-097053
	DISCUSSION
	UE information for RFSP facilitated selective camping to enhance user CSFB experience
	Research in Motion
	-
	-
	-
	 

	7.5.1
	S2-096568
	CR
	23.401 CR1381: Clarification on TEID usage
	LG Electronics
	23.401
	1381
	Rel-9
	 

	7.5.1
	S2-096626
	CR
	23.401 CR1397: Deactivate non-accepted bearer in TAU/RAU procedure
	CATT
	23.401
	1397
	Rel-9
	 

	7.5.1
	S2-096627
	CR
	23.401 CR1398: Clarify EPS bearer status in the TAU procedure
	CATT
	23.401
	1398
	Rel-9
	 

	7.5.1
	S2-096664
	CR
	23.401 CR1409: ISR activated indication in the Modify Bearer Request message
	Huawei
	23.401
	1409
	Rel-9
	 

	7.5.1
	S2-097066
	CR
	23.401 CR1446: Reducing air interface paging for network triggered service request when ISR is active
	Qualcomm Europe
	23.401
	1446
	Rel-9
	 

	7.5.2
	-
	-----
	Clean-up of 23.060 (TEI9)
	----
	-
	-
	-
	-

	7.5.2
	S2-096665
	CR
	23.060 CR1017: ISR activated indication in the Modify Bearer Request message
	Huawei
	23.060
	1017
	Rel-9
	 

	7.5.2
	S2-096788
	[CR]
	 
	ZTE
	23.060
	1020
	Rel-9
	WITHDRAWN

	7.5.2
	S2-096790
	P-CR
	Allocate different IPv6 prefix length
	China Mobile
	-
	-
	Rel-9
	 

	7.5.2
	S2-096920
	CR
	23.060 CR1029: Enhanced ARP
	Ericsson, ST-Ericsson
	23.060
	1029
	Rel-9
	 

	7.5.2
	S2-097067
	CR
	23.060 CR1038: P-TMSI signature with GPRS Attach using GUTI
	Qualcomm Europe
	23.060
	1038
	Rel-9
	 

	7.5.2
	S2-097075
	CR
	23.236 CR0037R1: IDNNS setting following LTE to UTRAN change
	Vodafone
	23.236
	0037
	Rel-9
	 

	7.5.3
	-
	-----
	Clean-up of 23.402 (TEI9)
	----
	-
	-
	-
	-

	7.5.3
	S2-096872
	CR
	23.402 CR0839: Correction of ePDG Selection
	Panasonic
	23.402
	0839
	Rel-9
	 

	7.5.4
	-
	-----
	Other Rel-9 clean-up (eANDSF, MUPSAP, TEI9, etc…)
	----
	-
	-
	-
	-

	7.5.4
	S2-096497
	LS In
	LS from CT WG4: Reply LS on Round-Trip-Delay information between eNB and the UE
	CT WG4 (C4-093223)
	-
	-
	Rel-9
	NOTED



	7.5.4
	S2-096519
	LS In
	LS from SA WG5: LS on H-ANDSF and UDC Modeling Request
	SA WG5 (S5-093522)
	-
	-
	Rel-9
	NOTED



	7.5.4
	S2-097192
	LS In
	LS on Support for Dual Receiver 1xCSFB
	RAN2
	
	
	Rel-9
	NOTED



	7.5.4
	S2-097191
	CR
	23.272 CR: Supporting dual-rx 1xCSFB terminals
	Ericsson
	23.272
	0170
	Rel-9
	Revised to S2-097424




Revision of S2-097191

	

	7.5.4
	S2-097462
	CR
	23.272 CR: Supporting dual-rx 1xCSFB terminals
	Ericsson
	23.272
	0170
	Rel-9
	NOTED, technically correct from PP persepctive, but not validated from PP2 persepctive. Attached to LS in 7545.



	7.5.4
	S2-097539
	LS Out
	On dual receivers to TSG-RAN
	Shabnam
	
	
	
	Revised to S2-097545



	7.5.4
	S2-097545
	LS Out
	On dual receivers to TSG-RAN
	Shabnam
	
	
	
	APPROVED



	7.5.4
	S2-096569
	CR
	23.272 CR0152: Optimisation of CLI screening in Idle mode
	LG Electronics
	23.272
	0152
	Rel-9
	NOTED



	7.5.4
	S2-096848
	CR
	23.272 CR0159: Switch off detach by pre-registered 1xCSFB UE
	Motorola, KDDI
	23.272
	0159
	Rel-9
	Revised to S2-097425

 

	7.5.4
	S2-097425
	CR
	23.272 CR0159: Switch off detach by pre-registered 1xCSFB UE
	Motorola, KDDI
	23.272
	0159
	Rel-9
	APPROVED



	7.5.4
	S2-097003
	CR
	23.272 CR0161: CS Fallback for MO-LR in Rel9
	NTT DOCOMO
	23.272
	0161
	Rel-9
	Revised to S2-097426




Revision of S2-097003

	

	7.5.4
	S2-097540
	CR
	23.272 CR0161: CS Fallback for MO-LR in Rel9
	NTT DOCOMO
	23.272
	0161
	Rel-9
	APPROVED



	7.5.4
	S2-097004
	CR
	23.401 CR1439: Capability notification for CS Fallback selection for LCS MO-LR
	NTT DOCOMO
	23.401
	1439
	Rel-9
	Revised to S2-097427




Revision of S2-097004

	

	7.5.4
	S2-097541
	CR
	23.401 CR1439: Capability notification for CS Fallback selection for LCS MO-LR
	NTT DOCOMO
	23.401
	1439
	Rel-9
	APPROVED



	7.5.4
	S2-097005
	CR
	23.060 CR1035: Capability notification for CS Fallback selection for LCS MO-LR
	NTT DOCOMO
	23.060
	1035
	Rel-9
	Revised to S2-097428

 

	7.5.4
	S2-097428
	CR
	23.060 CR1035: Capability notification for CS Fallback selection for LCS MO-LR
	NTT DOCOMO
	23.060
	1035
	Rel-9
	WITHDRAWN



	7.5.4
	S2-097471
	LS Out
	LS Out to CT WGs on MO-LR location indication encoding
	Katsutoshi
	
	
	
	OPEN



	7.5.4
	S2-097070
	CR
	23.272 CR0164: On usage of 'CSFB not preferred' when MME is aware of UE's Voice Domain Preference and Usage Setting
	LG Electronics
	23.272
	0164
	Rel-9
	NOTED



	7.5.4
	S2-096481
	LS In
	LS from CT WG4: LS on ANDSF and UDC
	CT WG4 (C4-092563)
	-
	-
	-
	NOTED



	7.5.4
	S2-096843
	LS OUT
	LS on ANDSF Rel-9 assumptions
	Motorola
	-
	-
	Rel-9
	Revised to S2-097429




Revision of S2-096843

	

	7.5.4
	S2-097463
	LS OUT
	LS on ANDSF Rel-9 assumptions
	Motorola
	-
	-
	Rel-9
	APPROVED



	7.5.4
	S2-096483
	LS In
	LS from CT WG1: Reply LS on EPC and access network selection in ANDSF specifications
	CT WG1 (C1-093636)
	-
	-
	-
	NOTED



	7.5.4
	S2-096513
	LS In
	LS from RAN WG2: LS on PLMN re-selection and duplication detection for ETWS and CMAS
	RAN WG2 (R2-096291)
	-
	-
	Rel-8
	NOTED



	7.5.4
	S2-097210
	LS In
	LS on GTT-IP interworking with PSTN
	CT3
	
	
	Rel-9
	NOTED



	7.5.4
	S2-096681
	CR
	23.226 CR0005: Correction to introduce interworking and emergency services aspects of GTT-IP
	Alcatel-lucent
	23.226
	0005
	Rel-9
	Revised to S2-097371

 


Revision of S2-096681

	

	7.5.4
	S2-097430
	CR
	23.226 CR0005: Correction to introduce interworking and emergency services aspects of GTT-IP
	Alcatel-lucent
	23.226
	0005
	Rel-9
	APPROVED



	7.5.4
	S2-096849
	CR
	23.203 CR0383: BBERF provides Subscribed APN-AMBR to the PCRF
	Motorola
	23.203
	0383
	Rel-9
	Revised to S2-097431

 

	7.5.4
	S2-097431
	CR
	23.203 CR0383: BBERF provides Subscribed APN-AMBR to the PCRF
	Motorola
	23.203
	0383
	Rel-9
	APPROVED



	7.5.4
	S2-096866
	CR
	23.216 CR0124: Removal of incorrect statement about MM Context
	Ericsson, ST-Ericsson
	23.216
	0124
	Rel-9
	APPROVED



	7.5.4
	S2-096499
	LS In
	LS from CT WG4: LS on ANDSF subscription data and UDC
	CT WG4 (C4-093405)
	-
	-
	Rel-9
	NOTED



	7.5.4
	S2-096943
	CR
	23.221 CR0103: UE behaviour when configured with 'IMS PS Voice only' setting
	Ericsson, ST-Ericsson
	23.221
	0103
	Rel-9
	Revised to S2-097432

 


Revision of S2-096943

	


Revision of S2-097432

	

	7.5.4
	S2-097546
	CR
	23.221 CR0103: UE behaviour when configured with 'IMS PS Voice only' setting
	Ericsson, ST-Ericsson
	23.221
	0103
	Rel-9
	APPROVED



	8
	-
	-----
	IMS SWG
	----
	-
	-
	-
	-

	8
	S2-097100
	---
	IMS SWG report
	
	
	
	
	APPROVED



	9
	-
	-----
	Release-10
	----
	-
	-
	-
	-

	
	
	
	----- LTE Relays ----
	
	
	
	
	

	9
	S2-096486
	LS In
	LS from RAN WG2, RAN WG3: LS on Relay Architecture Aspects
	RAN WG2, RAN3 (R2-095331)
	-
	-
	-
	Response in S2-097443

	9
	S2-097195
	LS In
	LS from CT1 on Relays
	CT1
	
	
	
	NOTED



	9
	S2-096559
	LS In
	LS from RAN WG2: Reply LS to SA WG3 on security aspects on Relay-node type 1
	RAN WG2 (R2-096287)
	-
	-
	Rel-10
	NOTED



	9
	S2-096650
	DISCUSSION
	EPC impact for different Relay architecture
	Huawei
	-
	-
	-
	NOTED



	9
	S2-096719
	DISCUSSION
	Relay Architecture Aspects
	Qualcomm Europe
	-
	-
	-
	NOTED



	9
	S2-096720
	LS OUT
	[Draft] Reply LS on Relay Architecture Aspects
	Qualcomm Europe
	-
	-
	-
	NOTED



	9
	S2-096826
	LS OUT
	[DRAFT] Reply LS on Relay Architecture Aspects
	Huawei
	-
	-
	-
	NOTED



	9
	S2-096948
	LS OUT
	(Proposal for LS on) Relay Architecture Aspects
	Ericsson, ST-Ericsson
	-
	-
	-
	NOTED



	9
	S2-097443
	LS OUT
	On relays
	Irfan
	-
	-
	-
	Revised to S2-097544



	9
	S2-097544
	LS OUT
	On relays
	Irfan
	-
	-
	-
	APPROVED



	
	
	
	
	
	
	
	
	

	9.1
	-
	-----
	LIPA and SIPTO
	----
	-
	-
	-
	-

	9.1
	S2-096780
	TR
	TR 23.928 'Local IP Access and Selected IP Traffic Offload' v0.2.1
	Huawei (rapporteur)
	-
	-
	-
	NOTED as the input reference version of the TR.



	9.1
	S2-096959
	P-CR
	Multicast support with LIPA
	Telecom Italia
	23.829
	-
	Rel-10
	Revised to S2-097232

 


Revision of S2-096959

	

	9.1
	S2-097464
	P-CR
	Multicast support with LIPA
	Telecom Italia
	23.829
	-
	Rel-10
	APPROVED



	9.1
	S2-096643
	P-CR
	SIPTO Activation Considerations
	Samsung
	23.829
	-
	-
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	S2-096894
	P-CR
	Handover Candidate Enquire Procedures (GSM) of Serving Node Selection Function
	China Mobile, Huawei
	23.823
	-
	-
	 

	9.9
	S2-096895
	P-CR
	BSS Initiated Confusion Procedures of Serving Node Selection Function
	China Mobile, Huawei
	23.823
	-
	-
	 

	9.9
	S2-096896
	P-CR
	CN Initiated Confusion Procedures (GSM) of Serving Node Selection Function
	China Mobile, Huawei
	23.823
	-
	-
	 

	9.9
	S2-096897
	P-CR
	BSS Initiated Load Indication Procedures of Serving Node Selection Function
	China Mobile, Huawei
	23.823
	-
	-
	 

	9.9
	S2-096898
	P-CR
	CN Initiated Load Indication Procedures (GSM) of Serving Node Selection Function
	China Mobile, Huawei
	23.823
	-
	-
	 

	9.9
	S2-096899
	P-CR
	BSS Initiated Connectionless Information Transfer Procedures of Serving Node Selection Function
	China Mobile, Huawei
	23.823
	-
	-
	 

	9.9
	S2-096900
	P-CR
	CN Initiated Connectionless Information Transfer Procedures (GSM) of Serving Node Selection Function
	China Mobile, Huawei
	23.823
	-
	-
	 

	9.9
	S2-096992
	P-CR
	Handling of block, unblock, GroupBlock and GroupUnBlock
	ZTE
	23.823
	-
	-
	 

	9.9
	S2-096993
	P-CR
	co-existence of deploying NNSF in BSC/RNC nodes and above BSC/RNC nodes
	ZTE
	23.823
	-
	-
	 

	9.9
	S2-096994
	P-CR
	Global-CN-ID in A/Gb mode
	ZTE
	23.823
	-
	-
	 

	9.9
	S2-096995
	P-CR
	Handling of handover
	ZTE
	23.823
	-
	-
	 

	9.9
	S2-096996
	P-CR
	Re-use of A-Interface TDM circuits
	ZTE
	23.823
	-
	-
	 

	9.9
	S2-096997
	P-CR
	Paging with IMSI when RNC connects with multiple Intermediary Nodes
	ZTE
	23.823
	-
	-
	 

	9.9
	S2-096998
	P-CR
	Mobile Originating Call Set-up
	ZTE
	23.823
	-
	-
	 

	9.9
	S2-096999
	P-CR
	Mobile Terminating Call Set-up
	ZTE
	23.823
	-
	-
	 

	9.10
	-
	-----
	FS on MAPIM
	----
	-
	-
	-
	-

	
	
	
	
	
	
	
	
	

	9.11
	-
	-----
	Study on Policy Solutions 
	----
	-
	-
	-
	-

	9.11
	S2-096601
	TR
	TR 23.813
	AT&T
	-
	-
	-
	NOTED

To be used as the input reference version.



	9.11
	S2-096603
	DISCUSSON
	Update of the WID
	AT&T
	
	
	
	NOTED



	9.11
	S2-096602
	WID
	WID update
	AT&T
	
	
	
	Revised to S2-097361




Revision of S2-096602

	OPEN



	9.11
	S2-096604
	DISCUSSION
	Use of UDC in Policy Architecture
	AT&T
	-
	-
	-
	NOTED



	9.11
	S2-096608
	LS OUT
	[draft] LS on PCC and UDC
	AT&T
	-
	-
	-
	Revised to S2-097363




Revision of S2-096608

	OPEN



	9.11
	S2-096924
	P-CR
	SPR part of 3GPP UDC architecture
	Ericsson, ST-Ericsson
	23.813
	-
	Rel-10
	Revised to S2-097362

 


Revision of S2-096924

	OPEN



	9.11
	S2-096677
	P-CR
	New interface between Policy decision-maker and policy related database
	Huawei
	23.813
	-
	Rel-10
	Revised to S2-097300

 

	9.11
	S2-097300
	P-CR
	New interface between Policy decision-maker and policy related database
	Huawei
	23.813
	-
	Rel-10
	NOTED, some parts to be merged into 7362.



	9.11
	S2-096678
	P-CR
	QoS and gating control based on spending limits, usage caps, etc
	Huawei
	23.813
	-
	Rel-10
	Revised to S2-097301

 

	9.11
	S2-097301
	P-CR
	QoS and gating control based on spending limits, usage caps, etc
	Huawei
	23.813
	-
	Rel-10
	NOTED, variation proposed here is to be included in 7364.



	9.11
	S2-096921
	P-CR
	Proposal for a new reference point between the PCRF and the OCS
	Ericsson, ST-Ericsson
	23.813
	-
	Rel-10
	Revised to S2-097364

 


Revision of S2-096921

	OPEN



	9.11
	S2-097017
	P-CR
	Configuration based solution for key issue 3
	Nokia Siemens Networks
	23.813
	-
	Rel-10
	Revised to S2-097365

 

	9.11
	S2-097365
	P-CR
	Configuration based solution for key issue 3
	Nokia Siemens Networks
	23.813
	-
	Rel-10
	APPROVED



	9.11
	S2-097018
	P-CR
	Details for alternative solution 1 of key issue 4
	Nokia Siemens Networks
	23.813
	-
	Rel-10
	Revised to S2-097366

 


Revision of S2-097018

	OPEN



	9.11
	S2-096728
	P-CR
	Architecture proposal for service awareness
	Qualcomm Europe
	23.813
	-
	Rel-10
	NOTED, figures to be included in 7366.



	9.11
	S2-096727
	P-CR
	Architecture and Flow for sponsored connectivity key issue
	Qualcomm Europe
	23.813
	-
	Rel-10
	Revised to S2-097367

 


Revision of S2-096727

	OPEN



	9.11
	S2-097016
	P-CR
	Configuration based solution for key issue 1
	Nokia Siemens Networks
	23.813
	-
	Rel-10
	 

	9.11
	S2-096609
	P-CR
	Clarification about conclusions of key issues
	AT&T
	23.813
	-
	-
	 

	9.11
	S2-096784
	P-CR
	Policy decision based on network resource utilization
	China Mobile
	23.813
	-
	-
	 

	9.11
	S2-096738
	P-CR
	Session media and codec policies
	Research in Motion
	23.813
	-
	-
	 

	9.11
	S2-096605
	P-CR
	Service Based Traffic Steering
	AT&T
	23.813
	-
	-
	 

	9.11
	S2-096606
	P-CR
	Extending of Policy Architecture to handle transactional services
	AT&T
	23.813
	-
	-
	 

	9.11
	S2-096607
	P-CR
	Policy based selection of service delivery network
	AT&T
	23.813
	-
	-
	 

	9.11
	S2-096645
	P-CR
	Mobile Terminated IP Services
	Samsung
	23.813
	-
	-
	 

	9.11
	S2-096676
	P-CR
	New mechanism for detection and report of applications to PCRF
	Huawei
	23.813
	-
	Rel-10
	Revised to S2-097299

 

	9.11
	S2-097299
	P-CR
	New mechanism for detection and report of applications to PCRF
	Huawei
	23.813
	-
	Rel-10
	NOTED



	9.11
	S2-096679
	P-CR
	Providing consistent user experience across access networks
	Huawei
	23.813
	-
	Rel-10
	 

	9.11
	S2-096680
	P-CR
	Integration of policy with inter UE transfers
	Huawei
	23.813
	-
	Rel-10
	 

	9.11
	S2-096789
	P-CR
	The enhancement for the access network information from ANDSF to UE
	ZTE
	-
	-
	Rel-10
	 

	9.11
	S2-097085
	P-CR
	Policy control based on groups of subscriber
	ZTE
	23.813
	-
	Rel-10
	 LATE REQUEST: LATE DOC: Rx 10/11, 10:20

	9.12
	-
	-----
	Study on Ipv6 migration 
	----
	-
	-
	-
	-

	9.12
	S2-096792
	P-CR
	Reference version of TR 23.975 v 0.1.1
	China Mobile
	23.975
	-
	Rel-10
	NOTED. Correctly implemented, but needs restructuring according to discussions ( 7435. 



	9.12
	S2-097435
	P-CR
	Restructured reference version v0.1.2
	Editor
	23.975
	
	Rel-10
	Open.

	9.12
	S2-096520
	LS In
	LS from TSG SA: LS on Joint Workshop on IPv6 Migration
	TSG SA (SP-090671)
	-
	-
	Rel-10
	NOTED



	9.12
	S2-096937
	P-CR
	Scenario and solution: 'Public IPv4 address space offload'
	Ericsson, ST-Ericsson
	23.975
	-
	-
	Revised to S2-097436

 


Revision of S2-096937

	OPEN



	9.12
	S2-096944
	P-CR
	Scenario: 'Roaming in old GPRS network'
	Ericsson, ST-Ericsson
	23.975
	-
	Rel-10
	Revised to S2-097438

 


Revision of S2-096944

	OPEN



	9.12
	S2-096554
	P-CR
	IPv6 migration requirements
	Orange
	23.975
	-
	Rel-10
	Revised to S2-097433

 

	9.12
	S2-097433
	P-CR
	IPv6 migration requirements
	Orange
	23.975
	-
	Rel-10
	NOTED



	9.12
	S2-096555
	P-CR
	IPv6 migration scenarios
	Orange
	23.975
	-
	Rel-10
	Revised to S2-097434

 


	


Revision of S2-097434

	OPEN



	9.12
	S2-096574
	P-CR
	Ipv6 migration scenarios clarification
	Alcatel-Lucent
	23.975
	-
	-
	NOTED



	9.12
	S2-096794
	P-CR
	High level requirements of IPv6 Migration
	China Mobile
	23.975
	-
	Rel-10
	NOTED



	9.12
	S2-096556
	P-CR
	Usage of Dual-Stack Bearer Contexts for IPv6 Migration
	Nokia, Nokia Siemens Networks
	23.975
	-
	Rel-10
	Revised to S2-097385

 


Revision of S2-096556

	


Revision of S2-097385

	OPEN



	9.12
	S2-096459
	DISCUSSION
	IPv6 Transition Solution Discussion: Gateway Initiated Dual-stack lite (GI-DS-Lite)
	Cisco
	-
	-
	Rel-10
	NOTED



	9.12
	S2-096460
	P-CR
	Gateway Initiated Dual-stack Lite Solution (GI-DS-Lite)
	Cisco
	23.975
	-
	Rel-10
	Revised to S2-097441

 


Revision of S2-096460

	OPEN



	9.12
	S2-096572
	P-CR
	Correction to the Solution Appendix
	LG Electronics
	23.975
	-
	Rel-10
	 

	9.12
	S2-096729
	P-CR
	 
	Qualcomm Europe
	23.975
	-
	Rel-10
	WITHDRAWN



	9.12
	S2-096793
	P-CR
	Summary of the IPv6 Workshop in Shanghai China
	China Mobile
	23.975
	-
	Rel-10
	 

	9.12
	S2-096795
	P-CR
	Prefix NAT solution for IPv6 migration
	China Mobile
	23.975
	-
	Rel-10
	Revised to S2-097442

 


Revision of S2-096795

	OPEN



	9.12
	S2-096808
	P-CR
	 
	Samsung
	23.975
	-
	-
	WITHDRAWN



	9.12
	S2-096810
	P-CR
	IPv4 address allocation in DS-Lite architecture
	Panasonic
	23.975
	-
	Rel-10
	 

	9.12
	S2-096960
	P-CR
	 
	ZTE
	23.975
	-
	Rel-10
	WITHDRAWN



	9.12
	S2-097077
	P-CR
	NAT64-based scenario and solution
	T-Mobile USA
	23.975
	-
	-
	 LATE DOC: 

	9.13
	-
	-----
	Study on SR-VCC enhancements
	----
	-
	-
	-
	-

	9.13
	S2-096495
	P-CR
	SRVCC improvements proposal based on bi-casting
	LG Electronics
	23.856
	-
	-
	 

	9.13
	S2-096577
	DISCUSSION
	SRVCC performance enhancements - discussion document
	Alcatel-Lucent
	-
	-
	-
	 

	9.13
	S2-096578
	P-CR
	SRVCC performance enhancements - proposed changes
	Alcatel-Lucent
	23.856
	-
	-
	 

	9.13
	S2-096579
	[LS OUT]
	 
	Alcatel-Lucent
	-
	-
	-
	 LATE DOC: WITHDRAWN

	9.13
	S2-096690
	P-CR
	Clarification of ed note in 6.1.2.1
	Alcatel-Lucent
	23.856
	-
	-
	 

	9.13
	S2-096691
	P-CR
	Clarification of bullet 3 in 6.1.2.1
	Alcatel-Lucent
	23.856
	-
	-
	 

	9.13
	S2-096695
	P-CR
	New alternative X - Handover enhancement by local anchoring
	NTT DOCOMO, NEC
	23.856
	-
	Rel-10
	 

	9.13
	S2-096740
	P-CR
	Alternative Remote Update Optimization
	ZTE
	23.856
	-
	Rel-10
	 

	9.13
	S2-096741
	P-CR
	Clarification to Alternative Pre-Handover
	ZTE
	23.856
	-
	Rel-10
	 

	9.13
	S2-096742
	P-CR
	Clarification on Alternative Serial Handover
	ZTE
	23.856
	-
	Rel-10
	 

	9.13
	S2-096743
	P-CR
	SR-VCC from 2G/3G to LTE enhancements
	Orange
	23.856
	-
	Rel-10
	 

	9.13
	S2-096745
	P-CR
	eSR-VCC TR scope update
	Orange
	23.856
	-
	Rel-10
	 

	9.13
	S2-096785
	P-CR
	SRVCC Enhancement with Voice Media Anchoring in SGW/PGW
	China Mobile, Huawei
	23.856
	-
	-
	 

	9.13
	S2-096804
	DISCUSSION
	SRVCC for video call Application
	Samsung
	-
	-
	Rel-10
	 

	9.13
	S2-096851
	P-CR
	Roaming requirements for SRVCC enhancements
	Ericsson, ST-Ericsson
	23.856
	-
	-
	 

	9.13
	S2-096852
	P-CR
	SRVCC enhancements based on media anchor in home
	Ericsson, ST-Ericsson
	23.856
	-
	-
	 

	9.13
	S2-096853
	P-CR
	SRVCC enhancements based on media anchor in serving network
	Ericsson, ST-Ericsson
	23.856
	-
	-
	 

	9.13
	S2-097011
	P-CR
	Update the call flow of eSRVCC alternative 1
	Alcatel-Lucent Shanghai Bell
	23.856
	-
	Rel-10
	 

	9.13
	S2-097012
	P-CR
	A way to reduce the call drop probability of eSRVCC alternative 1
	Alcatel-Lucent Shanghai Bell
	23.856
	-
	Rel-10
	 

	9.13
	S2-097013
	P-CR
	A correction to eSRVCC alternative 3
	Alcatel-Lucent Shanghai Bell
	23.856
	-
	Rel-10
	 

	10
	-
	-----
	Project Planning and Management
	----
	-
	-
	-
	-

	10.1
	-
	-----
	New and revised WIDs
	----
	-
	-
	-
	-

	10.1
	S2-096567
	WID
	S2b Mobility based on GTP
	Alcatel-Lucent
	-
	-
	-
	NOTED



	10.1
	S2-096575
	WID
	OMR Work Item Description
	Alcatel-Lucent
	-
	-
	-
	Revised to S2-097149

 

	10.1
	S2-097149
	WID
	OMR Work Item Description
	Alcatel-Lucent
	-
	-
	-
	APPROVED



	10.1
	S2-096708
	WID
	Enhanced Multimedia Priority Service
	Telcordia Technologies, National Communications System
	-
	-
	-
	Revised to S2-097357

 

	10.1
	S2-096836
	WID
	IMS ALG - IMS AGW & IMS IBCF - TrGW Harmonisation of Interfaces and Policy Functions
	Alcatel-Lucent
	-
	-
	-
	Revised to S2-097493

 


Revision of S2-096836

	


Revision of S2-097493

	OPEN



	10.1
	S2-096977
	DISCUSSION
	Load re-balancing between PDN-GWs
	Hitachi
	-
	-
	-
	 LATE DOC: 

	10.1
	S2-096978
	DISCUSSION
	Example: Load re-balancing between PDN-GWs
	Hitachi
	-
	-
	-
	 LATE DOC: 

	10.1
	S2-097002
	WID
	New WID for Priority handling of terminating voice call with LTE
	NTT DOCOMO, KDDI, NEC, Toshiba, NTC
	-
	-
	-
	Revised to S2-097357

 

	10.1
	S2-097357
	WID
	Enhanced MPS
	
	
	
	
	Merge from 2 WID proposals in 6708 and 7002

Revised to S2-097358




Revision of S2-097357

	


Revision of S2-097358

	OPEN



	10.1
	S2-096744
	WID
	SR-VCC Enhancements SID update
	Orange
	-
	-
	Rel-10
	Revised to S2-097547

 


Revision of S2-096744

	OPEN



	10.1
	S2-097106
	WID
	P2P WID
	
	
	
	
	Open



	10.2
	-
	-----
	Review of Workplan
	----
	-
	-
	-
	-

	11
	-
	-----
	AOB
	----
	-
	-
	-
	-

	12
	-
	-----
	Close of meeting
	----
	-
	-
	-
	-

	
	
	
	
	
	
	
	
	


