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1. Introduction

The TS 23.402 specifies an Access Network Discovery and Selection Function (ANDSF) allowing a mobile device to retrieve both policy (operator preferred access type) and available access networks based on its location. However TS 23.402 doesn’t specify exactly what should be the UE behaviour when discovering that it is currently connected to an access type that is not the operator-preferred one.

2. Discussion
When receiving initial ANDSF information or during a subsequent update, the UE will determine the policy rule that applies to its current location and time of day. It may discover that it is not connected to the operator-preferred access type. 

TS 23.402 states: “If the UE has access network discovery information and inter-system mobility policies valid for its present location, which indicate that there is an access network in its vicinity with higher priority than the current access network, the UE should perform procedures for discovering and reselecting the higher priority access network, if this is allowed by user preferences.”

It is not clear what will be the exact UE behaviour then and what is more this statement doesn’t allow to take into account the actual connection state of the UE. Depending on the connection state of the UE it may or may not be desirable to select or perform mobility to another access network type.

Thus it is proposed to clarify that if not on the preferred access network among available access networks:

· the UE is to perform mobility to the preferred RAT whatever it is doing (regardless of whether it is “active” or “idle”, with “active” and “idle” states being defined in the relevant access related specifications with e.g.  TS 23.402 § 4.8.5.for LTE)

· the UE is to finish its current activity (going to “idle”) before reselecting another access.

3. Conclusion
In this contribution we described an improvement for ANDSF policy rule enforcement. It is proposed to add this to the TS 23.402. 
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