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Introduction

Currently in TR 23.860 there is an Editor's Note that it is FFS what "service" means in this context and it needs to be explained why it is required to control codec rate adaptaion on a service basis.

User's may have higher minimum quality expectations for certain services (such as telephony) over other services (for example Push to Talk). Also Operator's may provide minimum quality guarantees to premium subscribers such as business customers. 

When congestion of bearer resources occurs, premium users and premium services need to be guaranteed their minimum quality of service (codecs and codec rates).
Proposal

It is proposed that the following clarification on service be added to the requirement in  subclause 4.1 of TR 23.860
4
Requirements
4.1
General 
Following are the general requirements for the Codec selection and Codec rate adaptation enhancements to be studied:

1.
Codec selection and Codec rate adaptation enhancements shall not negatively affect the operation of pre-Rel-10 UEs.

2.
A UE-internal interface between the application being adapted and the layer responsible for forwarding the indications of the need to rate adapt is necessary and is assumed to be available.  The definition of this interface is beyond the scope of this study. 

3.
The policies applied to the Codec selection at session establishment (e.g. operator policies and loading conditions)  need to influence the end to end session media parameter negotiation 

Editor’s note: It if FFS if Codec selection needs to be handled during an ongoing session.

Editor’s note: It is FFS whether operator policies apply on a per RAT basis

Editor’s note: The need to do Codec selection at session establishment based on loading conditions needs to be studied further.

4.
It shall be possible to control the Codec selection and Codec rate adaptation on a per service basis (e.g an operator could apply a higher minimum codec rate or higher quality codec for MMtel than for  Push to Talk over Cellular, or a premium plan subscriber (such as a corporate customer) could be guaranteed a higher minimum codec rate or higher quality codec than a basic plan subscriber who has no minimum quality guarantees), 

5.
It shall be possible to apply Codec selection and Codec rate adaption when interworking with external networks (e.g PSTN, non IMS networks). 

6.
Policies applicable to the Codec selection can be applied to sessions established using any valid SIP session establishment procedure (i.e. cannot apply only to particular session establishment scenarios) 

Editor’s note: It is FFS whether such SIP session establishment procedures are restricted to IMS procedures or not

7.
The Codec selection and Codec rate adaptation shall be applicable for audio and video media types.
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