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1. Overall Description:

SA2 thanks RAN2 for their LS on MBR>GRB handling in the UE. SA2 discussed the two questions asked in the LS and would like to provide the following responses:

1) Is ECN always used on a bearer with MBR>GBR? 

It is SA2 understanding that ECN and MBR>GBR are two independent functionalities. This implies that there may be bearers with MBR>GBR even when ECN is not used.

2) Do SA2 believe ECN, packet dropping can and/or should be used on the network side (eNB/CN) to control the uplink data rate and wasting radio resources in the above scenario is not an issue?

ECN cannot be assumed as a general purpose solution, as it is optional to implement within the network and in terminals. 

The current specifications in SA2 specify that, for MBR=GBR bearers, uplink rate shaping and policing takes place in the PGW to ensure that the allocated MBR=GBR per bearer is not exceeded. Packet dropping can be used on the network side to control the uplink data rate of TCP traffic. 
SA2 could not reach a common consensus on whether the existing mechanisms should be complemented by introducing an additional rate shaping function on the MAC layer and think that the actual issue is RAN2 responsibility. 
2. Actions to RAN2:

SA2 kindly asks RAN2 to take the above considerations into account to complete the specification on UE handling of MBR>GBR.
3. Date of Next SA2 Meetings:
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