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Abstract of the contribution: This paper proposes a solution to Key Issue #1
Proposal

It is proposed to include the following in TR 23.890
6.x
Solution X

6.x.1
Description

This solution proposes to update the ANDSF rules for ISMP to include the specific 3GPP RATs so that the operator can distinguish between them. The ANDSF MO in TS 24.312 indicates preference for different access technologies in ISMP as per the following leaf node:

5.4.6 <X>/Policy/<X>/PrioritizedAccess/<X>/AccessTechnology
The possible values for the AccessTechnology are specified in table 5.4.6.1.in TS 24.312 as follows:
Table 5.4.6.1: Possible values for the AccessTechnology leaf

	Value
	Description

	0
	Reserved

	1
	3GPP 


	2
	Reserved


	3
	WLAN

	4
	WiMAX 

	5-255
	Reserved


The preference for the type of 3GPP RAT can be added by updating the values of the above leaf node and adding values for GERAN, UTRAN and E-UTRAN in the above table 5.4.6.1. Stage-3 can specify the appropriate values in above table and also distinguish between different types of cells within the same 3GPP RAT.
6.x.2
Impact on existing nodes or functionality

The ANDSF server must support the updated MO with new leaf node functionality as defined above. The UE needs to retrieve the updated ANDSF MO.
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