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Overall Description:

3GPP SA2 has progressed definition of the solution for the convergent scenario for the support of Fixed network and NSWO traffic from UE. For the solution under consideration, 3GPP SA2 made a number of assumptions described in TR 23.896.  3GPP would like to have BBF feedback and indication if supported or planned to be supported by the BBF. These assumptions are briefly reported in the following. 
· The general architecture requirements and assumptions on the functionality supported by the BBF network are defined in clause 5.2 

· The reference architectures is defined in clause 5.3. 
· 3GPP SA2 assumed that the TDF functionality may be co-located with the PCEF in IP-EDGE and that IP Edge can be enhanced with ADC rules.
·  The definitions of reference points between the 3GPP mobile network and the BBF network elements are defined in clause 5.4. 
· 3GPP SA2 assumed that the IP Edge and BBF AAA network elements are capable of supporting the functionality defined in clause 5.5 
· The 3GPP convergence architecture shall provide charging for the traffic exchanged by fixed devices and for the NSWO traffic to/from 3GPP UEs with the following options:

· 3GPP PCC- Gy/Gz based charging with the PCEF located in the fixed broadband access network;

· Traffic Detection Function (TDF)-based charging;

· AAA-based charging, as already specified for interworking scenarios.

In this release (Rel 12) of the 3GPP SA2 specifications, these charging scenarios are mutually exclusive i.e. for a given deployment only one of these scenarios applies.

· The procedures for supporting QoS and charging are defined in clause 5.11.
2
 Actions:

ACTION: 
3GPP TSG SA2 asks BBF E2E WG to provide feedbacks and answers to the above questions. 3GPP TSG SA2 would like to receive the latest version of WT-300 in order to consolidate convergent architecture and nodal requirements.
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Date of Next TSG-SA2 Meetings:

TSG-SA2 Meeting #96 
8th – 13th Apr 2013
San Diego, USA.

TSG-SA2 Meeting #97
27th – 31st May 2013
Busan, South Korea.
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