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Call control between the UE and CSCF within the R00 architecture

TSG S2/N1 joint group has been discussing the call control issues for use between the UE and CSCF of the R00 architecture.  Following the discussion the joint group has made the following decision:

‘For MultiMedia type services delivered via the PS Domain within the R00 architecture, a single call control protocol shall be used between the user equipment UE and the CSCF.’
The TSG S2/N1 joint group has made the following working assumption:

‘The single protocol applied between the UE and the CSCF (over the Gm reference point) within the R00 architecture will be based on SIP.‘

The following changes have been proposed for the report 23.821‘Architecture principles for Release 2000‘ to reflect these decisions:

X.1
A Single call control between the UE and CSCF

For MultiMedia type services delivered via the PS Domain within the R00 architecture, a single call control protocol shall be used between the user equipment UE and the CSCF(over the Gm reference point). 

The intention is to select a standardised CC Protocol that will be revised within 3GPP to meet UMTS specific call control requirements.  

X.2
Protocols over the Gm reference point

The single protocol applied between the UE and CSCF (over the Gm reference point) within the R00 architecture will be based on SIP (as defined by RFC 2543, other relevant RFC’s, and additional 3GPP enhancements).

The joint S2/N1 looks forward to the commencement and progress of further development of the R00 UE to CSCF Call Control standards taking on board these decisions.
