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Introduction

In last meeting, we agreed that in non-roaming case, a UE initiated and HPDG terminated tunnel shall be supported. This contribution is attempting to provide a procedure of this tunneling setup plus some authorization principles we have established.

Propose

7.8 Service authorization and tunnelling procedure for scenario 3

7.8.1
Accessing home services in non-roaming case
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1.
WLAN UE is successfully authenticated by 3GPP AAA Server

2.
3GPP AAA Server retrieves the user subscription information from the HSS

3.
WLAN UE requests for accessing 3GPP home services by sending service authorization request to the 3GPP AAA Server containing W-APN.

4.
The 3GPP AAA server authorizes the service access request and selects the H-PDG based on the W-APN and user subscription information and passed the W-APN to the selected H-PDG.

5.
The tunnel attributes (e.g. H-PDG IP address) and possibly other service related information e.g. UE’s home IP address, is returned to the 3GPP AAA Server by the H-PDG. 

6.
The 3GPP AAA Server returned the tunneling attributes and other service related information back to the WLAN UE to be used for UE initiated tunnel.

7.
By now, the UE initiated tunnel, H-PDG terminated tunnel could be initiated.




� EMBED Visio.Drawing.6  ���











[image: image2.emf]UE

WLAN

AN

H-PDG

3GPP AAA

Server

3. Service Authorization Request [W-APN protected]

4. H-PDG selection (W-APN)

5. H-PDG Resp

[Tunneling attributes, service-

related information]

6. AAA-Authorization Response

 [Tunneling attributes, service-related information]

7. UE Initiated Tunnel

1. Successful Authentication procedure

HSS

2. User subscription

info retrieve from

HSS

_1112526104.vsd
UE�

WLAN AN�

1. Successful Authentication procedure�

HSS�

H-PDG�

3GPP AAA Server�

2. User subscription info retrieve from HSS�

3. Service Authorization Request [W-APN protected]�

4. H-PDG selection (W-APN)�

5. H-PDG Resp
[Tunneling attributes, service-related information]�

6. AAA-Authorization Response
 [Tunneling attributes, service-related information]�

�

7. UE Initiated Tunnel�


