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1- 
General requirements/principles

1.1 APN/ PS service selection/,Authorisation/ IP network selection (NOT PLMN SELECTION)

	S2-031621
	Fujitsu, Panasonic, Orange, Megisto
	Use of APN in WLAN IW and Service authorization principles
	
	

	S2-031634
	Nokia
	Use of W-APNs in WLAN-3GPP Interworking
	
	

	S2-031636
	Cisco, Megisto, Orange
	WAPN discussions
	
	

	S2-031630 -
	Panasonic
	Authorisation for 3GPP services
	
	

	S2-031631 -
	Panasonic
	Example of using authorisation
	
	

	S2-031632
	Panasonic
	Authorisation flow for non-roaming case
	
	

	S2-031641
	Fujitsu
	Principle - Access visited network provided services
	
	

	S2-031642
	Fujitsu
	Procedure Access visited network provided services
	
	

	S2-031643
	Fujitsu
	Procedure for access scenario 3 services (Home, Non roaming)
	
	

	S2-031622
	Telecom Italia
	Services access (Postponed S2-031283
	
	

	S2-031623
	Telecom Italia
	Authorisation procedure Postponed S2-031284 )
	
	

	
	
	
	
	


1.2 Tunneling options and Routing requirements/principles

	S2-031633
	Nortel
	Routing to the HPLMN


	
	

	S2-031628
	Mobility Networks
	Analysis of Tunneling Options for Scenario 3
	
	

	S2-031646
	Megisto, Cisco, Fujitsu
	Scenario 3 and Changes to Section 6
	
	

	S2-031629 - 


	Panasonic
	Addressing principles
	
	

	S2-031645
	T-Mobile
	Exploiting 3GPP / GPRS functionality for WLAN / 3GPP Interworking: An operator’s perspective.
	
	

	S2-031647
	T-Mobile
	Power point presentation of S2-031645
	
	

	S2-031648
	Thomson
	Network Discovery Protocol (NETDIS)
	266 postponed
	

	S2-031649
	Thomson 
	A tight coupling solution
	
	

	S2-031624
	HP
	WLAN Coffee Talk Document
	
	

	S2-031625
	HP
	Routing of Initial EAP Messages
	
	

	
	
	
	
	


2-
UE initiated tunnelling requirements

	TDOC number
	Source
	Title
	Notes
	Decision

	S2-031639
	Orange, Vodafone, Cisco, Megisto,
	Scenario 3 Routing Policy Enforcement
	
	

	S2-031620
	Nokia, Siemens
	UE-Initiated Tunnel Requirements


	
	

	S2-031644
	Siemens
	UE initiated tunnel authentication
	
	

	S2-031640
	Cisco, Megisto
	Update of the tunneling descriptions
	
	

	S2-031638
	Vodafone, Cisco
	Discussion on Security Issues with Multiple UE-initiated tunnels
	
	

	
	
	
	
	


3-
Basic Reference architecture

3.a Reference points

3.b Definition of functional elements elements e.g. BGW

	S2-031637
	Cisco, Megisto
	Border Gateway in Scenario 3
	
	

	
	
	
	
	


3.c Allocation of functions to functional elements and reference points

	S2-031635
	Nokia
	UE-Initiated Tunnel Reference Architecture
	
	

	
	
	
	
	

	S2-031626
	HP
	WLAN Allocation of Functions to Network Elements
	
	

	S2-031627
	HP
	PDG and GGSN Issues
	
	

	
	
	
	
	


4- Interworking with existing 3GPP service (e.g. IMS, MMS/SMS)






























































































