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1
Decision/action requested

This contribution proposes a new KI for TR 33.854.
2
References

[1]
3GPP TS 22.125: " Unmanned Aerial System (UAS) support in 3GPP; Stage 1".
[2]
3GPP TR 23.754: " Study on supporting Unmanned Aerial Systems (UAS) connectivity, Identification and tracking".
[3]
3GPP TS 23.755: " Study on application layer support for Unmanned Aerial Systems (UAS)".
[4]
SP-200352: Study on security aspects of Unmanned Aerial Systems (UAS) FS_UAS_SEC
3
Rationale

TR 22.125 [1] in Clause 5.1
General has the following requirements:

[R-5.1-002] The 3GPP system shall be able to provide UTM with the identity/identities of a UAS.
[R-5.1-003] The 3GPP system shall enable a UAS to send UTM the UAV data which can contain: unique identity (this may be a 3GPP identity), UE capability of the UAV, make & model, serial number, take-off weight, position, owner identity, owner address, owner contact details, owner certification, take-off location, mission type, route data, operating status.

[R-5.1-004] The 3GPP system shall enable a UAS to send UTM the UAV controller data which can contain: unique identity (this may be a 3GPP identity), UE capability of the UAV controller, position, owner identity, owner address, owner contact details, owner certification, UAV operator identity, UAV operator license, UAV operator certification, UAV pilot identity, UAV pilot license, UAV pilot certification and flight plan.
[R-5.1-007] Based on regulations and security protection, the 3GPP system shall enable a UAS to send UTM the identifiers which can be: IMEI, MSISDN, or IMSI, or IP address.

[R-5.1-008] The 3GPP system shall enable a UE in a UAS to send the following identifiers to a UTM: IMEI, MSISDN, or IMSI, or IP address
[R-5.1-017] The 3GPP system shall support detection, identification and reporting of problematic UAV(s) and the UAV controller to a UTM.
3GPP system will be able to access UAV and UAV-C identities and other information (e.g., UE capability of the UAV controller, position, owner identity, owner address, owner contact details, owner certification, UAV operator identity, UAV operator license, UAV operator certification, UAV pilot identity, UAV pilot license, UAV pilot certification and flight plan). 3GPP system will need to securely provide them to the UTM/USS.
4
Detailed proposal

It is proposed to approve the following changes for inclusion in UAS SEC TR 33.854. Note that all text is new







***
BEGIN OF CHANGES
***

X
Key issues

Editor’s Note: This clause contains all the key issues identified during the study.
X.m
Key Issue #m: Secure delivery of UAV and UAC-C identities to UTM/USS.
X.m.1
Key issue details 

3GPP system will be able to access UAV and UAV-C identities and other information (e.g., UE capability of the UAV controller, position, owner identity, owner address, owner contact details, owner certification, UAV operator identity, UAV operator license, UAV operator certification, UAV pilot identity, UAV pilot license, UAV pilot certification and flight plan). 3GPP system will be able to read UAV and UAV-C identities. It will need to securely provide them to the UTM/USS while ensuring confidentiality and integrity protection of UAV and UAV-C identities and other information.

TR 22.125 [1] in Clause 5.1
General has the following requirements:

[R-5.1-002] The 3GPP system shall be able to provide UTM with the identity/identities of a UAS.
[R-5.1-003] The 3GPP system shall enable a UAS to send UTM the UAV data which can contain: unique identity (this may be a 3GPP identity), UE capability of the UAV, make & model, serial number, take-off weight, position, owner identity, owner address, owner contact details, owner certification, take-off location, mission type, route data, operating status.

[R-5.1-004] The 3GPP system shall enable a UAS to send UTM the UAV controller data which can contain: unique identity (this may be a 3GPP identity), UE capability of the UAV controller, position, owner identity, owner address, owner contact details, owner certification, UAV operator identity, UAV operator license, UAV operator certification, UAV pilot identity, UAV pilot license, UAV pilot certification and flight plan.
[R-5.1-007] Based on regulations and security protection, the 3GPP system shall enable a UAS to send UTM the identifiers which can be: IMEI, MSISDN, or IMSI, or IP address.

[R-5.1-008] The 3GPP system shall enable a UE in a UAS to send the following identifiers to a UTM: IMEI, MSISDN, or IMSI, or IP address
[R-5.1-017] The 3GPP system shall support detection, identification and reporting of problematic UAV(s) and the UAV controller to a UTM.
X.m.2
Security threats

If an attacker can glean and modify the UAV and UAV-C identities and other information during its transport from the 3GPP system to the UTM/USS entity, such attacker can maliciously use the knowledge of and the ability to modify UAV and UAV-C identities to mount attacks on UAV and UAV-C identities’ confidentiality and integrity (e.g., subscription fraud, impersonation attacks, and hiding problematic/misbehaving UAS).
X.m.3
Potential security requirements

3GPP system shall provide means to confidentiality protect UAV and UAV-C identities and other UAS-specific information information (e.g., UE capability of the UAV controller, position, owner identity, owner address, owner contact details, owner certification, UAV operator identity, UAV operator license, UAV operator certification, UAV pilot identity, UAV pilot license, UAV pilot certification and flight plan, ) while delivering them to the UTM/USS.
3GPP system shall provide means to integrity protect UAV and UAV-C identities and other UAS-specific information information (e.g., UE capability of the UAV controller, position, owner identity, owner address, owner contact details, owner certification, UAV operator identity, UAV operator license, UAV operator certification, UAV pilot identity, UAV pilot license, UAV pilot certification and flight plan) while delivering them to the UTM/USS.
***
END OF CHANGES
***



