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********** START OF 1st CHANGE **********
5.3.3.1.3.2
Key establishment

At each step of the flow (and the possible multiple times that step 2 can be run), the Key_Est_Info contains the different data that is required for key establishment. Such data is transparent to the PC5 layer, i.e. the PC5 layer does not need to understand the content of Key_Est_info. 

NOTE:
The endpoint in the UEs that understands the contents of Key_Est_Info may be an application on the UEs. Between the PC5 layer and the application layer on the vehicles, the information contained in Key_Est_Info can be passed in an implementation-specific manner, e.g. as one block or several IEs. 

Figure 5.3.3.1.3.2-1 shows the message flows for establishing security at PC5 using the key established at the layer above PC5. The need for both steps 2a and 2b (and the number of times both steps 2a and step 2b are run) depends on the authentication method being used. 
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Figure 5.3.3.1.3.2-1: Message flow for the establishment of PC5 security key using a generic container

The steps are as follows and apply to establishment of the initial key or rekeying:

1.
In the case, UE_1 determines it needs to establish a PC5 connection with another UE, UE_1 sends the Direct Communication Request message and this message is received by UE_2. In case of rekeying an existing connection with UE_2, UE_1 shall send a Direct Rekeying Request message to UE_2 instead of Direct Communication Request. The Direct Communication Request message shall include the Key_Est_Info unless UE_1's signalling integrity security policy is NOT NEEDED. In the former case, the message may include Key_Est_Info. The Direct Rekeying Request message shall include Key_Est_Info unless the Null integrity algorithm is currently in use.

2. This step is optional and may be run multiple times depending on the authentication method used. 

a.
UE_2 shall send a Direct Auth and Key Establish message including the Key_Est_Info to UE_1.

b.
UE_1 shall send respond with a Direct Auth and Key Establish Response message including the Key_Est_Info to UE_2. 

3.
UE_2 shall calculate (if not already done) KNRP. UE_2 shall send a Direct Security Mode Command messages to UE_1. These messages may include Key_Est_Info if need by the authentication method being used and shall contain MSB of KNRP ID. The MSB of KNRP ID are chosen so that they uniquely identify KNRP at UE_2. 

4.
On receiving the Direct Security Mode Command, UE_1 shall calculate (if not already done) KNRP based on Key_Est_Info (if provided). After
 the KNRP calculation, UE_1 shall first check that the received MSB of KNRP ID is unique value comparing to the value received from another UE in response to this Direct Communication Request. If the MSB of KNRP ID is not unique, then UE_1 shall respond with a Direct Security Mode Reject message including a cause value to specify that the MSB of KNPP ID is not unique. The peer UE receiving a Direct Security Mode Reject message shall inspect the cause value and shall generate a new MSB of KNRP ID and reply to UE 1 if the cause is related to the KNRP ID uniqueness. UE_1 shall choose the LSB of KNRP ID so that they uniquely identify KNRP at UE_1. UE_1 shall form KNRP ID from the received MSB of KNRP ID and its chosen LSB of KNRP ID and shall store the complete KNRP ID with KNRP. 

UE_1 shall send a Direct Security Mode Complete message to UE_2 which shall contain the LSB of KNRP ID. UE_2 shall form KNRP ID from its chosen MSB of KNRP ID and the received LSB of KNRP ID and shall store the complete KNRP ID with KNRP.
********** END OF 1st CHANGE **********
�In clause 5.3.3.1.4.3 of TS 33.536 v16.0.0, KNRP-sess ID confliction check is performed after UE_1 receives the Direct Security Mode Command, KNRP ID has similar problem.
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