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	Reason for change:
	In clause 4.2.3.4.1.2 of TS 33.117 R15, it is required that: 
“The network product shall not enable the use of group accounts or group credentials, or sharing of the same account between several users, by default. The network product shall support a minimum number of 50 individual accounts per user data base if not explicitly specified in a SCAS of a particular network product, so that accountability for each user is ensured even in large operator networks”. 

For eNodeB, if managed on OSS level, an unlimited number of individual centralized accounts can be supported, whose login is granted by a centralized authentication server.

However, for local users at the eNB, too many accounts within a single base station do not seem practical and necessary. For example, considering a network that may consist of 20k sites, the OPEX and complexity of the life cycle management of such an amount of local accounts (50*20k) will become too high.

Therefore, it is proposed to clarify that, for local users at the eNB, the number of individual accounts does not need to follow the required minimum number in TS 33.117 [2] clause 4.2.3.4.1.2.


	
	

	Summary of change:
	Added a statement for eNB-specific adaptation to clause 4.2.3.4.1.2 of TS 33.117.

	
	

	Consequences if not approved:
	Mandatory requirement on minimum number of individual accounts for local users at a single eNB is not inline with the practical operation and management of the eNB.
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[bookmark: _Toc482970147][bookmark: _Toc467658313][bookmark: _Toc492977751]*************** Start of the Change ****************
[bookmark: _Toc19609830][bookmark: _Toc26798220]4.2.3.4	Authentication and authorization
[bookmark: _Toc19539834][bookmark: _Toc19542384][bookmark: _Toc35348386]4.2.3.4.x	Authentication policy
The eNB-specific adaptation to clause 4.2.3.4.1.2 of TS 33.117 [2] is:
-	The minimum number of 50 individual accounts per user data base defined in TS 33.117 [2] clause 4.2.3.4.1.2 is not applicable to the individual accounts for local users at a single eNB.
Apart from the above exception, Tthere are no other eNB-specific additionsadaptations to clause 4.2.3.4.1 of TS 33.117 [2].
*************** End of the Change ****************

