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********** START OF 1st CHANGE **********
14.4.1
Nnssaaf_NSSAA services

14.4.1.1
General

The following table illustrates the security related services for Network Slice Specific Authentication and Authorisation that NSSAAF provides.

Table 14.1.3-1: NF services for the NSSAA service provided by NSSAAF
	Service Name
	Service Operations
	Operation Semantics
	Example Consumer(s)

	Nnssaaf_NSSAA


	Authenticate
	Request/Response
	AMF

	
	Re-AuthenticationNotification
	Notify
	AMF

	
	RevocationNotification
	Notify
	AMF


14.4.1.2
Nnssaaf_NSSAA_Authenticate service operation

Service operation name: Nnssaaf_NSSAA_Authenticate
Description: NF requester requires the NSSAAF to relay Network Slice specific authentication messages towards the corresponding AAA-S handling the Network Slice specific authentication for the requested S-NSSAI. 

Input, Required: 
1) In the initial NSSAA requests: EAP ID Response, GPSI, S-NSSAI

2) In subsequent NSSAA requests: EAP message, GPSI, S-NSSAI

Input, Optional: None

Output, Required: EAP message, GPSI, S-NSSAI

Output, Optional: None

14.4.1.3
Nnssaaf_NSSAA_Re-AuthenticationNotification service operation

Service operation name: Nnssaaf_NSSAA_Re-AuthenticationNotification
Description: NSSAAF notifies the NF consumer to trigger a Network Slice specific reauthentication procedure for a given UE and S-NSSAI. 

NOTE: The AMF is implicitly subscribed to receive Nssaaf_NSSAA_Re-authenticationNotification service operation. 

Input, Required: GPSI, S-NSSAI

Input, Optional: None

Output, Required: None

Output, Optional: None

14.4.1.4
Nnssaaf_NSSAA_RevocationNotification service operation

Service operation name: Nnssaaf_NSSAA_RevocationNotification
Description: NSSAAF notifies the NF consumer to trigger a Network Slice specific revocation procedure for a given UE and S-NSSAI. 

NOTE: The AMF is implicitly subscribed to receive Nssaaf_NSSAA_RevocationNotification service operation. 

Input, Required: GPSI, S-NSSAI
Input, Optional: None
Output, Required: None

Output, Optional: None
********** END OF CHANGES **********
