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	Parameters ‘TrK-ID’ and ‘Signature-ID’ in KmsRequest and KmsResponse messages needs to be added to the KMS XML base schema.
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	Add parameters ‘TrK-ID’ and ‘Signature-ID’ as XML extensions to the KMS base schema for KmsRequest and KmsResponse messages.
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*******************************  First Change  ************************************
[bookmark: _Toc3886405][bookmark: _Toc26797772][bookmark: _Toc35353618][bookmark: _Toc90900916]D.3.5.3	Base XML schema extensions
The following are extensions to the base XML schema defined in clause D.3.5.1.  These extensions provide support for the TrK-ID and Signature-ID parameters used in the KmsRequest message (clause D.2.2) and the KmsResponse message (clause D.3.1).  When the TrK-ID is present, there shall be a maximum occurance of one TrK-ID.   When the Signature-ID is present, there shall be a maximum occurance of one Signature-ID.
<?xml version="1.0" encoding="utf-8"?> 
<xsd:schema xmlns:xsd="http://www.w3.org/2001/XMLSchema" xmlns="urn:3gpp:ns:mcsecKMSInterface:extensions:1.0" targetNamespace="urn:3gpp:ns:mcsecKMSInterface:extensions:1.0" elementFormDefault="qualified" version="1.0"> 
    <xsd:element name="TrK-ID" type="xsd:string"/> 
    <xsd:element name="Signature-ID" type="xsd:string"/> 
</xsd:schema>
