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1. Introduction
This contribution proposes a mechanism for integration of OpenID with IMS. This mechanism can be employed in the environments where OpenID relies on AKA for authentication service.
2. Main features  

Proposed mechanism allows integration of the IMS-based authentication with OpenID. It combines capabilities of the network-centric IdM with those of the user-centric. This mechanism has the following features:

· Enables the network operators to provide identity services to the users accessing the Web applications

· Provides users with a Single Sign-On (SSO) across the IMS and web services with an existing ISIM application 

· Allows users to control their public identifiers on the Web as specified in [OpenID]

· Improves user security by engaging a user-trusted network operator in the access control to the Web applications 

 3. Entities and the information flow of the mechanism
· User Equipment (UE). This entity consist of ME and ISIM, while ME is capable of running a Web client and communicating with the ISIM application.
· Application server — an entity providing a Web service. It plays a role of a Relying Party (RP). 
· Web server, which is enabled to serve as an OpenID [OpenID] identity provider (OP) and is capable of communicating with HSS. It may optionally share a short-term secret with the Application server (RP) as specified in [OpenID].
· HSS

The information flow of the authentication procedure is depicted by Figure 1. The procedure of establishing the short-term signing key between the Application server and OP is not shown. The figure shows the basic steps of the procedure for two OpenID Options:

a. The OP and the Application server (RP) share a secret

b. The OP and the Application server (RP) do not share a secret

The common steps for both Options are 1 through 8. The step 9a is for the Option a only.

The steps 9b, 10b, and 11b are for the Option b only. 
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Figure 1 - Integration of the IMS authentication mechanism with OpenID 

The basic steps are as follows:
1. A Web client of UE issues an authentication request AuthnOpenID to the Application server. The request includes an OpenID identifier.

2. The Application server, using the presented OpenID identifier, discovers the URL of the OpenID identity provider OP, and redirects the user authentication request to that URL. 
3. User authentication request is redirected to  the URL of the OpenID identity provider OP
After this step the OP correlates the user identifier with the IMS private and public identifiers.  
4. OP obtains from the HSS the AKA authentication vector AV and the user profile based on the IMPI.

5. OP sends authentication request to UE using the HTTP Digest AKA method [RFC 4169] or [RFC 3310]. The request includes a challenge RAND and a quantity AUTN that enables UE to authenticate the network.
After this step UE authenticates the network as specified in [RFC 4169] or [RFC 3310]. 
6. UE sends to OP a response to the challenge as specified in [RFC 4169] or [RFC 3310]. 

After this step the OP authenticates UE as specified in [RFC 4169] or [RFC 3310].

7. OP sends to UE a signed message asserting that the claimed OpenID identifier belongs to the user. The message is signed by OP with a secret key known to the OP and possibly shared with the Application server for the Option a. For the Option b the message signed with the OP secret key includes a request to redirect the Web client of UE to the Application server. The details of the signing and redirection procedures are described in [OpenID].  

8. Web client of UE is redirected to the Application server.

Steps that are specific to the Option a:

9a. After verifying the signature of the response received in step 8, the Application server notifies UE of the authentication result. The Application server uses the secret shared with OP for such verification. If there is a failure in one of the following steps: 1 through 8, or 9a – the authentication procedure stops.

Steps that are specific to the Option b:
9b. The Application server sends a copy of the message received in step 8 to the OP with a request to verify the signature.

10b. After verifying its own signature, the OP reports the verification result to the application server. 

11b. The Application server reports the authentication result to UE.

If there is a failure in one of the following steps: 1 through 8, 9b, 10b, or 11b – the authentication procedure stops.

4. Additional requirements for the entities participating in the authentication

In order to support the described mechanism, the participating entities must meet the following requirements:

· Requirements for the UE
The UE must be capable of:
· Authenticating with the use of the HTTP Digest AKA method 
· Requirements for the Application server

The Application server must be able to support OpenID [OpenID] 

· Requirements for the OP 
The OP must be able to:

· Perform HTTP Digest AKA authentication

· Correlate the user OpenID identifier with her or his IMS public and private identities

· Communicate with HSS

· Serve as an OpenID identity provider

· Requirements for HSS
There are no additional requirements for HSS 

5. Additional requirements for the interfaces between the participating entities
The requirements for the interfaces are as follows:
· The interface between UE and the Application server must support  the OpenID protocol as specified in [OpenID]
· The interface between the UE and OP must support the HTTP Digest AKA protocol [RFC 4169] or [RFC 3310].
· The interface between the OP and HSS must support the Diameter protocol
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7. Proposal

· Create a new Study Item to explore a solution for the use of the AKA protocol in support of OpenID.The expected output of the new Study Item is a Technical Report. 

· Adopt the mechanism’s description provided in this contribution as a base text for the proposed report.

8. Outline of the proposed report.

Integration of OpenID with IMS  
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8. Redirected signed authentication result 





3. Redirected request to IdP





Messages for the Option b





Messages common for the Options a and b
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