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Abstract of the contribution: In order to avoid possible misunderstandings due to different terminology adopted across SA WGs, this contribution proposes to align and complete the definitions in the SA3 ProSe TR to those already agreed within SA1
Discussion
In order to avoid possible misunderstandings due to different terminology adopted across various SA WGs, this contribution proposes to align and complete the definitions in the SA3 Prose TR to those already agreed within SA1 and in TR.21.905. 

It is proposed that SA3 accept the pCR for inclusion in the Draft-TR on ProSe. 
Proposed pCR

***** First Change *****
3
Definitions, symbols and abbreviations

3.1
Definitions

For the purposes of the present document, the terms and definitions given in TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in TR 21.905 [1].

ProSe Discovery:  A process that identifies that a ProSe-enabled UE is in proximity of another, using E-UTRA (with or without E-UTRAN) or EPC.
ProSe UE-to-Network Relay: is a form of relay in which a Public Safety ProSe-enabled UE acts as a ProSe E-UTRA communication relay between a Public Safety ProSe-enabled UE and the ProSe-enabled network using E-UTRA.

ProSe UE-to-UE Relay: is a form of relay in which a Public Safety ProSe-enabled UE acts as a ProSe E-UTRA Communication relay between two other Public Safety ProSe-enabled UEs.

ProSe-enabled UE: a UE that fulfills ProSe requirements for ProSe Discovery and/or ProSe Communication. Unless explicitly stated otherwise, a ProSe-enabled UE refers to any ProSe-enabled UE (i.e. Public Safety or not).

ProSe Communication: A communication between two or more ProSe-enabled UEs in proximity by means of a ProSe Communication path. Unless explicitly stated otherwise, the term "ProSe Communication" refers to any/all of the following: 

-     ProSe E-UTRA Communication between only two ProSe-enabled UEs; or 

-     ProSe Group Communication or ProSe Broadcast Communication among Public Safety ProSe-enabled UEs; or

-     ProSe-assisted WLAN direct communication
ProSe Broadcast Communication: a one-to-all ProSe E-UTRA Communication, between all authorized Public Safety ProSe-enabled UEs in proximity, by means of a common ProSe E-UTRA Communication Path established between these UEs.

ProSe Group Communication: a one-to-many ProSe E-UTRA Communication, between more than two Public Safety ProSe-enabled UEs in proximity, by means of a common ProSe E-UTRA Communication path established between the Public Safety ProSe-enabled UEs.
Proximity: proximity is determined ("a UE is in proximity of another UE") when given proximity criteria are fulfilled. Proximity criteria can be different for discovery and communication.
***** End of the first Change *****
