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Abstract of the contribution: This contribution proposes the Conclusion on Solution choice for USIM restriction to specific MTC Devices
1. Proposal
Following the dicision of SA3#71 and the conclusion of the discussion at SA3#72, this contribution aims to finalize the selection of a solution for UICC pairing with specific MTC Devices. 

The discussion at SA3#72 has arrived to the point that each solution described in the TR provides a specific solution addressing the sub-set of requirements and depends on the deployment context. Due to the fact that selecting one solution is not possible, the best way forward is to select one UE-based solution and one network-based solution to address as much as possible MTC scenarios. 
2. Pseudo-CR

START of CHANGE #1
7
Conclusions

Editor's Note:
This section is intended to list conclusions that have been agreed during the course of the work item activities.
7.X
Conclusion on Solution 5 - Restricting the USIM to specific MEs/MTC Devices 

The current TR includes both UE-based and network-based mechanisms to restrict the use of USIM to certain MEs /MTC devices. 
The requirements to the features of the MTC Devices depend on the market segment a device is targeted for. MTC applications have different security needs. Additionally, there are different requirements to the complexity and the deployment costs, as well as the maintenance of a pairing mechanism. Therefore the choice of a pairing mechanism strongly depends on the targeted application segment.  

All pairing mechanisms studied in this TR provide definite advantages for the MTC Device users but the study has also shown a number of disadvantages of each solution. The study has clearly demonstrated impossibility to choose one distinct solution for pairing. Selection of one UE-based solution and one network-based solution allows to address as much as possible MTC deployment scenarios.  

Considering the variety of the MTC deployment scenarios, dependency of the security requirements from different application segments as well as complexitiy of normative work and its potential impact on the existing infrastructure, the optional use of the following solutions shall be standardized:

· IMSI-IMEI binding in HSS 

· User Equipment-based pairings in second variant

· USAT application pairing
Support of USAT by MTC Devices shall be mandated to enable possibility to use the optional pairing mechanism based on USAT application. 
END of CHANGE #1
START of CHANGE #2
8
Impacts to normative specifications

Editor's Note:
This section is intended to capture the impacts to normative specifications within the responsibility of SA3. It can be used as a placeholder to document agreements until a set of normative CRs can be generated for the selected solutions(s).

8.1
 Solution 5 – Restricting the USIM to specific MEs/MTC Devices 
The following normative work is impacted by the solution choice: 

· Update of TS 33.401 to specify HSS based pairing mechanism  

· Stage 3 work of CT1 and CT6 to specify UE based pairing mechanisms
END of CHANGE #2
