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[bookmark: _Toc113732261]**** START OF FIRST CHANGE (MAIN DOCUMENT) ****
4.X	LI product filtering
4.X.1	General
As described in TS 33.127 [5] Annex B, the ADMF is responsible for providing administration and local management of the warrant including filtering criteria. Some of the reasons these criteria may be applied include LEA initiated suspend/resume (TS 33.127 [5] Annex C), as a part of location dependent interception management, or bandwidth optimization.
This document currently defines the following methods for providing and provisioning the criteria for filtering LI product:
· Traffic Policies (see clause 4.X.2).
4.X.2 Traffic policies
ETSI TS 103 120 [6] clause 7.5 defines a traffic policy object which represents a policy from an LEA that is to be applied to authorized intercept product.
The use of Traffic Policies over LI_X1 can be found in clause 5.2.Y.
The use of Traffic Policies over LI_HI1 can be found in clause 5.4.Z.

**** START OF NEXT CHANGE (MAIN DOCUMENT) ****
5.2.Y	Traffic policies
The LIPF shall be able to provision the POI, TFs and the MDF2/MDF3 with Traffic Policies as described in ETSI TS 103 221-1 [7] Annex F.
Whether the Traffic Policies are applied on a per-task basis (at the POIs or the MDF2/MDF3) or they are applied at the LIID level is up to implementation.
Additional information on the use of Traffic Policies in this document is described in clause 4.X.
**** START OF NEXT CHANGE (MAIN DOCUMENT) ****
5.4.Z	Traffic policies
Functions having an LI_HI1 interface (i.e. the ADMF) shall be able to receive Traffic Policies as applicable to an intercept task over the LI_HI1 interface (see clause 4.X.2).
Where ETSI TS 103 120 [6] is used to realise LI_HI1, and where the details in clause 5.4.1 apply, when the use of Traffic Policies is required, the ListOfTrafficPolicyReferences field in a given LITaskObject shall be used to identify the appropriate Traffic Policies for that task. The referenced TrafficPolicyObjects shall be defined as described in ETSI TS 103 120 [6] prior to being referenced in an LITaskObject.
Unless otherwise specified, Traffic Policies shall not be used in place of service scoping.
Additional information on the use of Traffic Policies in this document is described in clause 4.X.
**** END OF ALL CHANGES (MAIN DOCUMENT) ****

