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**** START OF FIRST CHANGE ****
[bookmark: _Toc83226886]2	References
The following documents contain provisions which, through reference in this text, constitute provisions of the present document.
[bookmark: OLE_LINK1][bookmark: OLE_LINK2][bookmark: OLE_LINK3][bookmark: OLE_LINK4]-	References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.
-	For a specific reference, subsequent revisions do not apply.
-	For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.
[1]	3GPP TR 21.905: "Vocabulary for 3GPP Specifications".
[2]	3GPP TS 23.501: "System Architecture for the 5G System".
[bookmark: _Hlk26538559][3]	3GPP TS 33.126: "Lawful interception requirements".
[4]	3GPP TS 23.502: "Procedures for the 5G System; Stage 2".
[5]	3GPP TS 23.271: "Functional stage 2 description of Location Services (LCS)".
[6]	OMA-TS-MLP-V3_5-20181211-C: "Open Mobile Alliance; Mobile Location Protocol, Candidate Version 3.5", https://www.openmobilealliance.org/release/MLS/V1_4-20181211-C/OMA-TS-MLP-V3_5-20181211-C.pdf".
[7]	ETSI TS 103 120: "Lawful Interception (LI); Interface for warrant information".
[8]	ETSI TS 103 221-1: "Lawful Interception (LI); Internal Network Interfaces; Part 1: X1 ".
[9]	3GPP TS 33.501: "Security Architecture and Procedures for the 5G System".
[10]	ETSI GR NFV-SEC 011: "Network Functions Virtualisation (NFV); Security; Report on NFV LI Architecture".
[11]	3GPP TS 33.107: "3G Security; Lawful interception architecture and functions".
[12]	3GPP TS 23.214: "Architecture enhancements for control and user plane separation of EPC nodes; Stage 2".
[13]	3GPP TS 23.228: "IP Multimedia Subsystem (IMS); Stage 2".
[14]	3GPP TS 38.413: "NG-RAN; NG Application Protocol (NGAP)".
[15]	3GPP TS 33.128: "Protocol and Procedures for Lawful Interception; Stage 3".
[16]	ETSI TS 103 221-2: " Lawful Interception (LI); Internal Network Interfaces; Part 2: X2/X3".
[17]	MMS Architecture OMA-AD-MMS-V1_3-20110913-A.
[18]	Multimedia Messaging Service Encapsulation Protocol OMA-TS-MMS_ENC-V1_3-20110913-A.
[19]	3GPP TS 22.140: "Multimedia Messaging Service (MMS); Stage 1".
[20]	ETSI GS NFV-IFA 026: "Network Functions Virtualisation (NFV) Release 3; Management and Orchestration; Architecture enhancement for Security Management Specification".
[21]	3GPP TS 33.108: "Handover Interface for Lawful Interception (LI)".
[22]	3GPP TS 23.401: "General Packet Radio Service (GPRS) enhancements for 
Evolved Universal Terrestrial Radio Access Network (E-UTRAN) access".
[23]	3GPP TS 23.402: "Architecture enhancements for non-3GPP accesses".
[24]	3GPP TS 23.280: "Common functional architecture to support mission critical services; Stage 2".
[25]	OMA-AD-PoC-V2_1-20110802-A: "Push to talk over Cellular (PoC) Architecture".
[26]	GSMA IR.92: "IMS Profile for Voice and SMS".
[27]	GSMA NG.114: "IMS Profile for Voice, Video and Messaging over 5GS".
[28]	3GPP TS 24.147: "Conferencing using the IP Multimedia (IM) Core Network (CN) subsystem; Stage 3".
[29]	ETSI GS NFV-SEC 012: "Network Functions Virtualisation (NFV) Release 3; Security; System architecture specification for execution of sensitive NFV components".
[XX]	3GPP TS 23.140: "Multimedia Messaging Protocol. Functional Description. Stage 2".

**** END OF FIRST CHANGE ****
**** START OF SECOND CHANGE ****
[bookmark: _Toc83227114]7.5.2.3	IRI Events
The IRI-POI present in the MMS Proxy-Relay shall generate xIRI, when it detects the following specific events or information:
-	The target is a sender or recipient of an MMS messageAn MMS message is sent by the target or sent to the target.
-	The target is a sender or recipient of a transformed email message (as defined in TS 23.140 [XX] Annex D and Annex D1).
NOTE:	In this definition there is no distinction made between addresses on the "TO:" line and addresses on the "CC:" or "BCC:" line. They are all recipients of the message.

**** END OF SECOND CHANGE ****
**** END OF ALL CHANGES ****


