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[bookmark: _Toc113732261]**** START OF FIRST CHANGE (MAIN DOCUMENT) ****
[bookmark: _Toc176118193]6.1	General
Clause 6 gives details for the configuration of the high-level LI architecture for network layer based interception. It defines aspects of the LI configuration specific to each network under consideration (e.g. 5G), while aspects concerning services delivered over this network are considered in clause 7.
For networks with architectures differing from those described below, see Annex X.2.
**** START OF NEXT CHANGE (MAIN DOCUMENT) ****
[bookmark: _Toc176118273]7.1	General
Clause 7 provides details for the configuration of the high-level LI architecture for service layer based interception and for network function which are not specific to a single access type or network service (e.g. subscription management functions). It defines aspects of the LI configuration specific to each service under consideration, while aspects concerning network over which the service is delivered (e.g. 5G) are considered in clause 6.
If one of the services listed below is implemented in a non-standard way, see Annex X.3.
.
**** START OF NEXT CHANGE (MAIN DOCUMENT) ****

[bookmark: _Toc176120221]Annex X (normative):
Application to proprietary implementations
[bookmark: _Toc176120222]X.1	General
The following clauses describe how this specification may be used to support LI for implementations that support 3GPP defined networks and services but use architectures, protocols, intefaces or procedures that do not align with the 3GPP specifications.
X.2	Implementation with proprietary Network Layers
Implementations using proprietary Network Layers for 3GPP defined networks and services may use this specification to describe the functional system requirements with the following changes:
· The LI architecture shall be adjusted such that the reportable events applicable to the network are still intercepted and reported. 
· If the functionality of a network function listed in this specification is supported by another network function, the LI functions shall be implemented such that the events reportable by that function are interceptable at whatever network element replaces the functionality of that network element.
X.2	Implementation with proprietary Service Layers
Implementations using proprietary Service Layers for 3GPP defined services may use this specification to describe the functional system requirements with the following changes:
· The LI architecture shall be adjusted such that the reportable events applicable to the service are still intercepted and reported. 
· If the implementation of a service does not utilize one of the network elements described in the clause for that service, any events reportable by that network element shall be reported by the LI functions in whatever element replaces that element.
**** END OF ALL CHANGES ****


