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[bookmark: _Toc40387623]4.9.3.	Consumption reporting procedures
When Before a streaming session is started, the Media Session Handler shall check if the Service Access Information contains any Consumption reporting configuration, as specified in clauses 4.7.3. If such a configuration is foundpresent, the Media Session Handler shall use initiate consumption reporting based on this configurationit for the current streaming session.	Comment by Thomas Stockhammer: Is it before or after?
The Media Session Handler shall first determine whether consumption reporting is required active for the session. The determination shall be based on the sample percentage attribute specified in the consumption reporting configuration. When the samplePercentage is not present or its value is 100, consumption reporting is active for the session. If the samplePercentage is less than 100, the Media Session Handler generates a random number which is uniformly distributed in the range 0 to100; consumption reporting is active for the session when the generated random number is of a lower value than the samplePercentage value.	Comment by Thomas Stockhammer: How?
[If consumption reporting for this session is requiredactive, the Media Session Handler shall shall regularly determine the consumption reporting parameters defined in clause 11.3.2.4current quality for video, audio from the Media Player through the M7d interface and shall]. The Media Session Handler shall report these values according to the reporting interval specified in the Client cConsumption rReporting cConfiguration.	Comment by Thomas Stockhammer: What does "quality" mean?
Editor’s Note: This needs to be completed once the communication model between Media Player and Media Session Handler is completed.
