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The definition for the M5EASRelocationRequirements type is specified in table 6.4.3.11-1 below:
Table 6.4.3.7-1: Definition of M5EASRelocationRequirements type
	Property name
	Type
	Cardinality
	Description

	tolerance
	Relocation‌Tolerance
	1..1
	Indicates whether the 5GMS AS EAS instance tolerates relocation.

	maxInterruptionDuration
	Integer	Comment by Author: Is there a shared duration type?
	0..1
	The maximum downtime (expressed in milliseconds) that an application can tolerate during EAS relocation.
If the expected downtime of the application is expected to exceed this duration, relocation of the 5GMS AS EAS instance shall not be performed.



6.4.3.12	EASDiscoveryFilter type
Table 6.4.3.10-1  Definition of EASDiscoveryFilter type
	Property name
	Type
	Cardinality
	Description

	easProviderId
	String
	0..1
	The EAS provider identifier.

	easType
	String
	0..1
	The EAS type.

	serviceFeatures
	Array(String)
	1..1
	The required service features for the EAS to serve this session.

	acType
	String
	0..1
	Category of the Application Client.



	Second Change


11.2.2	Resource structure
The Service Access Information API is accessible through the following URL base path:
{apiRoot}/3gpp-m5/{apiVersion}/service-access-information/
The operations and the corresponding HTTP methods in Table 11.2.2-1 are supported. In each case, the sub-resource path specified in the second column shall be appended to the URL base path.
Table 11.2.2‑1: Operations supported by the Service Access Information API
	Operation
	Sub-resource path
	Allowed HTTP method(s)
	Description

	Fetch Service Access Information
	{provisioningSessionId}
	GET
	Used to acquire the Service Access Information resource for the specified Provisioning Session.
The {provisioningSessionId} uniquely identifies the Service Access Information Resource and is allocated by the 5GMS AF during creation of a Provisioning Session.



	Second Change


11.2.3.1	ServiceAccessInformation resource type
The data model for the ServiceAccessInformtion resource is specified in table 11.2.3.1-1 below. Different properties are present in the resource depending on the type of Provisioning Session from which the Service Access Information is derived (as indicated in the provisioningSessionType property) and this is specified in the Applicability column.
Table 11.2.3.1‑1: Definition of ServiceAccessInformation resource
	Property name
	Type
	Cardinality
	Usage
	Description
	Applicability

	provisioningSessionId
	ResourceId
	1..1
	RO
	Unique identification of the M1 Provisioning Session.
	All types

	provisioningSession‌Type
	Provisioning‌Session‌Type
	1..1
	RO
	The type of Provisioning Session.
	All types.

	StreamingAccess
	Object
	0..1
	RO
	
	downlink

	mediaPlayerEntry
	Url
	0..1
	RO
	A document or a pointer to a document that defines a media presentation e.g. MPD for DASH content or URL to a video clip file.
	

	ClientConsumptionReporting‌Configuration
	Object
	0..1
	RO
	
	downlink

	reportingInterval
	DurationSec
	0..1
	RO
	The time interval, expressed in seconds, between consumption report messages being sent by the Media Session Handler. The value shall be greater than zero.
When this property is omitted, a single final report shall be sent immediately after the media streaming session has ended.
	

	serverAddresses
	Array(Url)
	1..1
	RO
	A list of 5GMSd AF addresses (URLs) where the consumption reporting messages are sent by the Media Session Handler. See NOTE.
(Opaque URL, following the 5GMS URL format.)
	

	locationReporting
	Boolean
	1..1
	RO
	Stipulates whether the Media Session Handler is required to provide location data to the 5GMSd AF in consumption reporting messages (in case of MNO or trusted third parties).
	

	samplePercentage
	Percentage
	1..1
	RO
	The percentage of media streaming sessions that shall send consumption reports, expressed as a floating point value between 0.0 and 100.0.
	

	DynamicPolicyInvocation‌Configuration
	Object
	0..1
	RO
	
	downlink,
uplink

	serverAddresses
	Array(Url)
	1..1
	RO
	A list of 5GMSd AF addresses (URLs) which offer the APIs for dynamic policy invocation sent by the Media Session Handler. See NOTE.
(Opaque URL, following the 5GMS URL format.)
	

	validPolicyTemplateIds
	Array(ResourceId)
	1..1
	RO
	A list of Policy Template identifiers which the 5GMS Client is authorized to use.
	

	sdfMethods
	Array(SdfMethod)
	1..1
	RO
	A list of recommended service data flow description methods (descriptors), e.g. 5-Tuple, ToS, 2-Tuple, etc., which should be used by the Media Session Handler to describe the service data flows for the traffic to be policed.
	

	externalReferences
	Array(String)
	0..1
	RO
	Additional identifier for this Policy Template, unique within the scope of its Provisioning Session, that can be cross-referenced with external metadata about the media streaming session.
Example: "HD_Premium".
	

	ClientMetricsReporting‌Configurations
	Array(Object)
	0..1
	RO
	
	downlink,
uplink

	serverAddresses
	Array(Url)
	1..1
	RO
	A list of 5GMS AF addresses to which metrics reports shall be sent. See NOTE.
(Opaque URL, following the 5GMS URL format.)
	

	dataNetworkName
	Dnn
	0..1
	RO
	The DNN which shall be used when sending metrics reports. If not specified, the name of the default DN shall be used.
	

	reportingInterval
	DurationSec
	0..1
	RO
	The time interval, expressed in seconds, between metrics reports being sent by the Media Session Handler. The value shall be greater than zero.
When this property is omitted, a single final report shall be sent immediately after the media streaming session has ended.
	

	samplePercentage
	Percentage
	1..1
	RO
	The percentage of media streaming sessions that shall report metrics, expressed as a floating point value between 0.0 and 100.0.
	

	urlFilters
	Array(String)
	0..1
	RO
	A non-empty list of URL patterns for which metrics reporting shall be done. The format of each pattern shall be a regular expression as specified in [5].
If not specified, reporting shall be done for all sessions.
	

	metrics
	Array(String)
	1..1
	RO
	A list of metrics which shall be reported.
	

	NetworkAssistanceConfiguration
	Object
	0..1
	RO
	
	downlink,
uplink

	serverAddress
	Url
	1..1
	RO
	Address of the 5GMS AF that offers the APIs for 5GMS AF-based Network Assistance, for access by the 5GMSd Media Session Handler. See NOTE.
This address shall be an opaque URL, following the 5GMS URL format.
	

	Client‌EdgeResources‌Configuration
	Object
	0..1
	RO
	Present only for client-driven edge computing management mode.
	downlink,
uplink

		eligibilityCriteria
	Edge‌Processing‌Eligibility‌Criteria
	0..1
	RO
	Condition to activate the edge resources for media streaming sessions.
	

		easDiscoveryFilter
	EAS‌Discovery‌Filter
	1..1
	RO
	The EAS discovery filter template that shall be used by the EEC to discover and select a 5GMS AS EAS instance to serve media streaming sessions.
	

		acr‌Requirements
	array(M5EAS‌Relocation‌Requirements)
	0..1
	RO
	Application Context Relocation tolerance and requirements.
If absent, the EEC shall assume that ACR is tolerated by all 5GMS AS EAS instances in the scope of this Service Access Information.
	

	NOTE:	In deployments where multiple instances of the 5GMSd AF expose the Media Session Handling APIs at M5, the 5G System may use a suitable mechanism (e.g. HTTP load balancing or DNS resolution) to direct requests to a suitable AF instance.



