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[bookmark: _Toc159939867][bookmark: _Toc151015977]5.2	Speech
[LINK TO IVAS]
[bookmark: _Toc159939868]5.3	Video
An AR-MTSI client in terminal may display video content based on AR metadata (Clause 6) and media configuration (Clause 7). The AR real-time communication aspects of this specification are not restricted to specific codecs. However, in order to support minimum service interoperability, an AR-MTSI client in terminal shall implement the UE codec and media handling requirements as specified in TS 26.114 [2].
Specifically, the AR-MTSI client in terminal may support Overlays and Scene Description-Based Overlays (as described in TS 26.114 [2] in clause Y.6.4 and Y.6.9) to render video elements in parts of the AR environment. This may result into rendering the video stream (or parts of the video stream) in a sub-area of the display device.  Further, the UE may negotiate a stream characteristic most suitable for the sub-area and may renegotiate the stream characteristics in case the sub-area changes.
[bookmark: _Toc159939869]5.4	Real-time text
An AR-MTSI client in terminal may support real-time text as specified in TS 26.114 [2] and may render it as defined in the AR metadata (Clause 6)
[bookmark: _Toc159939870]5.5	Still images
An AR-MTSI client in terminal may support still images as specified in TS 26.114 [2] and may render it as defined in the AR metadata (Clause 6)
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