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	Reason for change:
	[bookmark: _MCCTEMPBM_CRPT71130483___2]TS 26.113 describes the QoE metrics that can be reported by a Media Session Handler pertaining to an RTC session. TS 26.510 supports QoE metrics reporting configuration using the ServiceAcceeeInformation resource. The metrics property provides the list of metrics to be collected and reported from an RTC Client. The metrics property provides a list of QoE metrics, each indicated by a fully-qualified term from a controlled vocabulary.
But the fully-qualified term identifier URI or controlled vocabularies for QoE metrics have not been specified in TS 26.113. A similar controlled vocabulary for DASH and VR metrics have been documented in TS 26.512.

	
	

	Summary of change:
	Provide the fully-qualified term identifier URIs for QoE metrics in Annex C of TS 26.113.

	
	

	Consequences if not approved:
	QoE metrics reporting procedure will be impacted as fully-qualified term identifier URIs for metrics are missing.
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[bookmark: _Toc153803067]First change (All new)
[bookmark: _Toc170461780][bookmark: _Toc170461778][bookmark: _Toc133303912][bookmark: _Toc139015219][bookmark: _Toc152690181][bookmark: _Toc167345276][bookmark: _Toc167345290][bookmark: _Toc152690221][bookmark: _Toc167345322]Annex C (normative):
Controlled vocabularies of RTC Client configuration parameters
C.1	Controlled vocabulary of RTC QoE metrics reporting parameters
The name space identifier for the controlled vocabulary of RTC QoE metrics is:
[bookmark: _MCCTEMPBM_CRPT71130790___7]urn:‌3GPP:‌ns:‌RTC:‌QM1
[bookmark: _MCCTEMPBM_CRPT71130791___7]The term identifiers in this controlled vocabulary shall be the set of key names defined in clause 15.2, using a single forward slash character ('/') as the hierarchical separator in the resulting path specifier. In the case of metrics lists, the Entry object shall be omitted from the term identifier path.
[bookmark: _MCCTEMPBM_CRPT71130792___7]EXAMPLE 1:	urn:‌3GPP:‌ns:‌RTC:‌QM1#Successive_Loss/totalNumberOfSuccessivePacketLoss
To select all reportable metrics below a common branch of the metrics hierarchy the relevant terminal path element(s) are pruned from the term identifier.
[bookmark: _MCCTEMPBM_CRPT71130793___7]EXAMPLE 2:	urn:‌3GPP:‌ns:‌RTC:‌QM1#Successive_Loss
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