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1. Overall Description:

The MBMS User Service specification defines service layer components, which can be used on top of MBMS bearers. The service layer components may use interactive bearers for security registration, security key retrieval, post delivery file repair and other associated services. 

The existing MBMS User Service specification does not contain any statement about which APN (or PDP context) to use for all network interactions like security registration, file repair, etc. Service announcement using OMA Push bearers (e.g. SMS) is defined and also do not contain an APN parameter. 
SA4 has discussed whether or not to allow separation of MBMS related interactive traffic such as file repair or security from other interactive services and to include an APN into the service announcement. Since file repair and security procedures use HTTP, the traffic might not be easily differentiated from other interactive traffic. 
SA4 sees the need to allow the differentiation of MBMS related interactive traffic from other, Non-MBMS interactive traffic. However, SA4 also sees a conflict with the stage 2 specification (23.246) on that subject. TS 23.246 suggests to always use a “default PDP context” in case of the multicast mode, but leaves it open for the broadcast mode. Please note that the MBMS service layer procedures (both, SA4 and SA3) are bearer agnostic and do not differ between Multicast or Broadcast modes.
2. Actions:

To SA1 group.

ACTION: 
SA4 kindly asks SA1 to give feedback on SA4’s approach to optionally include the APN in the Service announcement, thus to allow the separation of MBMS related interactive traffic from other traffic. 
To SA2 group.

ACTION: 
SA4 kindly asks SA2 to clarify the view on type of interactive bearers to be used with the MBMS broadcast mode.
3. Date of Next TSG-SA4 Meetings:

TSG-SA4 Meeting #44

25 - 29 Jun 2007
Helsinki, Fi
TSG-SA4 Meeting #45 
3 - 7 Sep. 2007  
tbd.
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