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	1st of Changes


[bookmark: _Toc359834724][bookmark: _Toc516654854][bookmark: _Toc28278045][bookmark: _Toc36134310]4.2.1	General
Editor's Note: For further study.
The Trace Session activation contains the triggering events parameter.  The actual start/stop triggering events corresponding to the values of the triggering events parameter are defined in triggering events tables in sub-clause 5.1 in the present document. 
If the NE failed to start the Trace Recording Session, a Trace failure notification shall be sent to the TCE, and the Trace failure notification has the the same parameters as the notification notifyTraceRecordingSessionFailure defined in 3GPP TS 32.442[24], the Trace failure notification file XML schema is defined in Annex A.

	2nd of Changes


[bookmark: _Toc359834750]4.2.4.1	UTRAN stopping mechanisms
The Trace Recording Session in the RNC shall be stopped when the last connection, which belongs to the traced subscriber/mobile, is released.
	3rd of Changes


4.2.2.4	IP Multimedia Subsystem starting mechanismsVoid
Editor's Note: For further study.
	4th of Changes



[bookmark: _Toc516654882][bookmark: _Toc28278073][bookmark: _Toc36134341][bookmark: _Hlk36129006]4.2.4.4	IP Multimedia Subsystem stopping mechanismsVoid
Editor's Note: For further study.
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