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1. Introduction
The MCData functional model using the 5G system is introduced with a focus on supporting unicast transmissions.
2. Reason for Change
The MCData functional model using the 5G system is introduced.
3. Conclusions

<Conclusion part (optional)>

4. Proposal

It is proposed to approve the following changes to 3GPP TS 23.289 version 0.2.0.
* * * First Change * * * *
5.x
MCData functional model description

5.x.1
On-network functional model

Figure 5.x.1-1 shows the generic functional model for the application plane for an MCData system using the 5GS.

[image: image1.emf]MCData-3 Other MCData 

server

MCData server 

MCData client

MCData UE

5GS

MCData 

user 

database

MCData-2

Capability 

functions 

(SDS, FD, DS, 

IPcon)

MCData-cap-1

Capability 

functions 

(SDS, FD, DS, 

IPcon)

MCData-cap-n

MCData-5

N5/Rx

Interworking 

function 

to LMR system

IWF-2

MCData

message store

Message 

store 

client

MCData-7

MCData-8

MC gateway 

server

MCData-3

MC gateway 

server

MCData-9

MCData

notification

server

MCData-10

MCData-11

Message 

notification 

client


Figure 5.x.1-1: Generic MCData functional model for application plane

In the functional model shown in figure 5.x.1-1, the following is considered:

-
The description of the corresponding functional entities and reference points in 3GPP TS 23.282 [5] applies.
-
The description of the MCData-5 reference point in 3GPP TS 23.282 [6] applies considering that it exists between the MCData server and the 5GS. It is used for resource management of MCData sessions, e.g. QoS control, and utilizes the N5 reference point or the Rx reference point as defined in 3GPP TS 23.501 [7], 3GPP TS 23.502 [10] and 3GPP TS 23.503 [9].
-
The respective functional models supporting MCData capabilities (e.g., SDS, FD, DS, IPcon) over unicast transmissions along with the corresponding reference points (i.e., MCData-cap-1 to MCData-cap-n) described in 3GPP TS 23.282 [5] also apply when a 5G system is used.
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