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* * First Change * * * 
[bookmark: _Toc114871758]8.3.4	MSGin5G message delivery status report into the MSGin5G Server
Figure 8.3.4-1 shows the procedure for an MSGin5G UE that initiates an MSGin5G message delivery status report.


Figure 8.3.4-1: Message delivery status report from MSGin5G UE

Figure 8.3.4-2 shows the procedure for an Application Server that initiates an API request for MSGin5G message delivery status report specified in clause 9.1.1.4 to UE.



Figure 8.3.4-2: Message delivery status report from Application Server
Figure 8.3.2-3 shows the procedure for a Legacy 3GPP Message Gateway or a Non-3GPP Message Gateway that sends an MSGin5G message delivery status report to the MSGin5G Server on behalf of a Legacy 3GPP UE or Non-3GPP UE.


Figure 8.3.4-3: Message delivery status report from Message Gateway (on behalf of Non-MSGin5G UE)
Pre-conditions:
1.	The sender of an MSGin5G message has asked for a message delivery status report.
Procedures:
The following procedure applies to the above figures 8.3.4-1, 8.3.4-2 and 8.3.4-3 with the exception that step 1 only applies to figure 8.3.4-1.
1.	The Application Client in the MSGin5G UE sends a request to the MSGin5G Client for invoking the MSGin5G Client to send an MSGin5G message delivery status report to a recipient.
Editor's note:	Whether the APIs provided by the MSGin5G Client to the Application Client is to be specified in another clause of the TS is FFS. 
2.	As shown in figure 8.3.4-1 or 8.3.4-3, the MSGin5G Client or Message Gateway sends the MSGin5G message delivery status report to the MSGin5G Server and includes the IEs as listed in table 8.3.4-1, or as shown in figure 8.3.4-2, the Application Server sends an API request to the MSGin5G Server for sending an MSGin5G message, the API request includes the IEs as listed in table 8.3.4-1.
Table 8.3.4-1: Message delivery status report to MSGin5G Server
	Information element
	Status
	Description

	Originating UE Service ID/AS Service ID
	M
	The service identity of the sending MSGin5G Client, Legacy 3GPP UE, Non-3GPP UE or the sending Application Server.

	Recipient UE Service ID/AS Service ID (NOTE)
	M
	The service identity of the receiving MSGin5G Client, Legacy 3GPP UE, Non-3GPP UE or the receiving Application Server.
This is the sender of the message that this message delivery status report is for.

	Application ID
	O
	Identifies the application for which the payload is intended.

	Message ID
	M
	Unique identifier of message delivery status report.
The message ID of the MSGin5G message that is being acknowledged is included in this IE.

	Failure Cause
	O
	The Failure Cause indicates the failure reason, if applicable.

	Delivery Status
	M
	The delivery status description, including success or failure in delivery

	NOTE:	When the originator is an Application Server, (i.e. Originating AS Service ID is present), this IE shall be a UE Service ID.



3.	The MSGin5G Server verifies that the sender is authorized to send the message delivery status report.
4.	The MSGin5G Server may send a response to the originating entity if the message delivery status report is rejected and includes the IEs as listed in table 8.3.2-3 in the response.

[bookmark: _Toc106035853]* * Next Change * * * 
[bookmark: _Toc114871759]8.3.5	MSGin5G message delivery status report from the MSGin5G Server
Figure 8.3.5-1 shows the procedure for the MSGin5G Server that forwards an MSGin5G message delivery status report to an MSGin5G UE.




[bookmark: _Hlk83917567]Figure 8.3.5-1: Message delivery status report towards an MSGin5G UE
Figure 8.3.5-2 shows the procedure for the MSGin5G Server that forwards an MSGin5G message delivery status report to an Application Server.


Figure 8.3.5-2: Message delivery status report towards an Application Server
Figure 8.3.5-3 shows the procedure for the MSGin5G Server that forwards an MSGin5G message delivery status report to a Legacy 3GPP Message Gateway or a Non-3GPP Message Gateway.



Figure 8.3.5-3: Message delivery status report towards a Message Gateway
[bookmark: _Hlk83917601]The following procedure applies to the above figures 8.3.5-1, 8.3.5-2 and 8.3.5-3 with the exception that step 2 only applies to figure 8.3.5-1. 
1.	the MSGin5G Server sends the MSGin5G message delivery status report to the MSGin5G UE or Message Gateway and includes the IEs as listed in table 8.3.5-1, or as shown in figure 8.3.5-2 and figure 8.3.5-3, the MSGin5G Server sends an API request to the Application Server for sending an MSGin5G message, the API request includes the IEs as listed in table 8.3.5-1.
Table 8.3.5-1: Message delivery status report to MSGin5G Server
	Information element
	Status
	Description

	Originating UE Service ID/AS Service ID
	M
	The service identity of the sending MSGin5G Client, Legacy 3GPP UE, Non-3GPP UE or the sending Application Server.

	Recipient UE Service ID/AS Service ID (see NOTE)
	M
	The service identity of the receiving MSGin5G Client, Legacy 3GPP UE, Non-3GPP UE or the receiving Application Server.
This is the sender of the message that this message delivery status report is for.

	Application ID
	O
	Identifies the application for which the payload is intended.

	Message ID
	M
	Unique identifier of message delivery status report.
The message ID of the MSGin5G message that is being acknowledged is included in this IE.

	Failure Cause
	O
	The Failure Cause indicates the failure reason, if applicable.

	Delivery Status 
	M
	The delivery status description, including success or failure in delivery.

	NOTE:	When the originator is an Application Server, (i.e. Originating AS Service ID is present), this IE shall be a UE Service ID.


[bookmark: _Hlk83917609]
2.	The MSGin5G Client sends the MSGin5G message delivery status report to Application Client.

* * * End of Changes * * * *
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