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	Reason for change:
	In current specification, multiple entities can detect ACR event and perform ACR procedure, so it may happen AC(s)/EEC has different capabilities with EAS(s)/EES, and select different approaches.
Firstly, the EES has all the information from UE side (AC profile) and EAS side regarding the ACR scenarios supported by the respective entities. 
Secondly, not all ACR scenarios supported by ACs may be deployed by the EES.
So, EES is the best entity to determine which ACR approach can be enabled for the AC and EAS considering the detailed information (e.g EAS features, KPIs) of both the AC and the EAS and thus also avoiding the overlap of ACR initiations by multiple entities which introduce unnecessary signalling to resolve co-existence issues.

	
	

	Summary of change:
	The EES will decide selected ACR scenario for the AC.
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	Solution for EES determining the selected ACR scenario will remain under specified.
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There are multiple ACR scenarios defined in clause 8.8.2, and different entity (e.g. AC, EEC, EES, and EAS) may supported different ACR scenarios, requiring support from the enabling layer to determine the selected ACR scenario for certain AC.
This clause describes the features that the ACR scenario can be determined by the EEL to avoid the case that to avoid the case that different entity will choose different ACR scenario for the service continuity causing the ACR will not be triggered
[bookmark: _Toc114872699]8.X.2	EES determines the selected ACR scenario
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Figure 8.x.2-1: EES determines the selected ACR scenario
1.	The EAS sends an ACR scenario selection subscription request to the EES. 
2.	The EES sends an ACR scenario selection subscription response to the EAS with the subscription result.
3.	The EEC sends ACR scenario selection request to the EES, the request contains the AC service continuity support and EEC service continuity support indicating which ACR scenarios are supported by the AC and the EEC. 
NOTE：The step 3 can be the enhancement on the EAS discovery request or the ACR scenario selection request which is up to stage3 to define.
4.	Upon the EES obtains the AC service continuity support and EEC service continuity support from UE and EAS service continuity support, then the EES determines one suitable ACR scenario for the AC based on the ACR scenarios supported by AC, EEC, EES and EAS. The EES can select an appropriate ACR scenario for the AC from the intersection of the ACR scenarios supported by AC, EEC, EES and EAS. 
NOTE 1:	The ACR scenario supported by the EAS is available in the EAS service continuity support of the EAS profile.
Editor's note: It is FFS how the EES can know the supported service continuity scenarios of the T-EES and T-EAS.
5.	The EES sends the ACR scenario selection notification to the EAS, the notification contains the selected ACR scenario and related ACID.
6.	The EES sends the ACR scenario selection response to the EEC including the selected ACR scenario and related ACID, then the EEC may notify the AC with the selected ACR scenario.
NOTE 2:	Using multiple ACR scenario can detect ACR timely.
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