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1. Introduction
This contributions provides a proposal for editorial changes.
2. Reason for Change
Some editorial fixes are proposed.
3. Proposal

It is proposed to agree the following changes to 3GPP TR 23.700-64 v1.2.0.
* * * First Change * * * *
3
Definitions, symbols and abbreviations

3.1
Definitions

For the purposes of the present document, the terms and definitions given in 3GPP TR 21.905 [1] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in 3GPP TR 21.905 [1].
The terms and definitions as specified in 3GPP TS 23.286 [6] apply.




3.2
Abbreviations

For the purposes of the present document, the abbreviations given in 3GPP TR 21.905 [1] and the following apply. 
An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in 3GPP TR 21.905 [1].

BSM
Basic Safety Message

CAM
Cooperative Awareness Message

CPM
Collective Perception Message

DENM
Decentralized Environmental Notification Message

V2P
Vehicle-to-Pedestrian
V2X
Vehicle-to-Everything

VAE
V2X Application Enabler

VAM
VRU awareness message
VASS
V2X Application Specific Server
VRU
Vulnerable Road Users

VRUP
Vulnerable Road User Protection
