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1. Introduction
The present contribution suggests enhancement of the AC Group profile IE introduced by Solution#29, which addresses KI#17: Discovery of a common EAS.

2. Reason for Change
In accepted contribution S6-222454 at SA6#50-e updates were made to Solution#29 to introduce an AC Group profile IE. The IE already includes Expected AC Service KPIs, which are described as the KPIs expected for the ACs in the AC group to receive the currently required services from the EAS. This describes the “ideal” service level. However, when making an EAS selection, it would also be beneficial to know the minimum service level acceptable to the ACs in the group. Without such knowledge certain EASs maybe excluded from the list of possible candidates because it may have been assumed they cannot provide a sufficient service level. It is therefore proposed to add Minimum required AC Service KPIs, which can be used to indicate the minimum KPI levels required in order for ACs in the AC group to receive meaningful services from the EAS. 
3. Conclusions

---
4. Proposal

It is proposed to agree the following changes to 3GPP TR 23.700-98, v 1.2.0.

* * * First Change * * * *

7.29.2.3
New Group profile common information element

The following new common EAS AC Group profile information element is proposed to 3GPP TS 23.558 [2]:

Table 7.29.2.3: AC Group profile IE

	Group ID
	M
	Identity of the group of ACs.

	ACID
	M
	Identity of the AC that wants to join the multi-user session.

	List of EASs
	O
	List of EAS that serve the AC group along with the service KPIs required by the AC group.

	> EASID
	M
	Identifier of the EAS

	> Expected AC Service KPIs
	O
	KPIs expected in order for the ACs in the AC group to receive currently required services from the EAS, as described in Table 8.2.3-1.

	> Minimum required AC Service KPIs
	O
	Minimum KPIs required in order for ACs in the AC group to receive meaningful services from the EAS, as described in Table 8.2.3-1

	Expected Group Geographical Service Area (NOTE)
	O
	Dependent on the application, this IE can indicate, e.g., a small circle around the centre of mass of the UE/AC locations or around the location of a specific UE/AC for which certain service KPIs are to be optimised, or an area including the own UE location and the locations of one or more other UEs that want to join the multi-user session.

	Other UE locations (NOTE)
	O
	The location information of other UEs involved in a multi-user session. The UE location is described in TS 23.558, clause 7.3.2.

	NOTE:
Only one of the parameters "Expected Group Geographical Service Area" and "Other UE locations" may be included. “Other UE locations” shall only be included if users have consented to share their individual UE location information with other users at the application level. 


