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1. Introduction
The solutions related with network slice adaptation are discussed and captured as solution #10 and solution #15 in TR 23.700-99. 
This contribution is proposed to add the information flows and APIs of network slice adaptation.
2. Reason for Change
Add the procedure, information flows and APIs of performance and analytic monitoring capability exposure.
3. Conclusions

<Conclusion part (optional)>
4. Proposal

It is proposed to agree the following changes to 3GPP TS 23.435 v0.2.0.
* * * First Change * * * *

9.x
Network slice adaptation
9.x.1
General
The NSCE server supports the network slice adaptation exposure capability including the VAL server-triggered and network-based network slice adaptation considering management aspects and Enhanced VAL server-triggered and network-based network slice adaptation.
9.x.2
Procedure
9.x.2.1
VAL server-triggered and network-based network slice adaptation considering management aspects
The procedures of VAL UE-triggered and network-based network slice adaptation refers to the procedure described in clause 16.3.2.3, TS 23.434[2].
9.x.2.2
VAL server-triggered and network-based network slice adaptation 
The procedures of VAL UE-triggered and network-based network slice adaptation refers to the procedure described in clause 16.3.2.4, TS 23.434[2].
9.x.3
Information flows
Following information flows are specified for Network slice adaptation as defined in clause 16.3.2.2, TS 23.434[2].
-
Network slice adaptation request and response
-
Network slice adaptation trigger and notification
9.x.4
APIs

Following APIs are specified for network slice adaption capability enablement as defined in clause 16.4, TS 23.434[2].
