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[bookmark: _Toc122439663][bookmark: _Toc108431771]
* * * Change 1 * * * *
[bookmark: _Toc50584169][bookmark: _Toc122439170][bookmark: _Toc37790910][bookmark: _Toc42003859][bookmark: _Toc57673356][bookmark: _Toc50584513]5.2.3	Registration
[bookmark: _Toc50584514][bookmark: _Toc122439171][bookmark: _Toc57673357][bookmark: _Toc37790911][bookmark: _Toc50584170][bookmark: _Toc42003860]5.2.3.1	General
[bookmark: _Toc42003861][bookmark: _Toc37790912]This clause specifies the requirements for EEC, EAS, EAS Service API and EES registration.
[bookmark: _Toc50584171][bookmark: _Toc57673358][bookmark: _Toc122439172][bookmark: _Toc50584515]5.2.3.2	EEC registration
[AR-5.2.3.2-a]	The application layer architecture shall provide mechanisms for an EEC to register onto the EES.
[AR-5.2.3.2-b]	The application layer architecture shall provide mechanisms for an EEC to de-register from the EES.
[AR-5.2.3.2-c]	The application layer architecture shall provide mechanisms for the EES to detect an abnormal termination of an EEC registration. 
[bookmark: _Toc122439173][bookmark: _Toc50584172][bookmark: _Toc42003862][bookmark: _Toc50584516][bookmark: _Toc37790913][bookmark: _Toc57673359]5.2.3.3	EAS registration
[AR-5.2.3.3-a]	The application layer architecture shall provide mechanisms for an EAS to register to the EES.
[AR-5.2.3.3-b]	The application layer architecture shall support EAS exposing its availability, which varies with time, location, etc.
[AR-5.2.3.3-c]	The application layer architecture shall provide mechanisms so that the EASs are uniquely identifiable. 
[AR-5.2.3.3-d]	The application layer architecture shall provide mechanisms for an EAS to de-register from the EES.
[AR-5.2.3.3-e]	The application layer architecture shall provide mechanisms for the EES to detect an abnormal termination of an EAS registration.
[bookmark: _Toc50584517][bookmark: _Toc42003863][bookmark: _Toc122439174][bookmark: _Toc50584173][bookmark: _Toc57673360][bookmark: _Toc37790914]5.2.3.4	EES registration
[AR-5.2.3.4-a]	The application layer architecture shall provide mechanisms for an EES to register onto the ECS.
[AR-5.2.3.4-b]	The application layer architecture shall support EES to publish EAS information on the ECS.
[AR-5.2.3.4-c]	The application layer architecture shall support EES to update the published EAS information on the ECS.
[AR-5.2.3.4-d]	The application layer architecture shall provide mechanisms for an EES to de-register from the ECS.
[AR-5.2.3.4-e]	The application layer architecture shall provide mechanisms for the ECS to detect an abnormal termination of an EES registration. 
5.2.3.5	EAS service API registration
[AR-5.2.3.5-a]	The application layer architecture shall provide mechanisms for an EAS service API to register onto the EES.
[AR-5.2.3.5-b]	The application layer architecture shall provide mechanisms for an EAS service API to de-register from the EES.
[AR-5.2.3.5-c]	The application layer architecture shall provide mechanisms for EAS(API providers) to publish the service API information to be used by the EAS (API invokers) to discover and subsequently invoke the service API.
[AR-5.2.3.5-d]	The application layer architecture shall provide subscription and notification mechanisms enabling an EAS to receive changes in dynamic information of EAS Service APIs from an EES.
[AR-5.2.3.5-e]	The application layer architecture shall provide subscription and notification mechanisms enabling an EAS to receive changes in availability of EAS Service APIs from an EES.
* * * End of changes * * * *













